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SECTION 1.0 
INTRODUCTION 



The purpose of this manual is to serve as a general guide to the PCM-12 
Omega microcomputer system. The PCM-12 is a small, general -purpose computer 
employing a 12-bit word length, utilizing the Intersil IM6100 microprocessor 
for its Central Processor Unit (CPU). The IM6100 device employs the same 
binary instruction set as the PDP-8 series of minicomputers manufactured by 
Digital Equipment Corporation of Maynard, Massachusetts (see note below). 
Therefore, the PCM-12 "microcomputer" is software-compatible with the entire 
PDP-8 computer family, including the PDP-8, PDP-8/S, PDP-8/L, PDP-8/M, 
PDP-8/F, PDP-8/E, PDP-8/A and the recently-introduced VT-78 DECstation, as 
well as those variants of the VT-78 such as the WS-78 and WD-78 systems. 

For the user wishing to become familiar with PDP-8 (or PCM-12) software, 
reference should be made to Section 4.0 of this manual, where a list of 
pertinent DEC documentation will be found. 

One of the most important virtues of a computer designed around a 
microprocessor is that, perhaps for the first time for most users, the 
computers hardware operations become understandable. Rather than being a 
maze of MSI and SSI logic, the CPU is reduced to a single LSI package with a 
modest number of inputs and outputs. Once the user familiarizes himself with 
the operation of the microprocessor (e.g., by reading Section 5.0 of this 
manual), the operation of the entire computer becomes simple to understand. 
The microprocessor itself, although a complex device embodying all the 
functionality of a powerful CPU, can be treated as a "black-box" - simply 
stimulate it with a binary-coded instruction, and it performs the indicated 
operation. How it accomplishes this feat, what lurks behind the "silicon 
curtain", is of no concern to the user. If the processor "chip" should 
malfunction (a very rare occurence), one simply discards it and plugs another 



NOTE - The following are registered trademarks of Digital Equipment 

Corporation, Maynard, Massachusetts: DEC, DDT, DECtape, DIBOL, 
DIGITAL, EDUSYSTEM, FOCAL, OMNIBUS, OS-8, and PDP. 
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into the same socket. The user is able to concentrate on applying the 
computer to his job, comfortable in the feeling that he understands his 
hardware down to the throw-away module level. 

This manual discusses the IM6100 device as it is applied in the PCM-12 
system. No attempt has been made to explain the complete, detailed internal 
operation of the "chip" itself, since Intersil has already provided adequate 
documentation on the IM6100 and its family of support devices. The would-be 
hardware "expert" is referred to the data sheets on the IM6100 family as 
supplementary material to this manual. Requests for Intersil documentation 
can be made by writing them at: Intersil, Inc., 10900 N. Tantau Avenue, 
Cupertino, California 95014, or by calling (408) 996-5000. 

1.1 ORGANIZATION OF MANUAL 

This manual is organized into a series of sections. Each section covers 
a topic of major interest to the user. Each manual provided by PC/M gives all 
the required documentation for the hardware purchased by the user. When the 
user acquires additional accessory modules for his system, additional sections 
for the operating manual are also provided, which document the new hardware. 
(For example, while the basic operating manual contains six major sections, a 
user with the 12560 TTY/CRT Interface, 12540 Memory Extender/Stack/Real -Time 
Clock module and 12440 Floppy-Disk Interface would also receive Sections 11, 7 
and 15, which document those modules, respectively.) 

1.2 COMPARISON OF PCM-12 WITH PDP-8/E 

To the PDP-8/E user, the PCM-12 will seem quite familiar. This section 
compares the two machines in several areas of interest. 

The PCM-12 is designed around a microprocessor CPU. Therefore, all its 
major operational characteristics are defined by the microprocessor. Using a 
4.0 MHz system-clock crystal, the IM6100 has a basic cycle time of 2.5 
microseconds. Basic cycle time for the PDP-8/E is 1.2 to 1.3 microseconds. 

The binary instruction sets for the PCM-12 and PDP-8/E are indentical, 
which is why they are mutually software-compatible. Software written for 
either machine will run properly on the other, with the one exception that the 
PCM-12 cannot be used in "time-share" applications. Any other software 
incompatibility would result from running software on the PCM-12 which 
required the higher operating speed of the PDP-8, or attempting to use 
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software which was written for hardware not existing in the user's system (two 
obvious limitations). Happily, considering these few exceptions, the two 
computers will be found to have an extremely large overlap in their respective 
software "appetites". 

The hardware design of the PCM-12 and the PDP-8/E are quite different, 
particularly since the PCM-12 is microprocessor based. Therefore, the bus 
structures on the two machines are different, and modules from one system 
cannot be directly plugged into the other. However, this is not a major 
consideration for the PCM-12 user, since PC/M makes available (at very 
attractive prices) nearly every interfacing and memory module the user could 
require in his system. For example, for the user who wishes to use older 
DEC-style positive-bus peripherals in his PCM-12 system, these can be 
interfaced through the 12490 Positive Bus Converter module. 

Finally, the memory system in the PCM-12 is dissimilar to that in the 
PDP-8. The latter uses core memory, while the PCM-12 employs modern 
semiconductor memory exclusively. 
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SECTION 2.0 
PCM-12 OMEGA FRONT PANEL OPERATION 

The 12530 front panel for the PCM-12 Omega microcomputer is an improved 
version of the original 12030 front panel for the PCM-12. The 12530 includes 
real-time operation of the address and memory-data display lamps, full de- 
coding of all control-panel memory addresses, two-speed timer operation, a 
user-addressable set of display lamps, and built-in bootstraps for several 
mass-storage units as well as a multi-field paper-tape loader. 

Operation of the PCM-12 front panel is essentially very similar to the 
front panel on DEC 1 s PDP-8/E minicomputer. However, there are some 
differences caused by the fact that many of the PCM-12 1 s front-panel 
operations are software driven, and by the fact that the PCM-12 front panel 
includes some functions that the PDP-8 does not. The following paragraphs 
describe the PCM-12 's front-panel switches and indicators in detail. For the 
reader who is already familiar with the PDP-8/E, Section 2.4 summarizes the 
major differences bwtween front-panel operations on the two machines. 

2.1 HARDWARE-DRIVEN CONTROLS AND INDICATORS , 

The controls and indicators on the PCM-12 front panel can be roughly 
classified into two groups - those which are hardware driven, and those which 
are software driven, requiring interaction with the 12530 control-panel 
software routine for their proper operation. The hardware-driven controls and 
indicators are dRscussed in this Section 2.1, while the software-driven 
devices are described in Section 2.2. Some controls and indicators are both 
hardware and software driven and so are touched upon in both Section 2.1 and 
Section 2.2. 

2.1.1 POWER Switch, Power Receptacle and Fuse 

The POWER Switch, power receptacle and fuse for the PCM-12 Omega micro- 
computer are actually located on the rear panel of the machine. The power 
receptacle contains both the fuse and a programming card for selection of the 
proper line voltage. 

The programming card allows selection of four different nominal line 
voltages: 100 volts, 120 volts, 220 volts or 240 volts, at either 50 or 60 
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Hz. The input line voltage should be within plus/minus 10 percent of the 
nominal value. Set-up of the power receptacle for the desired line voltage is 
accomplished by correctly positioning the programming card behind the clear 
plastic window in the receptacle. The voltage for which the card is set can 
be read through the window. As shipped by PC/M, this will normally be "120" 
for domestic units and "240" for units shipped internationally. To change to 
another line voltage, simply slide the window to the side, remove the fuse by 
pulling the fuse-removal lever, and pull the programming card out with a 
pliers. Then turn the card and re-insert it into the receptacle. Be sure the 
proper line voltage is now readable through the window, and replace the fuse. 



DO NOT ATTEMPT OPERATION WITHOUT FIRST SETTING THE POWER RECEPTACLE 
FOR THE PROPER LINE VOLTAGE. PERMANENT DAMAGE MAY OTHERWISE RESULT. 



A 3.0 ampere medium-blow fuse should be used for 100- or 120-volt operation. 
For 220- or 240-volt operation, use a 1.5 ampere fuse. 

2.1.2 AUX Switch 

This is an auxiliary control switch which, in the "up" position, grounds 
line 42 on the PCM-12 bus (otherwise line 42 just "floats"). It may be used 
to manually control any function; for example, activating a peripheral device. 

2.1.3 SW Switch 

This switch is identical in operation to the AUX switch, except that in 
the "up" position it grounds line 41 on the PCM-12 bus. 

2.1.4 RESET Switch 

This switch, when raised to the "up" position, grounds line 18 on the 
PCM-12 bus. On the CPU module this causes the IM6100 Accumulator to be 
cleared, the Program Counter to be set to 7777 Q and the CPU to go to the HALT 
state. Line 18 is also used on most other modules to clear flip-flops, 
initialize control logic, etc. 
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2.1.5 RUN/HALT and CONT/SNGL INST Switches 

The RUN/HALT switch operates in conjunction with the CONT/SNGL INST 
switch. In the "down" position the RUN/HALT switch causes the CPU to go to 
the HALT state. With this switch in the "down" position, however, activation 
of the CONT/SNGL INST switch causes the machine to fetch and execute the next 
sequential instruction, and then halt once more. This "single-instruction" 
mode of operation can be used to check out a program one instruction at a time. 

When in the RUN ("up") position, the RUN/HALT switch enables the CPU to 
enter the RUN mode. The machine will start running when the CONT/SNGL INST 
switch is momentarily activated. 

2.1.6 XTAL CLK/SNGL CLK Switches 

This pair of switches controls the CPU clock source. When the toggle 
switch is in the XTAL CLK position, the CPU receives a continuous stream of 
clock pulses from a crystal oscillator on the CPU module. When the toggle 
switch is in the SNGL CLK position, a single clock pulse is developed each 
time the push-button switch is activated, advancing the CPU by one-half 
T-state. This "single-clock" operation is normally used in the RUN mode to 
examine program operation one half-state at a time. 

If the machine is in the single-instruction mode (RUN/HALT switch 
"down" ), the SNGL CLK push-button can also be used to "micro-examine" 
operation of a single instruction. This is done by putting the RUN/HALT and 
XTAL CLK/SNGL CLK toggle switches "down", pushing the CONT/SNGL INST 
push-button once, then clocking the instruction through with the SNGL CLK 
push-button. 

2.1.7 RUN, LINK, IFETCH and XTA Lamps 

These four lamps constantly monitor the status of the corresponding 
lines on the PCM-12 bus. When any of these lines is asserted, the 
corresponding lamp is lighted. 



2.2 SOFTWARE-DRIVEN CONTROLS AND INDICATORS 

The remaining front-panel controls and indicators depend, for their 
operation, on a control-panel software routine stored in read-only memory 
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devices on the 12530 module- The TIMER and the six Function Switches are each 
capable of generating a control-panel interrupt to the CPU. During the 
execution of the control -panel interrupt service routine, normal I/0-device 
interrupt requests are ignored, as are DMA requests. A control-panel 
interrupt request is granted even if the CPU is in the HALT state; the machine 
is forced into the RUN state for the duration of the control -panel routine, 
then returns to the HALT state. 

The control-panel interrupt routine and several bootstrap routines are 
stored in three 512x4 PROM chips. These devices, and three 16x4 RAM chips 
which the routines use as scratchpads, are located on the 12530 front-panel 
printed-circuit board. See the front-panel schematic diagram, Drawing 12532. 

2.2.1 MEMORY ADDRESS Display 

When the machine is running a program in main memory under XTAL CLK 
control and the TIMER is not on (the normal mode of operation), these 12 lamps 
display the address of the current instruction. As the instruction is fetched 
from memory, its address is latched into these lamps. Therefore, the display 
runs in "real time 11 . This can be handy for determining the approximate 
location in memory where the program is currently running. 

When in the SNGL CLK mode of operation, these lamps display the address 
of the current instruction, whether the program is running from main memory or 
control -panel memory. 

Loading of the MEMORY ADDRESS lamps with address data, as described in 
this section, is accomplished by hardware logic on the 12530 module; it does 
not utilize any part of the control-panel software. For operation of this 
display in XTAL CLK mode under control of the control-panel software, see 
discussion of the TIMER and Function Switches below. 

2.2.2 Display Lamps . 

When the machine is running a program in main memory under XTAL CLK 
control and the TIMER is not on , these 12 lamps normally display the current 
instruction. As the instruction is fetched from memory, it is latched into 
the Display lamps. Thus, the display runs in "real time". (An exception to 
this mode of operation for the Display lamps takes place when the lamps are 
used, under program control, as a user-data display through use of the memory- 
mapped 0170-0172 control-panel memory locations. See Section 2.5 below.) 
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In the SNGL CLK mode of operation, these lamps are effectively directly 
connected to the bus DX lines (lines 29-40), and therefore constantly display 
the state of those lines- Note, however, that the DX lines only carry valid 
data during some T-states. See the timing diagram shown in Figures 5-1 and 
5-2 to ascertain when DX data is valid. 

For operation of the Display lamps in XTAL CLK mode under control of the 
control -panel software, see discussion of the TIMER and Function Switches 
below. 

2.2.3 SWITCH REGISTER 

These switches are used in conjunction with the ADDR LOAD, DEP and EXTD 
ADDR Load switches to load data into the CPU Program Counter, main memory, and 
the 12540 Memory Extender IF and DF registers (when present in the system), 
respectively. 



2.2.4 Rotary Switch 

This switch selects the data to be displayed in the Display lamps when 
the TIMER is on or one of the six Function Switches is depressed. The MD 
position selects Memory Data, AC position selects the CPU Accumulator 
contents, MQ position selects the CPU's MQ register contents, and the Status, 
bits are selected by the STATUS position. The Status bits are: 



5 

6-8 

9-11 



CPU Link flip-flop state. 

not used. 

CPU Interrupt Request line (lamp lighted when interrupt 
request active and not inhibited by bus line 28). 

Interrupt Inhibit Flip-Flop (this f/f is located in the IM6102 
device on the 12540 Memory Extender module.) Lamp is lighted 
when the f/f is set, i.e., inhibiting device interrupt requests. 

The CPU's Interrupt Enable Flip-Flop. Lamp is lighted when 
interrupts are enabled. 

not used. 

The currently-selected Instruction Field. 

The currently-selected Data Field. 



2.2.5 TIMER Switch 

This switch, in the "up" position, activates a timer on the front-panel 
printed-circuit board. The timer then generates control -panel interrupts at a 
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rate determined by the position of the RUN/HALT toggle switch. When the 
RUN/HALT switch is in the RUN position, CP interrupts are generated at a rate 
of one or two per second. When the switch is in the HALT state, interrupts 
are generated at a rate of about 25 per second. [The timer is unable to 
generate CP interrupts, however, when the CPU has started execution of an I/O 
device interrupt routine (INTGNT, bus line 74, high) or has recognized a 
Direct Memory Access request (DMAGNT, bus line 73, high), when timer-generated 
control -panel interrupts are barred.] 

The timer has two primary purposes. The first is to interrupt the 
normal operation of the machine when it is running (RUN/HALT switch "up"), to 
take a "snapshot" of the machine state and display it on the front-panel 
indicators. The second purpose is similar - to show the microcomputer's state 
immediately after each instruction when^ the user has the machine in the 
single-instruction mode (RUN /HALT switch "down" ) . [NOTE: In single- 
instruction -mode, the TIMER will not show the machine state after each 
i nstructi on when ei ther the INTGNT or DMAGNT bus 1 i ne i s hi gh, because 
control-panel interrupts are barred when either of these lines is asserted. 
Likewise, the TIMER will not show the state of the machine after a ION or RTF 
instruction, because no CP interrupt can take place for one instruction after 
a ION or RTF.] 

Whenever the timer generates a control -panel interrupt, the control - 
panel software routine causes the current state of the Program Counter to be 
displayed in the MEMORY ADDRESS lamps and, if the Rotary Switch is in the MD 
position, the next instruction itself is shown in the Display lamps. If the 
Rotary Switch is in the AC, MQ or STATUS positions, the Display lamps show the 
current state of the Accumulator, MQ register or Status bits, respectively. 

Note that when the user has the machine in single-instruction mode with 
the TIMER off, the real-time action of the front-panel displays will always 
show the address of the last instruction executed in the MEMORY ADDRESS lamps, 
and the last instruction itself in the Display lamps. If the TIMER is on, 
however, the MEMORY ADDRESS lamps will show the address of the next instruc- 
tion, and the Display lamps will show the next instruction itself if the 
Rotary Switch is in the MD position. With the TIMER on, the state of the 
Accumulator, MQ register or Status bits can also be determined simply by 
turning the Rotary Switch. 
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The TIMER is disabled in the SNGL CLK mode of operation, so that it 
cannot "steal" all the manually-produced clock pulses. 

2.2.6 Function Switches 

Six momentary-action function switches on the front panel are capable of 
generati ng a control -panel i nterrupt when the machine is in the HALT state . 
These are the EXAM, DEC ADDR, BOOT, ADDR LOAD, EXTD ADDR and DEP switches. 
When the machine is running these switches are disabled. They are normally 
used with the machine halted and the TIMER off. 



( ). 



2.2.6.1 ADDR LOAD Switch 

Activation of the ADD Res s LOAD switch causes the CPU Program Counter 
to be loaded with the contents of the front-panel SWITCH REGISTER, and this 
new address to be displayed in the MEMORY ADDRESS display. The Display lamps 
are then updated with either the data in the main-memory location indicated by 
the MEMORY ADDRESS display (MD position), CPU Accumulator contents (AC 
position), CPU MQ register contents (MQ position), or the Status bits (STATUS 
position), depending on the position of the Rotary Switch. The Program 
Counter is used as the pointer for deposits to, and examinations of, main 
memory locations from the front panel. 



2.2.6.2 DECR ADDR Switch 

Operation of the DECRement ADDRess switch is identical to operation 
of the ADDR LOAD switch, except that rather than loading the Program Counter, 
it is simply decremented by one state. 

2.2.6.3 EXTD ADDR Switch 



The EXTendeD ADDRess Load switch causes bits .6-8 and 9-11 of the 
SWITCH REGISTER to be loaded into the Instruction Field and Data Field 
registers, respectively, on the 12540 Memory Extender module, when this board 
is present in the system. (When this module is not present in the system, 
this load, of course, does not occur and both Instruction Field and Data Field 
stay set to 000 2 *) The current state of the Program Counter is then displayed 
in the MEMORY ADDRESS display and, if the Rotary Switch is in the STATUS 
position, the new Status bits are shown in the Display lamps. If the Rotary 
Switch is in one of the other three positions, the extended-address load still 
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takes place, but the new Status bits are not shown in the Display lamps. 
Rather, the latter display shows the contents of the CPU Accumulator (AC 
position), the CPU MQ register (MQ position), or the memory location pointed 
to by the MEMORY ADDRESS lamps (MD position). 

2.2.6.4 PEP Switch 

Activation of the DEPosit switch causes the data set up in the SWITCH 
REGISTER to be deposited into the main-memory location ( of the currently- 
specified data field ) whose address is shown in the MEMORY ADDRESS display. 
(Note that for all main-memory references to/from the front panel, the CPU 
Program Counter is used as the pointer.) Then, if the Rotary Switch is in the 
MD position, the new memory data is shown in the Display, lamps, and the CPU 
Program Counter is incremented . If the Rotary Switch were in any other 
position, the memory load would take place as indicated, but the data shown in 
the Display lamps would correspond to the position of the Rotary Switch, and 
the Program Counter would not be incremented . 

Since the software routine increments the CPU Program Counter after a 
memory load (if the Rotary Switch is in the MD position), when loading a 
series of sequential memory locations it is only necessary to manually set up 
the first address with the ADDR LOAD switch. Thereafter each sequential 
address is automatically set up and it is only necessary to set the memory 
data for each. location into the SWITCH REGISTER, and activate the DEP switch. 
But, as is the case with the EXAM switch, it is important to remember that 
after the the DEP switch is pushed, the Program Counter is actually one state 
higher than that shown in the MEMORY ADDRESS display (if the Rotary Switch is 
in the MD position). 

2.2.6.5 EXAM Switch 

Activating this switch, with the Rotary Switch in the MD position, 
causes the execution of a software routine which displays the current state of 
the CPU Program Counter in the MEMORY ADDRESS display, then (in the Display 
lamps) shows the contents of the (data-field) memory location indicated by the 
MEMORY ADDRESS display, then increments the CPU Program Counter . 

This switch is convenient for examining the contents of a series of 
memory locations. This may be accomplished by loading the first address to be 
examined into the MEMORY ADDRESS display by using the ADDR LOAD switch, which 
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will also cause the contents of that (data-field) address to be displayed in 
the Display lamps (Rotary Switch assumed in the MD position). Activating the 
EXAM switch once will then cause no change in the displays, but will increment 
the CPU Program Counter, the "pointer" for the EXAM operation. Each time the 
EXAM switch is activated thereafter it will cause the address of the next 
higher memory location to be displayed in the MEMORY ADDRESS lamps and the 
contents of that location to be shown in the Display lamps- 
Note that the two displays now show the address and the contents of 
one specific (data-field) memory location. The PCM-12 always produces this 
correspondence between the two displays; there is never a case where the 
MEMORY ADDRESS display points to one memory location and the Display lamps 
show the contents of a different location. This correspondence between the 
two displays differs from PDP-8/E front-panel operation. See Section 2.4. 

2.2.6.6 BOOT Switch 



This switch activates a selected bootstrap or loader routine, which 
will bootstrap a mass-storage operating system, or load a paper-tape (or 
audio-cassette tape) into memory. The selected bootstrap or loader must be 
set up in switches 10 and 11 of the SWITCH REGISTER before the BOOT switch is 
depressed, as indicated below: 



BOOTSTRAP/LOADER 

Paper Tape 
Floppy Disk 
TU58 DECtape II 
RK05 Hard Disk 



SW(10) SW(ll) 






1 
1 





1 



1 



The paper-tape loader is identical in operation to DEC's BIN loader 
for the PDP-8. It will read a binary-format program into memory from an 
external source such as a Tow-speed paper-tape reader, high-speed paper-tape 
reader, audio-cassette recorder, or other compatible paper-tape reader. While 
the paper-tape loader is running, the MEMORY ADDRESS display shows the address 
of each main memory location as it is loaded, and the Display lamps show the 
data loaded into that address. The latter data is displayed regardless of the 
position of the Rotary Switch . However, at the end of the load the MEMORY 
ADDRESS display shows the address of the last location loaded, and the Display 
lamps again follow the Rotary Switch, displaying the contents of the last 
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location loaded only if the Rotary Switch is in the MD position. If the 
Rotary Switch is in the AC position (the normal mode of operation), the memory 
load will end with the CHECKSUM result shown in the Display lamps. If the 
Rotary Switch is in the STATUS position the load will end with the Status bits 
shpwn in the Display lamps, including the last data-field specified by the 
program loaded. If the Rotary Switch is in the MQ position, the Display lamps 
will show the contents of the CPU's MQ register. See Section 4.0 for paper- 
tape load procedure. 

Note that when using the '• paper- tape loader [SW(10) and SW(ll) down], 
■SW(0) must be down to use a high-speed reader and up_ for a low-speed reader. 

The three mass-storage bootstraps are used simply by setting up the 
SWITCH REGISTER appropriately, as indicated above, then activating the RESET 
switch once, then pushing the BOOT switch followed by the CONT switch 
(assuming the RUN/HALT and XTAL CLK/SNGL CLK toggle switches are "up"). The 
mass-storage operating system should then come up and running, as indicated by 
a monitor character (typically a dot) being typed on the system console. 

The bootstrap routine for the floppy disk will boot both single- 
density (RXOl-compatible) . and double-density (RX02-compatible) floppy-disk 
peripherals. 



2.3 FRONT PANEL OPERATION WITH EXTENDED MEMORY 

When the 12540 Memory Extender is present in the system, the selected 
Instruction Field (IF) and Data Field (OF) may, of course, differ. The memory 
data displayed in the Display lamps (when the Rotary Switch is in the MD 
position) is from the DF if the control-panel interrupt was generated by one 
of the six Function Switches, and from the IF if the CP interrupt was 
generated by the TIMER. 



2.4 COMPARISON OF PCM-12 AND PDP-8/E FRONT PANELS 

For the user who is already familiar with the PDP-8/E, the PCM-12 front- 
panel functions will seem quite straightforward. The primary differences 
between the front-panel operations of the two machines are discussed in the 
following paragraphs. 
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2,4,1 RESET Switch 

This. switch on the PCM-12 is similar to the CLEAR switch on the PDP-8/E. 
However, RESET sets the PCM-12 Program Counter to 7777 g , while CLEAR does not 
affect the PDP-8/E Program Counter. Therefore, to start a program: 



PCM-12 

1. Lift RESET. 1. 

2. Set up starting address. 2. 

3. Push CONT. 3. 



PDP-8/E 
Set up starting address. 
Depress CLEAR. 
Depress CONT. 



2.4.2 SNGL CLK Switch 

This switch (or switch-pair) on the PCM-12 might be compared to the SING 
STEP switch on the PDP-8/E. However, SNGL CLK advances the PCM-12 by one 
clock cycle (one-half T-state), while SING STEP advances the PDP-8/E by one 
full machine cycle. 

2.4.3 PEP Switch 

The DEP switches on the two machines act very similarly, except in the 
way memory data is displayed in response to an action by this switch. On the 
PDP-8/E activation of DEP causes the SWITCH REGISTER data to be transferred to 
the memory location indicated by the MEMORY ADDRESS display just before DEP 
was raised, the new memory data to be shown in the Display lamps (assuming the 
Rotary Switch is in the MD position), and then the Memory Address Register to 
be incremented and shown in the MEMORY ADDRESS display. Thus, the address and 
the data shown in the two displays do not correspond; the address shown is one 
higher than that in which the displayed data resides. In the PCM-12, however, 
the two displays do^ correspond; the data shown in the Display lamps resides in 
in the address shown in the MEMORY ADDRESS display. When depositing data to 
memory with the Rotary Switch in the MD position, the PCM-12 does increment 
its pointer after each deposit, but does not display the incremented state. 

2.4.4 EXAM Switch 



The conments about the manner in which address and memory-data are 
displayed in response to the DEP switch also apply to the EXAM switch. 
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2.5 SPECIAL 12530 INSTRUCTIONS 

The 12530 control -panel module provides five special (memory-mapped) 
instructions which the user, at his option, can activate. Three of these 
instructions are associated with use of the Display lamps for display of user 
data. The other two instructions are used for selecting whether indirectly- 
addressed operands will go-to/come-from main memory or control -panel memory. 
Refer to Table 2-2 and the associated discussion in Section 2.6 below. 

For routines residing in control-panel memory, the Display lamps can be 
used for di spl ay of user data by f i rst executi ng a ENDISP i nstructi on to 
activate this capability, and then writing data into the lamps with a STROBE 
instruction. During the time the user is making use of the Display lamps, the 
TIMER is barred from over-writing the user's displayed data. The only way the 
displayed data can be lost (while the machine is running), is if the XTAL 
CLK/SNGL CLK toggl e is th rown "down " ; in that mode the D i spl ay 1 amps are 
forced to follow the DX bus state. 

To deactivate use of the Display lamps for user data, execute a DISDIS 
instruction. The TIMER routine then again has access to the Display lamps. 

To latch user data into the Display lamps from a program running in main 
memory, it is first necessary to assert the CPMEM bus line by means of a CPEN 
(6121g) instruction, then access control-panel memory location 0172 by means 
of a DCA I 0172 to enable the Display lamps for display of user data. The 
data is then strobed into the Display lamps with a DCA I 0170 instruction. 
Finally, a MEMEN instruction (6122g) is executed to de-assert the CPMEM bus 
line. See Section 5.1.2 for discussion of the CPEN and MEMEN instructions on 
the 12510 CPU module. 

The remaining two special instructions (INDCP. and INDMN) are intended 
for use only in routines running in control-panel memory , and are used to give 
the user the ability to indirectly address locations in control-panel memory. 
The INDCP and. INDMN instructions are operational only with the 12510 CPU 
module (not the older 12010 CPU). These instructions are used to determine 
whether operands of indirect AND, TAD, ISZ and DCA instructions will 
come-from/go-to main memory or control-panel memory. The normal (default) 
mode for the machine is that all "indirects" come-from/go-to main memory. 
However, if a INDCP instruction is executed, the CPMEM bus line is asserted 
low and all subsequent indirects will come-from/go-to control-panel memory 
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until a INDMN or CAF instruction is executed. This, for example, enables the 
user to load a portion of control -panel RAM with an auto-indexed DCA I loop. 
Note that indirect JMS and JMP instructions aren't affected by the INDCP/INDMN 
logic; indirect JMS's and JMP 1 s always go to control-panel memory if they were 
fetched from control-panel memory and to main memory if they were fetched from 
main memory (the one exception, of course, is the JMP I ZERO which is executed 
at exit from control -panel memory - this instruction, fetched from 
control-panel memory, always causes a jump to main memory). 

2.6 12530 LOGIC OPERATION 

A schematic diagram for the logic on the 12530 front-panel module is 
given in Drawing 12532. This drawing should be reviewed in relation to the 
the front-panel software routine given in Section 2.7, since most front-panel 
operations are closely inter-related with the software resident in the PROM's 
(U21, U22 and U23) on the 12530 module. Reference should also be made to 
Section 5.6 of this manual, which discusses the machine's provisions for 
control-panel interrupts. (In fact, a review of all the material in Section 
5.0 is recommended before attempting to understand the detailed circuitry on 
each printed-circuit module in the. PCM-I2 microcomputer.) 

Electrical communication between the 12530 module and the. PCM- 12 bus is 
accomplished via a 50-conductor ribbon-cable. This ribbon-cable terminates at 
PI on the 12530 printed-circuit module. The pin designations for PI are given 
in Table 2-1 below: 



Pin # 


Signal 


Pin # 


Signal 


Pin # 


Signal 


Pin # 


Signal 


1 


GND 


14 


DX9 


27 


GND 


40 


CPREQ L 


2 


RUN L 


15 


DX8 


28 


AUX L 


41 


GND 


3 


+5V 


16 


DX7 


29 


GND 


42 


SWSEL L ! 


4 


LINK L 


17 


DX6 


30 


CPSEL L 


43 


GND 


5 


+5V 


18 


DX5 


31 


GND 


44 


FREERUN H 


6 


RESET L 


19 


DX4 


32 


IFETCH H 


45 


GND f 


7 


+5V 


20 


DX3 


33 


GND 


46 


DMAGNT H 


8 


RUN/HALT L 


21 


DX2 


34 


LXMAR H 


47 


GND 1 


9 


+5V 


22 


DX1 


35 


GND 


48 


INTGNT H 


10 


SNGL CLK.H 


23 


DXO 


36 


XTA H 


49 


GND 


11 


GND 


24 


CPMEM L 


37 


GND 


50 


GND ■ f 


12 


DX11 


25 


GND 


38 


XTC H 






13 


DX10 


26 


SW L 


39 


GND 







■, ; 



TABLE 2-1 
Pin Assignments for Front-Panel Ribbon-Cable Connector, PI 
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Each address and each instruction is latched into the hex-D flip-flops 
U5 and U6 by the trailing edge of the LXMAR pulse acting through the inverter 
U31C. The decoder devices U14, U17, U18 and U19, acting in conjunction with 
the gates U15A, U16B, U15B and U15D, are used to decode each address or 
instruction to determine if it is intended for the control -panel logic, and if 
so what action is. intended. 

All the software-driven functions, switches and indicators on the 12530 
module are memory-mapped; that is, they are stimulated by addressing specific 
addresses (0170g-0177g) in the control-panel memory space. The eight control- 
panel memory locations from address 0170 through 0177 have been reserved for 
this purpose. The function-switch array is read with a FNSW (TAD 0173) 
instruction. AIT the other functions are stimulated with a DCA to the 
appropriate address, leaving the Accumulator in the clear state. The 
instruction set for the 12530 module is shown in Table 2-2, below: 



MNEMONIC 


OCTAL 


OPERATION 


STROBE 

END ISP 

DISDIS 

FNSW 

MASEL 

DISPLA 

INDCP 

INDMN 


3170 
3171 
3172 
1173 
3174 
3175 
3176 
3177 


Strobe user data into Display lamps. 

Enable user access to the Display lamps. 

Disable user access to the Display lamps. 

Add the Function-Switch array to the Accumulator. 

Load Accumulator contents into the MEMORY ADDRESS lamps. 

Load Accumulator contents into the Display lamps. 

Indirects to control -panel memory. 

Indirects to main memory (default mode). 



TABLE 2-2 
Instruction set for 12530 Control-Panel Module 

Any of the six Function Switches (EXAMine, DECRement ADDRess, BOOT, 
ADDRess LOAD, EXTendeD address LOAD and DEPosit) can cause a control-panel 
( CP ) i nterrupt by pul 1 i ng an i nput 1 ow on U40 when the CPU i s hal ted. 
Whenever this happens, the R/S flip-flop formed by U40 and U41D is set, 
asserting pin 6 of U34C high. This assertion is passed through U27A and U42D 
to cause the CPREQ bus line (line 66) to be asserted low, thus creating a CP 
interrupt. By executing a FNSW instruction (TAD 0173) in the control -panel 
routine, it is then possible to read the Function Switch array through U39 to 
discover which of the six possible Function Switches caused the CP interrupt. 
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When the FNSW instruction is executed, pin 12 of U18 is asserted low at CPSEL 
time, which enables the Function Switch array through inverter U38A and gate 
U16D. Simultaneously, the drivers U39 and U28 are enabled to drive the 
Function Switch array data onto the 12530 module's internal DX bus, and the 
bus drivers U3 and U4 are enabled by gate U36B and inverter U31D to drive this 
data onto the PCM-12 bus. The R/S flip-flop formed by U40 and U41D gets reset 
as a result of the ION (6001g) instruction which is executed at the end of the 
CP routine. Execution of the ION causes pin 14 of U19 to be asserted low 
during the ION's IOTA cycle. This sets flip-flop U37A. Then during the next 
TFETCH cycle, flip-flop U43B is clocked set by the CPSEL signal, which resets 
both the R/S flip-flop and flip-flop U37A. U43B is reset during the 
"indirect" cycle of the JMP I ZERO instruction which follows the ION. 

Memory addresses are strobed into the MEMORY ADDRESS lamps through the 
quad-D flip-flops U7, U9 and Ull by executing a MASEL (DCA 0174) instruction 
in the control-panel routine. Execution of this instruction causes pin 11 of 
U18 to be asserted at CPSEL time. This signal is passed through gate U13B and 
inverter U34A to clock the data into '117, 119 and Ull. 

Memory Data, the Accumulator contents, MQ Register contents or status 
information is latched into the Display lamps by executing a DISPLA (DCA 0175) 
instruction. When this instruction is executed, pin 10 of 1118 is asserted at 
CPSEL time, and this signal is passed through inverter U38F and gates U13D and 
U13A to latch the appropriate data into the quad-latch devices U8, U10 and U12. 

A capability has been designed into the PCM-12 Omega front-panel logic 
so that the Display lamps can be used to display user-programmed data when the 
machine is running. To activate this feature, it is necessary to first access 
control -panel location 0171 to enable the "Data Display". Then location 0170 
must be written into to strobe data into the Display lamps. When location 
0171 is accessed, pin 14 of U18 is asserted low, which causes flip-flop U30C 
to go to the set state. With U30C set, gate U13D is disabled and so is the 
upper input on gate U29A. Thus, all normal functions of the Display lamps are 
disabled, and the lamps can display data strobed into them through pin 9 of 
gate U13C by writing into CP location 0170. The Data Display is disabled, and 
all normal functions of the Display lamps restored, by accessing CP location 
0172. This asserts pin 13 of U18, which directly resets flip-flop U30C. 

Whenever an indirect AND, ISZ, TAD or DCA is executed from control-panel 
memory, the operand normally goes-to or comes-from main memory. Logic has 
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been designed into the 12530 module, however, so that the operand can 
come-from/go-to either main or CP memory, at the programmer's discretion. The 
default mode is the normal IM6100 mode; that is, the operands come-from/go-to 
main memory. However, if a INDCP instruction is executed, flip-flop U20B is 
taken to the set state by the assertion of pin 9 on 1118. This causes the 
CPMEM bus line (line 47) to be asserted low, which causes all indirect 
operands to come-from/go-to control -panel memory. When a INDMN instruction is 
executed, pin 7 of U18 gets asserted at CPSEL time, the flip-flop U20B gets 
reset again, and indirects return to the default state, i.e., they 
come-from/go-to main memory. 



/ ; 



2.6.1 REAL-TIME DISPLAYS 

During each main-memory IFETCH cycle (with TIMER off), the address of 
the current instruction is latched into the MEMORY ADDRESS lamps, and the 
current instruction itself is latched into the Display lamps. The LXMAR 
pulse, acting through inverter U34B, gate U41C, U34F gates U27B and U13B and 
inverter U34A is used to latch the instruction address into the flip-flops U7, 
119 and Ull. The XTA pulse at pin 9 of U29A, acting through gate U13A, is used 
to latch the instruction itself into U8, U10 and U12. When the Data Display 
is active (flip-flop U30C in set state), the real-time display of instructions 
is inhibited, so as not to disturb the user data shown in the Display lamps. 
Real-time display of the instruction addresses in the MEMORY ADDRESS lamps is 
continued, however. 



2.6.2 TIMER OPERATION 

When the TIMER switch is in the "up" . position, the timer device U44 
causes flip-flop U43A to get set several times each second. Each time U43A 
gets set it causes a CP interrupt request by asserting the CPREQ bus line 
through pin 9 of U27A and the buffer U42D. The main purpose of the TIMER 
capability is to allow the MEMORY ADDRESS and Display lamps to be refreshed 
with the appropriate data, as explained in Section 2.2.5, above. Note that 
when flip-flop U30C is in the set state, the TIMER is unable to refresh the 
Display lamps, since gate U13D is disabled. 

Note that the RUN/HALT signal is tied to pin 10 of U27A. This 
guarantees that in the single-instruction mode, every activation of the SINGL 
INST push-button will cause an instruction to be fetched and executed. An 



25-MAY-80 



2-16 



asynchronous timer-generated CP request cannot block out a single-instruction 
request by forcing the machine into the RUN mode while the SNGL INST switch is 
momentarily depressed. 

Also note that the gate U16A inhibits TIMER-generated CP requests during 
the time that either the INTGNT or DMAGNT bus lines is asserted high. A CP 
interrupt would be inappropriate during a DMA operation, since the whole 
purpose of DMA operations is to effect a data transfer in the least time 
possible. CP interrupts are also barred during the time that INTGNT is 
asserted, because any IOT instruction executed during the CP routine would 
cause INTGNT to be reset to the low (unasserted) state before the main-memory 
program was ready for this to occur. 

2.7 CONTROL PANEL SOFTWARE ROUTINE 

The assembly listing on the following pages gives the current control- 
panel software routine for the PCM- 12 Omega. The designation for this program 
is FP530.PA. The program is heavily commented and therefore should be fairly 
easy to analyze. The binary loader routine (beginning at address 7600), 
though, contains many switches and jumps; flowcharting is recommended if 
modifications to this routine are ever contemplated. 

The entire PROM' memory space is four pages in length, extending, from 
address 7000 8 to address 7777 g . The front-panel service operations are mainly 
contained in the address space from 7000 to 7262. The BIN loader begins at 
address 7600, the floppy boot routine at 7400, the hard disk boot at 7521 and 
the TU58 boot at 7263. There still remains a small amount of (unprogrammed) 
space left in the PROM's that the user may wish to make use of at a later date 
(for example, to support a custom power-fail and re-start function). 

The control-panel software routine begins at location 7777 with an im- 
mediate jump through 7776 to 7000 where the actual operations begin. The 
program ends at location 7262 with an indirect jump through CP location 0000, 
which contains the return address to the main-memory program. 



NOTE: The bootstrap routine for the TU-58 device is not included in the 
current version of this program. When this routine is ready it 
will be made available at no charge. Un-programmed space in 
these PROM's can then be used to implement the new bootstrap. 



25-MAY-80 



2-17 



'■iv? a v'i: 



UJ 

X 

o 



o 

00 



s 



OS 



: jo 
i o _i 



< 

eg • • 
< t-Q. 

«-i 33 
OO 

UJOU 
X 0>- 

h- oo 



X O _l •-< X 

L_ 03? I 



Q 
O 



< >~> h- <c 



h- <C _J 
»-• CO <. 



oo o 



> i*x 

O < =3 

: lu co o 

X X 
OO.U1 

s 
lu 33 oo 

3: ^* 



-^ oo : 



o ^ 

Q J— O0 

ZliJ< 
<Ij-2 



LU UJ O 

LJUjiD 



i < a a 
o <: 32 

, a »— < 



a. Lu '• 



o x t 

r^is 



|V)X ~ 



os • 

os >- • 

uoea: 

UJ XUI 

oo i-i a: 



£OU 
i-i O OS 
J- Q 
-IP 
UJ _I < 
H- — • 
<3UI 
O 3= 

X OK- 

»-. UJ »-* 

Ct£Z 

O ►"••— 

t— a ^s. 



a 


rH 


CJ 


<* 


r-t 


UJ 


CO 


1 


Q£ 


oo 




O 


f— oo 


• —1 




f— ir> uj 


CO 






O 

< 


co o Lu 


1— oo < 



U.Om< 
CD O 
UJ *£. 
X OO UJ UJ 



O O Q 
t— 2= Q ^ 
UJ < X UJ 
Lu ~^<C OS 



uj a 

OO *3 

O Lu 
UJ <-• 

os • 

lO UJ 

a i a 

_1 033 
UJ _i 
<-« oo o 

Lu f- X 
I ♦— t »— « 

x ca 

O 3 

I- =3 3= 
O h- 
=3 <O0 

at H-f— 

(— OO .-. 

CO CO 

= a 
t-t uj oo 



UJ 
35 • 

f-i os 
h- o 

s§ 

os 

co h- 

33 OO • 
OO -H >• 
< 
OS OO OS 
O- OS 
Lu UJ < 



00 I— oo 
3= 33 

t-i OO 

OS 32 
3= CO =3 

a; zd Lu 

33 oo 
I— a 

UJ o UJ 

OS t— =» 

3= < 



a. a. 

33 =3 

as as 

OS OS 
UJ UJ 



uj a 
oo UJ 

33 oo 
< => 
o < 
o 
u- 

- OS 
X UJ 

a s 

o I— 

OS Lu 
UJ »-• 



O Ul < 

- 3» i 
as <t < : 



35 =00 

— . . < = 

H- O < 
UJZ O 

O0>— f— 

=3 - a 

<UI 32 -* 

o co o o 

=3 *-* 

U- < Q- 

- o o 

X - <t 

Q O O O 
i-hi-h < _1 
O O O 

—I OS 

- - Q 

ssao 
< < a < 
x x a - 
ui lu <c 

- - - Lu 
LU Lu Lu S 



O0 UJ • 
33 COt— 

< =3 35 



- O O0 35 

35 M3 ~ 

o a <c 

t-t <_J UJ 

Q - 0O 

Oil— =3 

- o- < 

oiozu 
a < o 

Q t— • O 

«c oa *-« 

(— CO 
O X- 

|— UJCL- 

x- uj a. 

UJ ou 

- LU- O 



<£ UJ 

o,oo 



Q O 

a o 



o o 
o o 
cq ca 



OS - 

UJ o 

x a. 

H- - 

o 

35 

§~ 

00 
Lu OO 

M UJ 

OS 

-a 

«9 

O t 

a >- 
<c as 
o 
a; s 
o ui 

UI S 

o 

_ UJ 



CJ3- 
UJ o 



t-t |-Z<I 



: oo o oo 

I0OCJ 

: < r-* < 



M a. o_ 
oo ss 

WOT 



cu < a < 

WOHQ 



a o < u. 
<c 35 o a 

h<qq: 



OO OO + UJ 

C5CDQ.UUJ 

or .< < s: uj c£ 

<c _j _i ^o x a: 

OS U.U.WUH 

_JflSU.Q<Q<Q 
_il— h-.<C_3-<0< 

OaahQhQh 



a. cu Q.C3 a. Q£ o- -'-«. 

i^uj ^ s: ^ qs ^ a ^ 

COS O0«CO0Q i/Kooa. 



i— t oo ' v --- 



oo o 

" >o 



jjq ua<o — i_iq.<9.-j-jq. 

CtfOO'-DQiCO-DOO'-OQiCO'-DCO-DOiOO'-D 



CL Q. CO 

< Q < O. 
I— < O S 



J— O 
UJ 35 
U_ < 



< < Q_ 
-JOS 

o a ~3 



en ro co in o in ^ *t ^ 



^ unor- OrHCvjPO^ 

^ ^^^4CSJCVJCVJC\J(NJ 

o ooo ooooo 
pv. ps»r-r^ MNMNirs 
o oooooooo 




LOvop^o^csjco^uovo^o^CNJcn^u^tor^o^c^ro^tovor^o^cj^^f^ 

c^c^cjrocnro conn (OSSSSSSSSSSSKSS^SSSSSSSn 
ooooooooooooooooooooooooooooooopo 

p^p^r^t^r^r^r^r^r^r^r^r^r^r^r^r^r^r^r^t^r^r^rv.p^r^r^r^ 

ooooooooooooooooooooooooooooooooo 



C3 

UJ 

a 


o 
o 


O O O CO 

^oom 

M O O O 

(s. h(oit> 


^f O ro 
O o uo 
to O ro 
r*. ro lo 


o o o o 
ps. r* r** i^« 
o o o o 


07072 
07073 
07074 



o 


• 


• • 


< 


o 


OO 


Q_ 


CO 

1 


3 

a « 


O 


>- 


_1 oo 


CO 

t 


£ 


o — • 


>-■ 


l 


U. CO 




in 


CO ^-UJ — 
< O0 —I0O 


to 




- o- 


OJ 




Q CO O CO 






35 OO »-» OO 


o 


i-t 


<C S S_J 


o 










«UJ UJ UI 


^» 


o 


1— 3= 3= 35 


1 




O 1— t— h- 


CO 


OO 


O 


_J 


D5 


UJ UJ UJ 


< 


UJ 


35 05 QSQC 


Q_ 


>■ 


3 <c «C-< 

O 

OS UJ UJ UJ 

co oo oo in 


■ 


o 


uj uj ui 


«-H 


35 


rxrx 




(~-t 


f— H- r— 1— 


2 


f— 




o 


OO 


3 








oo 


J 


Q 


D£ 




UJ ^-* OJCO 


UJ 


J 


i^ CM CVJ CSJ 


5- 


UJ 


Q5 =3 =3 =3 
< » 1 ' 

s o OO 


1 


35 
< 




a. 


ro co ro 


03 


i 


ui to in uo 


Z 


H- 


OS CVJ C\J CM 






<£'—''—••—' 


K 


o 




oo 


OS 


OO 




u. 


X 


_I 




o t-h cm ro 




o 


Qi CM CM CM 


_1 


ro 


a. =3 =3 => 



OS 



ui a. 
35 o 



o UJ 

°rf ^ 

LU I— 

-O0 I 
3-C3 =3 : 

QQZZI 



O^N UO 

p*. r»«. r^ ^Nior 

HHHCONHIsr 

il ii n ^ ro ti ro c 

UJ Q- OO ^H II <C tl 

co oo »-« ti — j — i cu : 

o i - | Q3uiq.u: 

D5 O 00 OO 00 OO O f 

*- 35 —• 25 < ►-• 35 : 
OO Lui O LU S O »-■ * 



rocorO'-trorocooo 





>- 


LU 




Q5 < 


t— < 




o a: 


LU 




h- os 






< < 


o 




-j 


35 




• Z3 35 






oo s o 


C3 




CO 33 H- 


35 




UJ O • •-« 


<: 




OS O 0O 3 


35 




a < h- co 


CJ 




O H-l 






< LU CO 35 


OS 




o o 


o 




35 OOm 


Lu 




OS UI 33 *— 






30 h-t— O 


ui 




H<<3 


35 




UJ 1— [— 33 






Q5 CO OO Lu 


33 


oo 


00 0O CO OO 


o 


35 


a a o o 


OS 


O 


-j -j _i _i 


CO 




o o o o 


33 


H- 


35 35 35 3C 


OO 


< 


— -^-^^ 


*■"■* 


CJ 






o 






_l 






s o o o o o 


ooo 


< o o o o o 


o o o 


a: o o o o o 


ooo 




-K O O O O 


ooo 




CO UJ 


„ 




O UJ 


o 




* *< as 


UJ 




O O —I 35 


X 




a- < u. h- 


UJ 




OOOOO 


ooo 




OOOOO 


ooo 




OOOOO 


ooo 




OOOOO 


ooo 




o r-i cm ro 


"3- uo <o 




O O O O 


ooo 




O O O O 


ooo 




O O O O 


ooo 




O O o o 


ooo 



UJ35 »-t : 

. oo uj • 

I OS 



< 

OS • 

S3 

C£ 
35 
O OS 



'O o- 
33 
35 UJ OS • 
O CO OS h- 
l-t t-H UJ Q_ 
I— 3Ct— 33 
O OS 32 OS 

32 UJ <-« CC 

33 35 UJ 



.(_ OS < 
COO UJ • 
UJO H- 
32 CO 35 < 



3C U. OS , 



UJ 



< 
o 
o 

OS 

OS 



35 (— 25 O 



.-too O ( 

as co as : 

QUI • 

O O 1 



Q O t— w 
• < CO 25 H- 



< co uj a 

CJ CO 35 

0>3»-* 

_j co i : 
co o < 

•-* UJ 33 
35 00 OS < 
I— O < 

^.-^.x oo 
o < 



25 OS X 

»-• o »-• : 

t— Lu CO t 



0*c0 

^-oo : 

3D L 

S (— : 

33 <*^ 

C_> CO L 



UJ 



< ui x 

CO 35 < 
h- O 



I H- I— CO 

z: x- 33 

^ k- 32 < 

I— a o 

o »-« 
os ui o os 

UJ oo UJ 
X 33 OS S 
I— < UI hh 
f-. O SI H- 
Ul t-i 

X t— Lu 
Lu O •-• 



H-f- O 
O 33 oo 

O O — I 
CO OS < 



SO 
O 

as co 

< 



<■ 

OS 

o 
o 

OS 



UJ o « 
<C uj 



kCO ' 

o 

< 



ooooooooo 
ooooooooo 
ooooooooo 
ooooooooo 



_, . * * - -SO 

UJ33 -3^ CM 33 X 

cococooscoaoooHH 

OSOCQ<CQSOSOSiiaS 

oujoxaooxg 
ascoasoos^=^'*>«=>' 



^2 

oo 

OS o 

o_ r^ 



< Lu 
O f— 

O O 



SSI 

O Lu O 



O. 3 S UI 
•— i OO Q. 33 CO 

co i^ *^ 

'^>. CO CO ^H 
OS"^ O I 
Ul CM O O 

-j x < + ro ui 
x (— _i x r^ x 

00 O O X — UJ 

-j < o i 9- o < 

<2SN2<U 
OS OO ""D OO ''D h— o 



: 3« o < 



OOOOOOOOO 
OOOOOOOOO 

ooooooooo 
ooooooooo 



Oi— 1«— (*-«t— Ii— IHHf t 

ooooooooo 
ooooooooo 
ooooooooo 



oo 



OOOOr^^OCMr^-rocMr*-o 
0000»-*OOUir^^ocMroo 
rsfovonnrsr-rsint — lo •— t co 

Ot-ioj(o<tirnopsOHWto 
oooooooo^h^h^^h 
oooooooooooo 

oooooooooooo 



25-MAY-80 



2-18 



o 


• 


o_ 


oc 




Z LU 


- Z 


o x 


CO o • 


l-i h- 


=>•-. z 


h- o 


H- f- O 


•— 1 


<h-t h 


00 o 


u-CO 1— 


o z 


COO •-« 


a. 


- & CO • 


• LL 


o z 


- z >-• 


2- CL O 


32* 


•-•CO •-« 


=3-1- 


- t— O 


I— u- o*>-« 


i— t •— < 


0< S co 


2011- 


21 O 


•-. 0"~« 


tO Q. 


a. co 


31- Z 


h- o 


cj •—• - 


O- CL 


»— z o 


Z O 


-**— 1— 21 


<- 


3 O- 


3- O 


co 3 z 


CO S 



o 



00 

=3 



< 
J— 



2 

a 



o o 



p 

eg 

OO 

z 

X H- 

LU O 



o 


<o 


3 


as 3»— 






I— 


I— 


a: 


(— QC J— 


CO 


CO 


X 










o o 




Lu LU 


O 




X 


X 


x 


a; lu or 


J— 


»-» u-co 


»— 




o 


O 


o 




O 


O 


LU 




\— 


1— 


f— 


Lu"s,Lu 


OC 


aoih 


Li. 




LU 


LU 


LU 






K-l CO 


s*. 




Lu 


Lu 


Lu 




Lu 


^ Lu=3 






s^ 


*>» 


s*. 


a. co a. 


»— « 


CO »-«S 














*-*. 




OO 










s^ 1— s<£ 






CD4- 


h- 


r- 




CO *£ 00 




< O 


_i < 




< »-» 


i— • 






o 


JUQ 


_l _J 


X 


ox 


O X 


O 

O 3 
cm co c 


oo 




O <2I 


O LU LU 


2: lu 


<< LU 


iC «C a. _J 


O. OC _J Q. O. 


< O CL 


< a. 


a a. 


ps z I— a. 2: m 


S< IM SS 


_l <£ 


JU 


—i 2: 


<c 2: 


* Ll_ OC OO -3 00 


to; 


CO TT 


O f— 


rr D 


O -D 


1— rs 



< -» 

Q 

a 
a lu • 
_j ac 1— 

LU O •— ' 
i-i I'- 
LL CO >- 

I < 

< 00 _l 

I— CO CL 

< LU O0 



cj 



o 



o 

a. 

00 



z < 

O OC 

II 

ac to 
o 

OC Lu Z 

h- z o 

CO »-• .-» 



a o 
lu z 
h- = 

O LU 
LU 

—1 a 

LU LU 

CO > 

< 

LU tO 



< o 
X 
oc 

t— LU 
00 CO 
=3 2: 

2 Z3 

CO ~" 



=3 



LU • 
CL CO CO 

I =3 h- 

o< -* 
o CO 
Q 

LU 3 CO 
CO CO =3 

=» H- 

< CJ < 
O Z t— 
=3 O0 
OC Lu 
LU O 

EI >- LU 
h- Z oc 

t— <z o 

h- 
Lu Lu 00 



9. 



LU >- < 



a. ac <c >—i 

<oo o^x 

»-• _) cl <: a. LU 

a 00 a a ■< a_ a_ 
< —. < <c o o 2: 
1— a h- 1— a z t 



>- h- 

< 

CL O 



ui wo I — 

a;<2< o 

<X_J3U o 

_J H- <_3 Lu Lu — 

wa<ao JJQ 

qi— uo«-dI— o;oc<a: 



< 

CL 



s 



o ^LOcvjor^rorHoo^o^oo^ococMgcuOLooor^t-* 
S c3aor»»f-*iocMooooof>*oovoor--«— 'Hf in hhco^w 

SSoSooSSSgggSSnWNHOlflCJJ^NOJONW 

p»* too*i>OOr^.r«»r*«»p»«»Lnr»-p^.«— itsNpsHrsMiis u>r^p>*tnio 

O H C\J CO ^* LO «3 r^. O ^-4 CM ro «■ LO CO t*+ O ^ CM CO ^ to (£ r^ O H 
S^^^^^^^T-t^^^-l^-lr-t*-*^ CMCMCMCMCMCMCMCMCMCM 

rs (s.Ms.psKfv.rsrsNrN.rsrsrsNP^ p»»r»*p^.r^.r^r>ro.r^r^r; 
OOOOOOOOOOOOOOOO OOOOOOOOOO 



O CM O 
O O CO 
CO O CM 
(-«. ^ LO 


^ 

O CO 
P- CM 

r>- lo 


~* 

O CO 
O CM 

r-4 LO 


O 
O 

i-4 


LO O f- O O *-l 

r*. ^h O co 

r-»0 O OO CM 


07212 
07213 
07214 


LO \0 
CM CM 




r^ 

^ CM 
CM CM 

1"-. P-- 
O O 


CM 
CM 

O 


oj to <* in yj rs 

CM CM CM CM CM CM 
CM CM CM CM CM CM 

1^, r*. r-» r-. r-* p-* 
OOO OOO 



ion o^tM^tiotN. 
r^o«-t'*OOOP^ 
^-«Or>.cMOOOco 



0»h Ncorf tnvos 
CO CO CO co cO CO CO CO 
CMCMCMCSJCMCMCMCM 

p».rs.rs.rsrs.p««.ps»r«* 
OOOOOOOO 



(•3 




O • 


< 




LU O 


CL 




Ct£ LU 


O 




CO H-l 


CO 

1 




LU OO 
Q LU 


>- 




O 


f 




h- 


a: 


O H- 


I 


LU 


O O 


LO 


t- 


CO 



CO Lu 
»— Q 

co o 

z 
00 •<. 

Z3 



a Lu 

LU 1— t 

< 



LU CO 



CO • •-• 

•-• LO CO 

C3 t 

LU O CO 

OC • Z3 
LO CO h- 

X lh< 
O O •-. h- 
J— CO CO 

^-i 00 

3 H- Q 3 
CO »-t LU LU 
CO>2 
LU < 
3: H- CO LU 
H- =3 3C 

o z »- 

O ±£ LU 

hWQ> 

lu < a <C 
lu s;< co 



CO ( 

I » 
vo 1 



o 

=3 
OC 
h- 
CO 



5<i =3 

O CO 

< 



, U- LU Z3 *-» 
J CO 2 O 

ZMQJO 

=3 Z3 
-—O CO CO 
Lu OC *- 
_. CO LU-— 

031 



2: <: — coi- 



o 

x 



CM LU LU — J 

(MODCM 

to OO 

SLUH 

t 2: a: x vo 
:aou£ 
: o lu-*s,i-i 

.LU "s, -^s 



O CO 

o>-» 

CM CO 
• i—l 
• LU CO 

z z a: => 
o •-• Of— 
c- H- Lu < 
I— Z3— f— 

00 00 

=3 QC f— 

cc co »-i a 

h- O LU 



Z C3 
is, CM LU LU 

ZVOXI 
CM LU H* 

to 2: 

q:qz 
2: O zo 

OC Lu < H- 

O NNUJ 
LU Lu 



Z 

• O 

CO i-*- 

I I— 

to o 

o 

CO QC 

J— j— . 
»— i 00 LU 

CO z z 



oc 
a 



LU O 

• t— 1 o_ 
OC Lu - 
LU 

\— *< z 

^ < Z 

CD Q OC •— • 

LU LU OC 

QC O t— Q 



U-L- 



OC 
O0 

o 



CL LO CO 

O Z <0 LO 
—1 >-« _J >^ O 
Lu CO C3 OC (— 



coooo p-ooooooocu 1 

C300 pNtaocjrsouo 

<CO< 0<<<0CMLULU 

„J I 1 o -U -J —1 o LO X X 

Lu— Lu —• LU Lu LU s^ *— LU LU 



LO I 00 

oouoo 

UJOLUUJ< 
X O X X _J 
LU*— - LU LU LL 



CO LU O 
Q OC LU 

JOCQH 

_]*— ro zo 

< 00 o 
t-* LU 

t— Z LU X 
=3 CM Q LU 

o to o 

a 

i* 2: SZ 

CO OC OC < 

< O O^s. 
2; Lu Lu 



Oh 10 

SOOUh 
O CM LJ LU I— 
O to X X =3 

^,-— LU LU CO 



> h-. (_J •— ' O 



I— Cl. —> 


CO'— 


H < 


LU LU 


3h>- H- 


oca 


0O <£. CO «•— • 





O H 


Lu — 


lu a t— 


1— « 


X LU LU O O 


«— t 


I— x H- a. 


LUZ 


H- < 


XCM 


X Oh- 


h-vo 


a —* lu z 




u- < < 


xs: 


LU O Z^ss*. 


oa 



<oc_ia-<a.o_<a.CL 

_i hN^aZZCLSZ 

CJ OCCO , -DCO'~^r3CO r O'-3 



<CQO<ocaQ<caaQ<ccoLOQQ<coo— 1— iog<wct 

Uh<QO<hOh<l-OOlfll-HOohQiO;<hOOO 



o 

< o z 

•-♦ z o 

O m|- 

OC O. — 1 OC I— 

CO JQD 

o •— » cj <: co 

<C < < < CL 

jo -j o 2: 

00 o o r s 



CO 

Z3 

< • 

O CO 

CO 

OC LU 

LU OC 

2: a 

• PS 

LU 

Z LU >- 

*-* C3 OC 

I— z o 

=3 — < s: 

O OO LU 

oc 2: 

CO Lu 

Z3 h Q , 
,C0 It LU f 
^ Lu OC > 

Z Lu O O 

O h- : 

CJ LU 00 " 
S < X ( 

oc 2: o < 
O ^sl— • 
Lu LU < 



< Lu O 

1 * — 1 «a; 

O OC h- 



o o 

LU LU 

X X o 



< CO O 

o 2: *t 

OTH 



O 
Z 3 

< CO 



CO CL 



OC 

a 

O 



^■NO'tOHOONy) 

OHnOHNNHlOlO 
tO O^tniDNPsSNPs 

rs rs p*. in n ui in rsix) to 



lo iorvO HC\in^-io«) 
p-rsrsooooooo 

O OOrHt— (rHi— I t-4t— It— t 

r-* r*.i — r—.r-.i — i|smnn 
O OOOOOOOOO 



OCMtOCM^rLOCMCMCM^COLO'*'*LOCMLO^CM'«rt0^rHLO^-rO 

O OS O O to O O O CO tOOOLOOLOOOOOOtOtDOOLO 

cmocoo^-coooococooocmocoooooococoooco 
r<^ocofs.OHroHOHn^voHHn^Hrs.rsOHro-HrLo 

rsOHNM^wu)NOHC\J(n^w^rsOHWcn*w«.rsO 
OHHHHHHHHOjNcvjcvjiNiMwwnnnnnnnn^ 

^^ HT _| T - ( ^^ r HrHT-HrHr-H^H>-4fHrHT-t^HrH^-l^-lrHf-H^-t^H^H^^i-l 

r>*rs.rs.rN.rs,r>.r^rs.rs.|s,r^rs.rs.rsr^rs.rs.rs.rs.r^ 
00000000000000000000000000 



*$• o 1-1 rs ro 

00 O — 1 lo 

to <«d- co o co 

rs.ro rs co lo 



O^'HlO'tOstO 
OWIOOOONIO 
rocMcoooOHrs 
px ionn ^nnin 



tOr-OHCMCO^LO 

^^loioioioinLn 



rx isfs.rs ivr> rs. ps 
OOOOOOOO 



25-MAY-80 



2-19 



8 

a. 

o 
oo 



< 

o en 

_> 10 






< 

CO o 
UJ O 
O _J 
CO 

as 

^ UJ 



ujetf'osctfosctf-oc-QSosasosasososasctoSososasosasas.QsaSosos 

>> <n<^t<io<'t<nf<o<o<<--(<T-i<H<«)<(\j<o<CO<n<cj<o<rN.<<fo<n<<M<ro<o<0< 

i ooooor^ooop^o^ooooop^ooooooooocooooooooooor^ooor^o^o^oooco 

«3-p^u3iovor-*LnrHto«— tOi-HCoO^rocMLo '.oLovotnooroo 

•-* <:Q<a<Q<a<co<a<o<a<ta<CQ<ta<co<ca<o<o<:a«<o<:o<<:a«*:a<o<o«j:a<:o«s:o<: 
t— o<u<o<o<u<u<u<o<o<u<u<u<o<u<o<o<u<u<uu<o<o<o<o<u<u<u 

00 QhQhQI-QhQhOI-QhOI-QI-QHQI-QhQhQI-Ql-ai-QhQl-QQl-QhahQhQl-OI-QI-Q 




tn tor^o^cMco^cni^r^o^CMco^Lovor^O^CMtnrrinioP^O^CMPO'tf-Lovor'^O^H cucO'3-mi0r-.o~*CMCo*a-LO<0r<-o 

CM<>JCMcocncoro<nroroco^^^^^^^^uionLo 



«* *S'«3'^«3**3* , «S-^*3-^*3 , <3** 



:? 



^^^^^^^^^^^^^rr^^^^^^^^^^^^^LOLOLOUiLOLOLOLOLo 



^-. oooooooooooooooooooooooooooooooooooooooooooooooooooo 



/" \ 















■ ^ 






lu ir 


1 












C5 






DC > 


CO 




• a a 








THER 
, OR 
(THE 
RAMME 






DC H-.OS fS 
f- 3 O !£| 


LU 




CO • LU • LU 






• =c 






_ ■ u 


C3 




dc lu a oo • a; F— 






LU O 






CQ "OS jf 


< 




O XUJOQ£UJ_t 






ac >-. 






CO LU M 


a. 




1— «UWUUI>< 




>- 


LU h- 


O CO CJ3 






Q.SX p 




• 


•-« >-)— O CD t— O DC 




ce 


DC < . 


OS< • § 




• 


. <C LU H- ll 


■= O 


CJ3 


3: <«-h _i dx 







<-) 




LU 


OS H-— > jl 


CO 


z ^ 


OO OS 3C CD _1 CD h- LU 




s 


00 


os 00 O- 




zx 


1— COLU Is 


l 


o "-< 


asoo _u o o z 




^ 


LU —J 


Lu H- LU Z , 




1— • 


OO >- It 


i >- 


i-i j— 


a <: x: i-t o z »-• 




a 


wzx 




(— 


1— OO'^X p 


•i i 


i— l— 


z z o i— x: 






ta 00 


LUh- »- 




CD 


*- i 


O LU 


O IOI- 00 LU >- O 




Q. 


t— t 


OOhZ 




O 


>- ■ 1 


i 


CD OO 


<_j <_)•-••-« CD < < 
LU -l-t-3XZ J£ 




1 


lu x: 


<0 X3 O 




OS 


CO Q_LU $ 


in 


OS 




• • 


2: H- 


O. CO ►-• 






olh- i 


CM 


t— • OS 


U7^^U<^ OXUJ 




OS >- 


^H 


OS u- 




I— 


_1 OH- d 




CO LU LU 


»-• pM 3 IZ hoax 




O LU CH 


(— 00 


CO 3: < 




CD 


_l _ILU |^ 


1 O ■ 


Z2h 


-jx^xZMtn j— 




(— 


X) Q 


MUQ.U 




O 


»-• U.^ p 


o 


mmW 


_JS IlOSUUJh 




< s 


—I 


IZDO 




CO 


3: CO hi 


T-H 


J— .-. 


»— t ds *-• oo a o 3 




— 1 (— LU 


OS O 


1— 1 —1 






cm •-♦ m 


j > 


— • CD O 


S^Ohh Z 




DXZ 


DC 


0O H- 




>- 


LU O O k| 


J 1 


LlOUJ 


>-» X3 O LU LU X3 Q 




s 


0. 


Lu <C OS 00 




a. 


3 >< ^_ ^ 


CO 


O OS OS 


oj—h-codxsccoz 




X3 2S 


<: j— — 


O ■* »-i 




a. 


mq;s 


_J 


CD CO 


o <C o xoi-cau 




f— »-« 


ce 00 • 


IH2 







H- lu r| 


<c 


— x> u_ 


^-t — ZZ. _1 U- OO LU 




UUJ< 


h- xd a 


H- O OO h- 




—i 


dqi- u 


a. 


oo a 


X> _I K- O t— 


^ 


<C3E 


00 *-3 LU 


00 XJ ^* 




Lu 


z 00 & 




i—i 


o:uii.<ou.x oo 


2: 




t— s: 


LU CO _J 00 






OS <>- 1;:" 




2U.UJ 


O O Z»-«LdLLX 




LU O O 


00s 


OS 1— 1 ex 




Z 


LO 1^ 




<\j qo; 


LuZliJh S — • S 


-J 


Xhl- 


< 


00 < — I 






00 ^h ;v 




touo 


CD DC X3 U- i£ LU 




h- 


03 O OS 


LU LU Lu O 




CD 


•— 1 O LU 


«— t 


t— 


O.OhO<-'UQii(i u 


LU 


Z 3 


O CO 


ac z 1 z 




LU 


IXI 




S SCO 


xi en <uuz 


x: 


lu a: 


CO O 


l— •-> OS 




CO 


h- OS 1— 


Z 


OS OS LU 


UX^CLD3Z<<-* 


H- 


QL ~ X3 


LO LU OS 


(— LU O 




•^N.. 


• s ^."^'^ 


O 


O O OS 


hOOVJH ♦-» CO 




1— 


1 x 0- 


LUX20 








l-H 


U- u.^» 


CO LU S CO O O OO 


LU 


H- >- LU 


X(-Z 


OO O O O 








CO 


-*s.\ 


OS 


00 E oi 


1- ^X3 


X3 OS Q- O 








OS 




^ LU^>.^^ C3 





^s. , ^'^ 


•^■^^.^ 








LU 


r-t 


*-4 "^ ~^ ' CD 


J— 


OC ZD 










OSOSOSOSOSOSOSOS 


> 


r-4 1 

O CD O 


O t O 1 300 CO 
gOU 10 CD CD t£ LU 


~^.c_> 










H<lO<0<H<h.<H<H<H< CO'-", 
Oi«>X<tX«X^XNX«JXlOXOX LO 


1 


CM LU LU I— 


p^lu is<inujtniL<Q: 


0. 








JN <ouououoo( y )uouNunuo, 




<0 X X CD 


^H X t-H „| 1 X 1 *- 1 

<— LU ■— LD • LU • Lu 

3: 


-^ 


8 « 








jiH xh ,-h ro r*. »-t uj r- <^-] 


CO 


•*-» LU LU O 




O 


O 




O ^H "^ ^* 




a < co q_ 


Q<WQ<O.NO.I-Q-J< 


qzo. 
< s: 


O 


O 




^=po<a<o<o<Q<cx<Q<a<(Xi<Q< qv 
r^cM_j<o<<o<o<co^o<o<o<cj<o<;: 


h- 


< c_> s s: 


<o2:zmsoos«j<:<-_ 1 


O 


O 




oo 


(— Q -D -3 


t-QU.<wnM^xhau(-»-"-j 


O 


O 




■K WUhQI-QI-Q(-OI-OI-DhOI-DI-Q f— 


_J 




3: 






„ 


00 

OS 




M 




LU 




CO 




CO 


LU 




a. 




2 




Z t- 






LO 


DC 









< 




X3 CD 






X) 


1— 




_i 




O- 
1 




Lu O 






h- 


O 




Lu 




f- 


10 LO *S- LO 


LO^COLOO^^-VOCMCM^O^^^^O 





O 





HOOHOpsCM«5CJWN'tCVifOCM(NJ(\JlOCdH(NOCSJ P"- 


Q 


P-. O O LO 


r-.or^r-*<3-*3-o*3*ooooooo 





O 


U3 


or^ooOr^»^f^<— •p^«-tp^«— •r**i-Hi*--«-ir**.'-ip*.»-Hr*.«-t vi3 I 


OS 


CO O O CM 


rOOHniOCMON^OOCMOO 1 * 





O 


r^. 


CNJO^ojr>{0 0( y l'tn^-(0^t(0'*rO'<tto^rTtco^ ro'v 


U- 


»-l CO ^ LO 


HrOHOMOCvJIOIS'-tlSNHlOLf) 





O 


*"• 


«sopsiorsHn.r-irQHf»)HfOHfOHnHnwnr-iro ^-r i 


O 


OHWtO 


^•in^rvOf-KMfn^tmyjNOHCj 


en 


*d- 


LO 


(0r- OiH<\jn^-iou)p«.0'-iC\jn^tunx)rsOHCjfO ^Cs 


LO 


<3- •**■ Td- ■* 


^•^^^■inininintninininiovau) 


10 


to 


r— 


P^P«- OOOOOOOO^HT-lr-l^Hi-l^-I^H^HCMCMCMCM CM | 


CM 


CVJ CM CM CM 


CMCMCMCMCMCMCMCMCMCMCMCMCM.CMCM 


CM 


CM 


CO 


roco ^r'>=r'<d--qr'<d-'=f'tf*'^^*-^-^*''«d- , <rf*'*'3-<*^-^-'5t-'*3- <af3 


\ l-H 


r^. r- r-* p^ 


r^r^r^r^r^i^r--r-<.p--.r^.r*-.r^.r-»r^p^ 


P-. 


r^ 


r-* 


r*-r-. r^r^r^r--»p^r^p--r^p^p-^r-*p^.r--.p^p*-.p^.r-*p^.r^-p^. pssi 


*■*. 


o o O O 


ooooooooooooooo 


O 


O 





OO OOOOOOOOOOOOOOOOOOOO O}! 



25-MAY-80 



2-20 



o 

CO 



h- O Z 

< UI LU 

< OO 



QUI 

' OQ 
I OO 



I— CM 

o — 

CD CM 

UkJQ • 

co I— as^. 
pm <gz 

S mm <jj 

O Qh i-i 

a:zOQi 
lu »-« z o 



S 9 



< o < 

O O 

^ uj •-» n -j to oi • 

QCOQr--_J»-*00£ 

z a: r-» *-* lu 

»-r O •-« 



a: as 
a 



so: 

tO WO 

_ o ^ j— 



i a as 



cd oo 

CO Ctf 

lu o 

CO OS 

>- 

o 
a: h- 
o z 



CC h-l 



lucc s 

xooi: 

t— Lu O < 

\U_ f 



• O »— O < 

: h- <o i 

IZIOl 

»hho: 



z< t-~* 



o 

o w* 

r*-. OO _i 



_._ o o 

Lu CM LU 

---.<o X 

C_> LU 



-LU N 3 3 
tOPs </)(0 

as \cD co 

O LU =3 

OC CO OS 



CC 3 
Lu OO 
"--.OS 



< OS <. 

3= O LU 

»— < Q 

< h- LU 
31 < LU 

h- o a. 

00 

CM O X 
+ CD 

UJlOw 
> h- 3= 

< »- 
OO CO LU 
— CO 

<o =► 
_J "--s. ■"■-. 

LU 
CO 

OS < 

a -j *-h 



b.Q<a<<<<<<a<Q. 
a<uwusuusu<ss 

OTh-OOOOOOO O ■»— LO O 



CD * 


"O 


CD CD 


o o 


LU CD 


<r*. 


CO LU 


lu r-. 


X CO 


OS S 



35 
O 



o 
co 

LO 
CM 



O CM^O^'tOLo^rr^oO'-HOPorv.o^" 

O riHOHlOOOOtHH^HOOW 
lOOOWNPlO^OOOOOOONN 



0-^cvjrO'stu>vor^o^ojrO'*LO\or^ 

OOO O O O O O ~^ •— t*-4«-*~-if— t .-« »— » 
<O\OIO<OIOLOIO101O^O101O<O^01OIO 

r^r-r*.r*»P»-r-»r«.p»»r». r*» p** r*» r-* r«* ps. r*. 

oooooooooooooooo 



o 


o 


t— 


CO 


. u- 


Lu <-. 


1 


a: < 


O X 


>- 


LU _J 


LU 


g 


a 2 
• z s 




1 


~LU =3 


<C < 


LO 


LLh CJ 




CM 


»->x o 


LU ^ 




LU -< 


»-• Z 


o 


o 


»— « 


o 


t— >• OS 


o — i 


— 1 


OS < 


LU 


>■ 


CO O UI 


H- a£ 


1 


-« s: _i 


< <: 


CO 


*— LU CJ 


O LU 


_l 


A. 


•-» —1 


< 


LU 3C 


o o 


a. 


i-«0 H- 


Z 




J^M 


•-H O 




O 3 


z 




O CM CM 


p- <c 




O O^H *— 


LJ 


•— 1 


—( OS 


</l O 




Lu lO OS < 


OS 


z 


«-< SO H- 


O LU 


o 


CJ •-. Lu OO 


1— M 


►— I 


. "N* "S. "N* 


S\ 


LO 






OS 






LU 




z 


> 
1 




00 o oo o 

CD O CD h- 

< co < h- 




O -J CO _J ZD 


CD 


< LU — Lu ca 


Z 


CM «3T-» 




i— i 


OLOO<QQ<C. Q_ 


I— 


CM CM CM O 


<zuz 


to 


lO LO lO O 


h- < a r? 



o 

9 



<: 

00 



CO 

ro o i-4 

Tf ro a. co lu 

r*. — - E — O Z 

*o ^ rouo 

— »-'*-"-^*— CL Q 

oa<a<Q<a- 

CM<CJ<CJ<CJS 

Wt-QhOhOn 



o 

DC 



o 

CO 
LO 



C\J ^Ps H CJNM ^ 
OLOOOO^-O^" 

wNwoonoN 
<o iovoco Honin 



in in w in in in in in 
ps. p^-p^rs»r*.ps,r-»r*. 
OOOOOOOO 



HOISUJIONOH 

CtronromoH 
CsifOPs ropHfO QfO 
u3i-trOT^ro^-*coLn 



i-HCMco^m^or^o 

CMCMCMCMCMCMCVjrO 

inininmtnin mm 
r-*r*.rs.r-s.r-*.p-^ r*.r^ 
OOOOOOOO 



HHontn o co oorocMroror>.ocMoocMtooo^^m«d-co^^rs.-^0'O^Hp^' 
rococo^-inofOCvjrsjininnin'tinousinco^cjininmmoinoincsjioiO'^iO'H'; 
O O Q.N r-trOOO^<*rs.OP^OOOrooOOO<^-p^OPs.OOrors.rooOOOO: 

oino^NtnoooiotomiomcvjnofOHOinMoioiorscrsujrsno r-t-no i 

uiior^OHNro i *inu3p>.0'-»c\JroKpiniop»OHCjto , <tinioNOrH cm n <t in io n ? 
nroronr^^^^^^^intr»tniou)inu)Wioiou:ioioiovoiorNrs.p*.psi>sr^r^Ni 
lo inwuii^inininuiinininii)inwininininu>inininininininininintninininin • 
r*. r^r^r^p^r^ps-r^r^rs»r^S.r*.ps-p^.ps.rs.r^rs.i — r^r^p^p^r-.r^.rs.p-».p>-r , s»p^.r--.r->.p^p^ i 
OOOOOOOOOOOOOO O O OOOOOOOOOOOOOOOOOOO : ; 



25-MAY-80 



2-21 



CD 

< 
CU 

o 

CO 



CM 


o 




a. 


o 

o 


§ 






> 


f— 


1 




00 


CO 


_l 




<£ 


CM 



s 

£ 



i e 

a. 

a. 

i- £ 

x 

CO •* 

<: < 



-< a 
a 

az to 

o *-* 



;* 



00 h- _ 



CJ 

lu 

• -j 

S CQ 
3 ►-• 

CO to 
:*; co 

o o 
lj a. 



tOH- 


OX 


a. o 


OS 2 


3_i£ 


LU 


25fe 


CL 


• 3 >• 


o to >- < 


OS CO _] 



noowh 





LU 


o a 


<C LU 


3: X 


CJ f— 






_j 


3: 


>- r- h- • 


LU CO 


:o 


a 


• 


CQ 


r*^ 


>- <DZ< 


3 2^ 


i^ o 


_j 


«— * 


s 


1 H- 


< JUUJJ 


CJ 


CJ 


=3 




LU 


X t-H 


-j a. lu so 


a. lu 


LU SC 


O 


2* 


CO 


CJ CO 


Q_ CO X LU 


=3 X 


X CO 


a: 


O 


CO 


1 


co *-* lu a: cm 


CJ 


CJ *C 


CO 




< 


Lu CVJ 


*-* a — o 


f— >* 


^2: 


■-^ 


CO 


--N. 


»— « i— t 


O ""v. XO. 


LU 






CC 




\ 


"-v. i~»X 


CO 






LU 




a. x 


^\o 


-^- s 




s: 


>• 


«-H 


CNJ •— 1 •— 1 


1 OS 


t-I CM Z3 


t-< r«- 


CM ZD 




a 


Q^CSO 


O CJ O 


Q OCO 


ON 


a co 


1 


OS -J 


ai/)Md 


a. lu *-^ 


os CC^C 


cc o 


CC SC 




O h- 


O \OS CJ 


< x o 


uo o x o o o 


o n: 


CD 


3 OS 


X O •-•a. 


jMjua 


Cw33Ut33E 


X CJ 


x 

•— * 


O JJJQJQ.<Q</)Q</)(/)NO<Q.<QQQQ. 


o o X o < o 


j— 


<_II-J-<NSU< 


ST H- O '"O •— K^OVJQh (— 1— r "D 


<zw 


<M< 


CO 


h-UQiQil-V)TQt- 


H- << CQ f— CJ H- 


_l 


*— 




„ 


X 






_i 


CO 




o 


t— i « 






LJ 


o 




o 


CD X 






2 


Q_ 




CO 


i-o LU 


a 




< 

a. 


LU 

a 






OS X 
O CJ 


x 

LU 





J-IUU3 



OS X 


a lu 


9,- 


«c 


1— 


CO X 


< X 


_) o 


X 


O 00 


to 


CO 


CC *-• 


LU 


1— O 


2 1— 




o a 


a. lu 


t— 


(— <-• 


2= CO 


LU O 


S Q- 



a: »-. q: h- I— 



o J— 

o co CO CO \ZD 

O CD CD CD CQ 

r-* < os < < x 
t^. _l < _J_I oo x 
S Lu OS Lu Lu Q.Q.'-tO 

H" O O 1*^. rH CM 

.Q<U.JQ£lLQ<<Q<O.I-SONOO 

* x o o -j t— «-**cot— <ccjsuocoocM'«a- 

l<QauaOih-QWhQ^i3QOOOWN 



I-OONHW 

h- r^. o r- o o 
DOnocot 
cq o O o co r^ 
x S s S cj ^ 



X ^^0U3i0U^OOOO^OtO^OOOOO^tT)V0r^^1^CSJtn»^^'^r^^^CM^OC^JrfCMCMOOOCMr0OOr>*--tCM 

o ^-*oOO*-*comoor*-or-».0000'— tO»-««— ihnhiooi- 1 ** 1— »o«-*Of-tOf— 1 «^ •-* cm O O ^f 00*OLOP>»Or*.00 

5 OHOOO^n^OH^HOOWW^OOOONOnOOOOOOOWONHONOONOON^OQgw* 

£ Hh.^r^3rswnHrnHn^(\jis.iNisnHHHinHOrN^N f -tn(*)«50n^rvNU3H<v)rsHrju>NOOOiois 

m p^O'^CMro^Lo^r^Oi^cMro^cocar^Or^cMtn^Lov^r^O'^cMPOrtirt^r^O'^CM 

to oH^HHr4MrtfHcvjcvjNcvjwNNNronnnnronn^^rf*rf^^^inininininLnwinioto«)«5(Oio(o«3 

"*-. OOOOOOOOOOOOOOOOOOOOOOOOOOOOOOOOOOOOOOOOOOOOOOOOO 



kO O CO 

t^- a r- 
r^ r*. 

r^. r** co 



CO 1^ 

O O 



CD 

< 



o 

CO 



CM \ CO 

a _i lu 

CC 2 

oa o 
3 o 

_l 

V)Z — i CM »-i 



< 
z: 
o 



OS - 3E 

o 2: < 

(- O CJ 

CO O "-s. 



LU CC CC CO LOO 

5» < < OS + «tf* - 

o < ^-i rex a or*. : 
—i co ac cjocccDi^c 

«-» CO ^-» CO 

co a.DCL'-<Q.H<oNQ.Q« 

o sosos:ocj<cos<c 

CO TUST^OTlOQI-HTl-t 



.-. < 



■< 








*-• X 


=c 








CD O 


CJ 








.-• X 










CC 


H- 3 








O Q. 


=3 CO 










ca 








OC X • 


m 3 








1— a 


=3 CC 




2? 




O LU 


CC 




LU 




<OQI 







LU 




h- CJ 


a (- 




3 




< LUX 


2 2; 




f— 




a osx 


CM »-i 




LU 
CO 




<CQ- 

• to 


lu r-* 








a f-» co to 


zc r^ 




>- 




LU •-» 


»— r-* 




< 




lojoa 


p*. 




3: 




CJ <C CO 


CO 




t— 




X X r^ 1 


1-4 »— 




CC • 




Z3 O X 


=) 




<: co 




.a- — x cj 


CO Q_ 




Q- f- 




CJ 






=3 




to h- >~ 


=C LU 




I— O 




«ou I 


h- CO 




O CO 




:z ■»-* x 


t-H 




2S ZD 




co 


Lu 3 




Of 




1 Lu 0. 


— 1 CC 




LU 




X M *-»Lu 


LU 




*-4 O 




CJ i^H 


a. x 




2 




a. to 


»-t t— 




O, I— 




LU X ^Q. 


^ O 




►~t ^s. 




— • =D S 


to ^ 




$c 




-3 X 


•^ 




CO 




a. ^<ro 


en 2 


2 


+ 


oo^ao 


=D CO 


O CO 


coao 


to CC CC 


Q£ CQ 


CJJCO«<CD<CO^O"^0<C < 


O =3 


LU =3 _ 1 LU X 


i 


r** < x H- x 


Si CC 


CQ CC CJ CQ O 


i*£ a (O—i 


o_ rM < 


Q-O<Q-QOO<Q.<0LO 


s < nj s; <c 




<a. 2: o_s < 


T-»ar3l-WTh<l-v)TV)r)f- 




O CO 










CD ZD 








CQ 


LU CC 








3 


CQ O 






CO 



3 lu *as 
2: ob:_j 

J LUQC 

J X f— H- 
- ^» CJ 

SSfc 



CC 
LU 

I— 

O 



a 
cc 




LU "" < 



CC 
tO 



O r^ 

P^ O o 
O CM LU 

QCO X 
S CJ LU 



1 O XQ- 
(— CJi,S 

LU (O 

CQQ.H 

LU XO 
HQUJz 
CO z 

=> < 

E 1— X LU 

UJQhO 
U- LUCJ 

=) \~ Lu 
CJ X OS 
LU LU OLU 

' LU <§ 

QC LU 
LLU^ J 
QhU 
O Lu <Lu 
< CQ^-» 
LU 

<-h _j oa. 
a. I— \a^ 



OVJHH 



to 

I 

X Q£ 
hh o • 
CD LU 

cc j— «* 
o < I— 

Q 
C£ 2: 
O H- O 

CO 
*C ^ Qi 
I— LU 

< CO (— 
QHU 

< 
to to CC 

X X 
CC t— CJ 
LU 

h- Lu X 
cj^m 

< CD 
(XO.W 

< »-• Q£ 
Z^O 
CJ CO "*"*. 



a 
oc 




< 

X X 

(J «-l 

CD 
h- CM »-t 

LU CC O 

X O 

X Lu 
CO O 
LU LU 

t— cn u- 
< cc 

CJ _I < 
*-* _1 Q_ 

O ►_! 

xx -to 

O LU 
X LU )—i-i 

CO X CJ O 

au<a: 

O r- QC O 
Ctf LU <C X 

Lu X 
Qi O Lu 
<UJ »-• 
LU QQ LU 



CM 
I 

O O 

CD LU 

CC i 
J— < 
< LU 



•— * 2r : 



0£< 
O -J 
< o 



CJ CD to 

LU CD CD O 
X LU LU X 

LU CO CQ LU 



__ h- S 

X to X »-H 3 CM f-H 

COOCOQiQCOOOO 

C9Q.^<Q£Q£<aO£3 
LULUXXOQLUOOCO 
COOOCJXQiQSXXCQ 



CD X S 

>— < W3 : 

OS CD CO 

O LU i<£ ; 

CO X 
LU CJ j 

< r- i 
a. lu <c 

1-. „ 1 x i 

i^ cj r- j 

CO "^^.'^ 

\ CJ 

XX 

t— t CO CD ] 
CC CD CD 
Q LU LU ' 
< CQ CO 




HO^^HTt^oc^JW^^)^OHHOl^HO^ac^l^wo^o<ncv)^^om^o^Mowooo^^oc^l*r)lnln'i'^lOOO^.o^J 



OWOWOWOOOOWnNNOOWO^C\IO(n>)in(VJN(\JOnnOOiflONonWNOnOOOOWOOHOWWOOCVI 

«to«w»incof0^wmHNinwNL(>^NioHOH^ii)ivu)^o^nrtN^u)«\iwLONWtn«Hn 



CMCMc^c\JCMCMCMcucocnrornrorocorn^^^^^^^^iototnLoLotoL^ 

U3tOCOtOCOCOt^COCOtOCOCOCOU3COtOCOCOtOCOtOCOCOCOCO^lOVO^COCOCOCOlOCOU3U3^ 

[^ ^ *^> ^ •*— f*^- *^* t ^* '^^ f*- ""^^ r ** f^- f* 1 * ''^ **** r** r-* r^* .r^- p*^ r-* r— r— r-. r-- r*- r — r^- r*» r-- r^. j — . r-- 1 — . r** r-* r— r^ t^ — r-»r».r*. r^r--p^r^r^r-^r^r-^r«-r*.r-r-» 
OOOOOOOOOOOOOOOOOOOOOOOOOOOOOOOOOOOOOOOOOOOOOOOOOOOOOOO 



25-MAY-80 



2-22 



:=CT [PQIM c 



•czz]<i6 5(16 

art I art- s 



di 



HSCTM. 



QJ 



w 



in Kvwnw. s 



CT* 



m 



«n 

0«L 



(U 






>felZ*1*l 



sAP* 



■ft 









(ft 






CZ2JS- 









4 



Ktzr&M 



Q 



«aT" ' 

* L ... - - ■ 1 . . . ■■J "* 



ho 



ftir 



07 



: 1-4 



<£^! 



-4 



I'zmTH 



a 



;4 



}2Z'5HrL 



) z-frsn-w 



.4 






d 



,ai 



£*3 ^ »»3 












«» C5 



c 



i_. 1 

["1"] 







f*" 

£ 



1 

1 


.J 


9C1 — 1* U 




sen -»~~~U 








w„-_. 


__1 



czsi 



>*OSm 



d 



dud 



# 



ata C 3 ocn 

> Gavin 




►»n its v--- 
«2_ ^ 



•CL-cm 











i-vw. 






lOTStW. 



O^ 



^ovst-w. 



CZ^i 



l^ssm^* 



L__. —J 



-J S 



<£^- 



>*OS>W 



£^ 



>-W.VCW 






|g»rw 



"(it^s r- 



|*OSTU 



T«n -CZ> 



O 



■o 
s- 

O 



1 

CM 



C£L a 
CJ3 •«- 

M O 

Li- I 

-a 
<u 

4-» 

C 
•r- 

S- 



O 
CO 

in 

CM 



25-MAY-80 



2-23 






SECTION 3.0 
PCM- 12 OMEGA BUS STRUCTURE 



3.1. SUMMARY OF BUS SIGNAL FUNCTIONS 
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SECTION 3.0 
PCM-12 OMEGA BUS STRUCTURE 

The 12530 backplane bus is a double-sided, plated- through fiberglass- 
epoxy printed-circuit board measuring approximately 16.1" x 6.0". Computer- 
aided graphic techniques were used to generate the printed-circuit pattern, 
providing an interlaced ground grid and full shielding for all signal lines. 
Thus, the performance of a multi-layer bus board is achieved using more eco- 
nomical two-sided printed-circuit fabrication techniques. 

The bus board accomodates 18 Texas Instruments H431121-40 80-contact 
edge connectors. With one. position occupied by the CPU module, this leaves 17 
positions for memory and interface modules. Connector spacing has deliber- 
ately been made non-uniform so that printed-circuit modules having a variety 
of heights can be accomodated. Low-height boards can be placed to the left in 
the bus, where edge-connector spacing is just 0.6", and wire-wrapped proto- 
types can be placed near the center of the bus where the connector spacing is 
as much as 1.5". Pin-to-pin spacing on the edge connectors is 0.125 inch. 
The backplane board mounts to the tilt-up card cage in the Omega cabinet, and 
is supported by the edge connectors to which it is soldered. 

The 12530 bus board eliminates all backplane wiring. Every pin in every 
connector is electrically identical to the corresponding pin in every other 
connector (except pins 45 and 46, which are used for the DMA and priority- 
interrupt capability, when implemented in the system, and are serially con- 
nected from connector-to-connector). When it is necessary for a given module 
to be electrically connected to peripheral equipment, these connections are 
normally accomodated by means of flat ribbon-cable which attaches to the 
module card by a standard ribbon-cable connector. Although the CPU is nor- 
mally inserted in the bus at the extreme left end of the card cage (viewing 
the computer from the front) with memory to its immediate right, any PCM-12 
module (CPU, memory or peripheral interface) can plug into any position on the 
backplane bus. 

The PCM-12 bus contains 80 lines. All but the DMA- and interrupt- 
priority lines (bus lines 45 and 46) are parallel -connected to every edge 
connector. Table 3-2 summarizes the signals on the bus, information concer- 
ning the source of the signal, and the type of driver that asserts the line. 
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Some of the bus lines are heavily used in the system, and therefore are 
driven by high-current drivers. Other lines which are used by only a few 
modules, at most, are driven by TTL gates. A summary of the typical driver 
capabilities is given in Table 3-1. Each plug-in module usually loads each 
line with one standard TTL load or less, therefore the drivers in the system 
will be found to be more than adequate for a fully-loaded PCM-12 bus with 18 
plug-in modules in place. 

The letter H or L following each signal name in Table 3-2 indicates 
whether the assertion level for that signal is normally a TTL-logic high or 
low. H refers to a logic high (2.4 to 5.0 volts). L refers to a logic low 
(0.0 to 0.8 volts). 



3.1 SUMMARY OF BUS SIGNAL FUNCTIONS 

AUX L This line is grounded when the front-panel AUX switch is in the 

"up" position. Otherwise, it is left to "float", unless asserted 
by a plug-in module. 

BAUDRAT This line carries a 614.4 KHz square-wave from the CPU module for 

Baud-rate generation on peripheral interfaces. 

BREAK L Asserted low by serial interface module to attempt interrupting a 

running program, usually by generating a control -panel interrupt. 

During the execute phase of an IOT instruction these lines are 
asserted by the device interface logic to define the exact 
operation that will take place (see Section 4.2.2). 

Disables the non-volatile CMOS memory modules when asserted low. 

This line is asserted low by the CPU, front-panel, or other module 
to force indirect operands to go-to/come-from control -panel 
memory, rather than main memory (see Section 5.1.2). 

This line is asserted low by the 12530 control -panel, or logic on 
other modules, to request a control -panel interrupt. 

The CPU module asserts this line low to read data from , or write 
data into, control-panel memory, switches or indicators during a 
control-panel interrupt (see Section 5.6 and Figures 5-8 and 5-9. 

Auxiliary CP-select line driven only by 12120 module. 

This line is asserted high when the CPU wishes to read from, or 
write into, the currently-specified data-field. The distinction 
between the instruction-field and data-field is only defined, and 
therefore the DATAF signal is only meaningful, when a memory 
extender module is present in the system (see Section 5.1.1). 

DEVSEL L During an IOTA execute cycle this line is asserted low by the CPU 
to read from, or write into, a peripheral device interface. 



CO L 
CI L 
C2 L 


CMOS DIS L 


CPMEM L 


CPREQ L 


CPSEL L 


CPSEL* L 


DATAF H 
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DMAREQ L A peripheral device requests a direct-memory access by asserting 
this bus line low (see Section 5.5). 

DMAGNT H When the CPU grants a DMA "cycle-steal" request, it asserts this 
line high (see Section 5.5). 

DX0-DX11 These are the 12 multiplexed bi-directional lines that carry 

address, instruction and data between the CPU, memory and device 
interfaces (and front-panel). DXO is the most significant bit, 
and DX11 the least significant bit. 

EMAO H When the system employs more than 4K words of memory, these lines 

EMA1 H are driven by the memory extender module to develop the required 

EMA2 H effective 3-bit extension to the CPU's Program Counter and Memory 

Address Register (see Section 7.0.) 

EXCPR L This line can be asserted low by a peripheral device to request a 

control-panel interrupt (see Section 27.0) 

FREERUN H This line is controlled by the front-panel XTAL CLK/SNGL CLK 
toggle switch. When this switch is in the "up" position, the 
FREERUN line is high, and the CPU is driven by the crystal - 
controlled clock oscillator on the CPU module. When the switch is 
"down", FREERUN is low and the CPU is driven manually by the SNGL 
CLK pushbutton. 

IFETCH H This line is asserted high by the CPU throughout an instruction- 
fetch cycle (see Figures 5.1 and 5.2). 

INTDIS L The memory extender module, when present in the system, prevents 
peripheral devices from being granted an interrupt (when appro- 
priate) by asserting this line low (see Section 7.0). 

INTGNT H When the CPU grants a device-interrupt request, it asserts this 
line high (see Section 5.4). 

INTGNT* H Driven high by 12510 CPU module at execution of VCTR instruction 
to indicate an interrupting PIE device should generate its 
interrupt vector to CPU. 

INTREQ L A I/O device interface requests an interrupt by asserting this 
line low (see Section 5.4). 

LINK L This line is asserted low whenever the CPU Link flip-flop is set. 

LXMAR H This line is asserted by the CPU early in most cycles. The 

falling edge of this pulse is used by memory and device interfaces 
to latch addresses and instructions into each module (see Figures 
5.1 and 5.2). 

MEMSEL L This line is asserted low by the CPU to read from, or write into, 
main memory (see Figures 5.1 and 5.2). 

MEMSEL* L Similar to MEMSEL bus line, but not controllable by the CPMEM bus 
line (see Section 5.1.2). 

MEMSEL INH L This line is asserted low by the 12540 stack module to suppress 
writing subroutine and interrupt return addresses into memory. 
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PRIN L These two pins on each edge connector are used to implement the 

PROUT L hardware-priority-interrupt and DMA-priority functions. For 

further discussion, see documentation on specific modules making 

use of these lines. 

PWROK H When asserted high, indicates that power-fail logic on 12330 or 

12340 module has not detected any abnormality in AC power. 

RESET L When this line is asserted low by the front-panel RESET switch, it 

forces the CPU to its reset state (i.e., halted, with Program 
Counter set to 7777 g ), and also initializes logic on many of the 
system's plug-in moaules. This line can also be asserted low by 
the CAF instruction; for operational description see Table 4-3. 

The CPU asserts this line low when it is in the RUN state (causing 
the front-panel RUN lamp to light); when halted this line is high. 

This line is pulsed low by the control -panel logic to invert the 
run/halt state of the CPU. 

A device interface causes the Program Counter to be incremented by 
asserting this line during an IOTA execute cycle (see Section 4.0). 

In the SNGL CLK mode of operation, this line is asserted high by 
the SNGL CLK pushbutton to advance the CPU by one clock cycle 
(one-half T-state). See discussion in Section 2.1.6. 

This line is grounded when the front-panel SW switch is in the 
"up 11 position. Otherwise, it is left to "float", unless asserted 
by a plug-in module. 

This line is asserted low by the CPU during the execute phase of 
an OSR or LAS instruction to read the front-panel Switch Register 
(see Section 4.2.3 and Figure 4-2). 

These three lines are asserted -by the CPU during various parts of 
each cycle. The respective states of the three lines indicate the 
instantaneous state of the CPU (see Figures 5.1 and 5.2), 

This is an auxiliary power-supply line available to user. It is 
not normally driven by the PCM-12 power supply. 

This line can be asserted low by a slow memory module or I/O 
device interface to cause the CPU to pause for an integral number 
of clock cycles while the memory module or device interface 
"catches up" with the CPU. 

4 MHZ This line carries a 4.0 MHz square-wave of identical phase to the 

square-wave that normally drives pin 14 on the I M6 100 
microprocessor. 



RUN L 

RUN/HALT L 
SKIP L 
SNGL CLK H 

SW L 

SWSEL L 



XTA H 
XTB H 
XTC H 

VDD HI 



WAIT L 
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NOTES 



When selecting unused bus lines for customer use, the user should 
choose the higher-numbered bus lines. -Additional bus lines 
required for PC/M-designed modules will use lower-numbered lines. 



The 12510 CPU module should normally be plugged into the extreme 
left-hand bus slot, to place it electrically farthest from the 12530 
front-panel module. This provides maximum system noise immunity. 



Driver Type 


Standard TTL-load 
Drive Capability 


LSTTL-load 
Drive Capability 


74365/366/367/368 


20 


80 


74LS365/366/367/368 


10 


40 


74LS00/02/04/08/86 


5 


20 


74LS242/243/257A 


15 


60 


7407,7417 


25 


100 


74LS03/05/09 


5 


20 


NPN transistor 


80 


320 



TABLE 3-1 
PCM-12 Bus Driver Characteristics 
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Line # 


Signal Name 


Description 


Source 


Driver 


1 


GND 


System Ground 


- 


- 


2 


GND 


System Ground 


- 


- 


3 


+5V 


+5-volt supply line 


Power supply 


- 


4 


+5V 


+5-volt supply line 


Power supply 


'- 


5 


+5V 


+5 volt supply line 


Power supply 


- 


6 


+5V 


+5 volt supply line 


Power supply 


- 


7 


4 MHz 


4 MHz square wave 


CPU module 


74LS86 


8 


RUN L 


Indicates "run" or "halt" 


CPU module 


74LS04 


9 


LINK L 


Indicates state of Link f/f 


CPU module 


74LS04 . 


10 


PWROK H 


Indicates state of AC power 


12330 or 12340 module 


7407 


11 


INTGNT* H 


Forces PIE's to vector 


12510 CPU module 


74LS08 


12 


EXCPR L 


External control -panel request 


external device 




13 


EMAO H 


Extended memory address MSB 


12540 EMA module 


74LS367 


14 




not used as of l-FEB-80 






15 


EMA1 H 


Extended memory address 


12540 EMA module 


74LS367 


16 


CMOS DIS L 


Disables CMOS memory modules 


12330 or 12380 module 


relay 


17 


EMA2 H 


Extended memory address LSB 


12540 EMA module 


74LS367 


18 


RESET L 


Resets CPU and I/O flags 


Front-panel switch 


toggle switch 


logic on I/O interfaces 


or CPU module 


or transistor 


19 


+12V 


+12 volt supply line 


Power supply 


- 


20 


+12V 


+12 volt supply line 


Power supply 


- 


21 


RUN/HALT L 


Toggles Run/Halt f/f in CPU 


12330 or 12530 module 


7407 or 7417 


22 


DMAREQ L 


Requests DMA action by CPU 


Hi -speed I/O module 


LS gate 


23 


MEMSEL INH L 


Inhibits MEMSEL pulse 


12540 stack logic 


74LS03 


24 


INTREQ L 


Requests I/O device interrupt 


Any I/O interface 


74LS03 


25 


MEMSEL* L 


Un-gated main-memory select 


12510 CPU module 


74LS08 


26 


CPSEL* L 


Auxiliary CP select pulse 


12120 module 


LS gate 


27 


S.NGL CLK H 


Single clock pulse to CPU 


12530 Front panel 


74LS04 


28 


INTDIS L 


Prevents device interrupts 


12540 EMA module 


74LS03 


29 


DX11 


Bi-directional address/data 


CPU, memory, I/O 


74365/74366 


30 


. DX10 


same 


same 


same 


31 


DX9 


same 


same 


same 


32 


DX8 


same 


same 


same 


33 


DX7 


same 


same 


same 


34 


DX6 


same 


same 


same 


35 


DX5 


same 


same 


same 


36 


DX4 


same 


same 


same 


37 


DX3 


same 


same 


same 


38 


DX2 


same 


same- 


same 


39 


DX1 


same 


same 


same 


40 


DXO 


same (MSB) 


same 


same 


41 


SW L 


Auxiliary control line 


12530 Front-panel 


toggle switch 


42 


AUX L 


Auxiliary control line 


12530 Front-panel 


toggle switch 


43 


CPSEL L 


Control -panel memory SELect 


12510 CPU module 


74365 



(next page) 
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Line # 


Signal Name 


Description 


Source 


Driver 


44 


BAUD RAT 


614.4 KHz square wave 


12510 CPU module 


74LS04 


45 
46 


PRIN L 
PROUT L 


Priority input line 
Priority output line 


I/O interface 
I/O interface 


LS gate 
LS gate 


47 


CPMEM L 


MEMSEL/CPSEL switch control 


12510/12530/12330 


7407/74LS03 


48 


IFETCH H 


Indicates instruction-fetch 


12510 CPU module 


74LS365 


49 




not used as of l-FEB-80 






50 

51 
52 


CO L 
CI L 
C2 L 


CPU control line 
CPU control line 
CPU control line 


I/O interface 
I/O interface 
I/O interface 


74LS03 
74LS03 
74LS03 


53 


DATAF H 


Selects data-field 


12510 CPU module 


74365. 


54 




not used as of l-FEB-80 






55 


LXMAR H 


Latches address/instruction 
into memory and I/O modules 


12510 CPU module 


74365 


56 




not used as of l-FEB-80 






57 
58 


-12Y 
-12V 


-12 volt supply line 
-12 volt supply line 


Power supply 
Power supply 


- 


59 


XTA H 


Indicates CPU state 


12510 CPU module 


74LS365 


60 


DEVSEL L 


I/O device SELect line 


12510 CPU module 


74365 


61 


WAIT L 


Causes CPU to pause 


Memory or I/O module 


74LS03 


62 


BREAK L 


Break from terminal 






63 





not used as of l-FEB-80 






64 


XTC H 


Indicates CPU state 


12510 CPU module 


74365 


65 


XTB H 


Indicates CPU state 


12510 CPU module 


74LS365 


66 


CPREQ L 


Requests CP interrupt 


Control -panel or CPU 


74LS03 


67 





not used as of l-FEB-80 






68 


SWSEL L 


Selects Switch-Register input 


CPU module 


74LS365 


69 
70 


VDD HI 
VDD HI 


Auxiliary power line 
Auxiliary power line 


User's power supply 
or battery 


- 


71 


FREERUN H 


crystal /single-clock switch 


Front-panel module 


toggle switch 


72 


SKIP L 


Increments CPU Program Counter 


I/O interface 


74LS03 


73 


DMAGNT H 


Indicates DMA action 


12510 CPU module 


74LS365 


74 


INTGNT H 


Indicates interrupt granted 


12510 CPU module 


74LS365 


75 


MEMSEL L 


Main-memory SELect line 


12510 CPU module 


74365 


76 




not used as of l-FEB-80 






77 




not used as of l-FEB-80 






78 





not used as of l-FEB-80 






79 
80 


GND 
GND 


System ground [ 
System ground 


- 


- 



TABLE 3-2 
Summary of PCM-12 Bus Signals 
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SECTION 4.0 
SOFTWARE CONSIDERATIONS 

Programming the PCM-12 microcomputer is nearly identical to programming 
DEC's PDP-8 family of minicomputers. This section provides an overview of 
PCM-12 software considerations. For a very detailed discussion of PDP-8 (and 
PCM-12) programming, the user is referred to DEC's Introduction to Programming 
(ItP) as an indispensable basic supplement to this manual. 

4.1 MEMORY ORGANIZATION 

Like the PDP-8, the PCM-12 has a basic addressing capacity of 4096 (4K) 
12-bit words. This addressing capacity is a natural result of the machine's 
12-bit word length, and can be expanded to 32K -(or even beyond) by addition of 
the 12540 Memory Extender module to the system. The 12540 module executes the 
same memory-extending instruction set as DEC's KM8-E Memory Extender for the 
PDP-8/E. (The 12540 module also provides a programmable real-time clock and a 
256-word hardware push-pop stack for saving interrupt and subroutine return- 
addresses, as well as general FILO-type data storage.) 

The memory system is organized into 4096-word blocks called "fields". 
The first 4K words are in Field 0. If a full 32K of memory is installed, the 
uppermost memory field is numbered T. In any given memory field every 
location has a unique 4-digit octal (12-bit binary) address, OOOOg to 7777 g 
(0000- n to 4095 in ). Each memory field is divided into 32 pages of 128 words 



each. Memory pages are numbered sequentially from page 00 g , containing 
addresses 0000 g -0177 g , to page 37 g , containing addresses 7600 g -7777 g . The 
first five bits of a 12-bit memory address denote the page number and the 
low-order 7 bits specify the address of the memory location within the page, 
called the Page Address. 

To select the proper memory field from among the eight that may be 
present in the system, the 12540 Memory Extender module provides a three-bit 
extension to the memory-addressing word generated by the CPU's Program 
Counter and Memory Address Register. Normally these three bits come from the 
Instruction Field register on the 12540 module. However, during the execute 
cycle of an indirectly-addressed AND, TAD, ISZ or DCA instruction, when the 
DATAF line (line 53) on the PCM-12 bus is asserted by the CPU, the three-bit 
extension is derived from the Data Field register on the 12540 module. 
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4.2 INSTRUCTION SET 

The PCM-12 (and PDP-8) instruction set is divided into three categories: 
Memory Reference Instructions (MRI's), Operate Instructions (OPI's) and Input- 
Output Transfer Instructions (IOT's). The high-order three bits (on bus lines 
DX0-DX2) denote the instruction type. MRI's begin with CL, 1„ 9 2«, 3g, 4 g or 
5 g . All IOT's start with 6 g , and all OPI's start with 7 g . This first octal 
digit in the instruction code is called the "opcode" . 

Table 4-1 details the required machine cycles, and the T-states required 
in each cycle, for each type of instruction: 



INSTRUCTION TYPE 


OPCODE 


REQUIRED CYCLES 
first second third fourth 


T-states 


T-states 


T-states 


T-states 


AND 

directly addressed 
indirectly addressed 
auto-indexed 

TAD 

directly addressed 
indirectly addressed 
auto-indexed 

IS2 

directly addressed 
indirectly addressed 
auto-indexed 

DCA 

directly addressed 

indirectly 

auto-indexed 

JMS 

directly addressed 
indirectly addressed 
auto-indexed 

JMP 

directly addressed 
indirectly addressed 
auto-indexed 

IOT 

OPI 

2-cycle OPI 
3-cycle OPI 


°8 
h 
h 
3 8 

4 8 

5 8 

6 8 
7 8 


5 [IFETCH] 
S [IFETCH] 
5 [IFETCH] 

5 [IFETCH] 
5 [IFETCH] 
5 [IFETCH] 

5 [IFETCH] 
5 [IFETCH] 
5 [IFETCH] 

5 [IFETCH] 
5 [IFETCH] 
5 [IFETCH] 

5 [IFETCH] 
5 [IFETCH] 
5 [IFETCH] 

5 [IFETCH] 
5 [IFETCH] 
5 [IFETCH] 

5 [IFETCH] 

5 [IFETCH] 
5 [IFETCH]. 


5 [execute] 

5 [indirect] 

6 [auto-index] 

5 [execute] 

5 [indirect] 

6 [auto-index] 

6 [increment] 

5 [indirect] 

6 [auto-index] 

6 [execute] 

5 [indirect] 

6 [auto-index] 

6 [execute] 

5 [indirect] 

6 [auto-index] 

5 [execute] 

5 [indirect] 

6 [auto-index] 

6 [IOTA] 

5 [execute] 
5 [execute] 


5 [execute] 
5 [execute] 

5 [execute] 
5 [execute] 

5 [execute] 

6 [increment] 
6 [increment] 

6 [execute] 
6 [execute] 

6 [execute] 
6 [execute] 

5 [execute] 

5 [execute] 

6 [I0TB] 

5 [execute] 


5 [execute] 
5 [execute] 



TABLE 4-1 
Required Machine Cycles and T-States for Each Instruction Type 
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4,2,1 MEMORY REFERENCE INSTRUCTIONS 

The memory reference instructions operate on the contents of a memory 
location or use the content of a memory location to operate on the CPU's 
Accumulator or Program Counter, 

Operation of each of the MRI's is detailed in Table 4-2. Each of these 
instructions may be directly-addressed, indirectly-addressed, or auto-indexed. 
When one of the MRI's is to be directly addressed, the absolute address of the 
operand is embedded in the instruction itself, so only two cycles are required 
for a complete fetch and execution, (For more information, see ItP page 2-8.) 

When a MRI is indirectly addressed, the second machine cycle is an 
"indirect" (called "defer" by DEC) cycle, which is used to pick up the desired 
absolute address of the operand from memory. Execution of the instruction 
takes place in the third (and fourth for an ISZ) cycle. This mode of address- 
ing must be used when the desired address of the operand is not on the current 
page or on page 00 g . (See page 2-15 in ItP for more on indirect addressing.) 



MNEMONIC 


OPCODE 


OPERATION 


AND 


°8 


Logical AND. Operand is AND'ed with contents of 
Accumulator. Result remains in the Accummulator. 


TAD 


h 


Binary ADD. Operand is added to Accumulator con- 
tents; result remains in the Accumulator. Carry out 
complements the Link. Commonly used for Accumulator 
load if Accumulator is initially clear. 


ISZ 


2 8 


INCREMENT, AND SKIP IF ZERO. Operand is incremented 
and the next instruction is skipped if the result 
was zero. Accumulator is unaffected. 


DCA 


3 8 


DEPOSIT TO MEMORY, AND CLEAR ACCUMULATOR. Contents 
of Accumulator are deposited in operand address, 
then the Accumulator is cleared. 


JMS 


4 8 


JUMP TO SUBROUTINE. Contents of Program Counter are 
deposited in operand address. Then Program Counter 
is incremented. Accumulator is unaffected. 


JMP 


5 8 


UNCONDITIONAL JUMP. Program Counter is set to the 
operand address. Accumulator is unaffected. 



TABLE 4-2 
Operation of Memory Reference Instructions 
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By extending an "indirect" cycle to six states, an instruction can be 
auto-indexed. Whenever a memory location from 001CL-0017g is used as a 
pointer in an indirectly-addressed MRI, its contents are incremented before 
being used as the absolute address of the operand. This provides a convenient 
means for indexing applications. (See page 3-27 in ItP for complete instruc- 
tions on auto-indexing.) 



4.2.2 INPUT/OUTPUT INSTRUCTIONS 

The second category of instructions is the Input/Output Transfer (IOT) 
instructions. These all have an opcode of 6g and are used to initiate the 
operation of peripheral devices, and to transfer data between peripherals and 
the CPU. Using IOT's all device data movements are programmed data transfers; 
device data can also be moved to/from memory and CPU by means of interrupt- 
initiated transfers, or by direct-memory-access. Programmed data transfers 
are the simplest way to move data to/from peripheral devices, but are also the 
slowest. 

In an IOT instruction, bits 0-2 are always set to 110 2 (6 g ). Unless the 
selected device interface employs the 6101 PIE device, bits 3-8 are the device 
selection code used to specify the peripheral device, and bits 9-11 specify 
the operation to be performed with the selected peripheral. [When the PIE 
device is used on the device interface module, bits 3-7 specify the device and 
bits 8-11 the operation to be performed.] 

The device selection code 000 2 000 2 (0°o) in bits 3-8 is reserved for 
"Processor IOT's". There are eight of these: 6000 g -6007g. They are used by 
the CPU for certain "housekeeping" functions associated with the interrupt 
system. The operation of each of the Processor IOT's is detailed in Table 4-3. 

A programmed data transfer begins when the CPU fetches an instruction 
from memory and recognizes it as an IOT instruction. The CPU sequences the 
IOT instruction through a 2-cycle execute phase referred to as IOTA and IOTB. 
See Figure 4-1. The instruction is latched into the device interface during 
IOTA, using the trailing edge of the LXMAR pulse. DEVSEL is the active SELect 
line for all IOT instructions. The selected peripheral device controls the 
CPU during the data transfer by means of the CO, CI, C2 and SKIP lines on the 
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MNEMONIC 



OCTAL 



OPERATION 



SKON 



ION 



IOF 



SRQ 



GTF 



6000 



6001 



6002 



6003 



6004 



RTF 



6005 



SGT 
CAF 



6006 
6007 



SKIP IF INTERRUPT ON. The next Instruction is skipped 
if the CPU's Interrupt-Enable Flip-Flop is set, then 
this flip-flop is reset (cleared). 

INTERRUPTS ON. The CPU Interrupt-Enable Flip-Flop is 
set immediately after fetching the next instruction. 
(At least one more instruction will be executed after 
the ION before the first interrupt is recognized.) 

INTERRUPTS OFF. Immediately resets (clears) the CPU's 
Interrupt-Enable Flip-Flop, so no further interrupts 
will be allowed. 

SKIP IF INTERRUPT REQUEST. If the INTREQ pin (pin 8) 
on the 6100 CPU device is asserted low, the next 
instruction will be skipped. 

GET FLAGS. The following flag bits are jammed into 
the Accumulator: 
AC(0): Link flip-flop [AC(0)-1 if Link f/f set]. 
AC(2): INTREQ pin (pin 8) on 6100 [AC(2)=1 if pin 

8 asserted low]. 
AC(3): Interrupt-Inhibit Flip-Flop on 12540 Memory 

Extender module [AC(3)-1 if IIFF set]. 
AC (4): CPU's Interrupt-Enable F/F [AC(4)»1 if 

IEFF is set]. 
AC(6-11): Save-Field Register on 12540 module. 

RETURN FLAGS. Link is set by AC(0). Interrupt-Inhibit 
Flip-Flop on 12540 Memory Extender is unconditionally 
set until the next JMP or JMS instruction is executed. 
CPU Interrupt-Enable Flip-Flop is unconditionally set, 
after next instruction, as in ION. Instruction Buffer 
register (IB) on 12540 module is loaded from AC(6-8), 
and Data Field (DF) register is loaded from ACO-11). 
IB register will be transferred to IF register as next 
JMP or JMS is being executed. Accumulator not cleared. 

Not used by PCM- 12 (used for KE8-E module on PDP-8). 

CLEAR ALL FLAGS. Accumulator and Link are cleared. 
Interrupt-Enable Flip-Flop is reset (cleared). This 
instruction is also used by most device interfaces to 
clear flag flip-flops and set their individual 
interrupt-enable flip-flops. 



TABLE 4-3 
Processor IOT Instructions 
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bus. The type of data transfer is specified by the peripheral device inter- 
face by asserting the control lines as shown in Table 4-4. Also see note 3 on 
Figure 5-2. 

Except for Processor IOT's, all IOT instructions are non-specific in 
that, unlike all other instructions, the operations that they perform are not 
"known" by the CPU. Rather, the hardware designer specifies what each of 
these i nstructi ons does by the 1 ogi c he bui 1 ds i nto the i nterf ace for each 
specific peripheral device. The IOT instructions work in conjunction with the 
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1 - Instruction address driven onto DX lines by CPU. 

2 - Instruction address latched into memory on trailing edge of LXMAR. 

3 - Memory module drives instruction onto DX lines. 

4 - IOT instruction read into CPU from memory. 

5 - CPU drives instruction onto DX lines. 

6 - IOT instruction latched into device interfaces on trailing edge of LXMAR. 

7 - Device-read SELect pulse. 

8 - Selected device interface drives DX lines with "read" data. 

9 - CPU reads DX lines as well as CO, CI, C2 and SKP bus lines at this time. 

10 - CPU. drives "write" data onto DX lines. 

11 - Device-write SELect pulse. 

FIGURE 4-1 
Basic IOT Instruction Timing 
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CO, CI, C2 and SKIP bus lines to the CPU- For example, for a PDP-8 Teletype 
interface, it is necessary that instruction 6034 g cause the TTY keyboard data 
to be OR'ed into the Accumulator. Referring to Table 4-4, it is seen that in 
order to cause device data to be OR'ed into the Accumulator, it is necessary 
to assert control line CI low while CO and C2 remain high at DEVSEL time. The 
interface logic, then, must recognize the arrival of the 6034g instruction 
ands assert CI low when DEVSEL is asserted low at T3 time. Similarly, instruc- 
tion 6031g must cause the next instruction to be skipped if the Keyboard Data 
Ready Flag is set on the device interface. To accomplish this, the interface 
logic must, upon arrival of the 6031g instruction, test the TTY Data Ready 
Flag, and then if (and only if) it is set, assert the SKIP bus line low. 
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Device data jam- transferred into Accumulator. 


X 


H 


L 


Device data added to contents of Program Counter (relative 
jump). 
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Device data jam-transferred into Program Counter (absolute 
jump). 



X = irrelevant 



TABLE 4-4 
Control Lines [CO, CI, C2] Operation 



The system designer has nearly complete freedom with the IOT instruc- 
tions. He first decides what he wants a given IOT to do, then builds the 
necessary "interpretive" logic into his peripheral interface. To retain DEC 
software compatibility, though, the designer must use the IOT instructions as 
al ready defined i n DEC ' s Small Computer Handbook and Introduction to Pro- 
gramming, and assure that the interface logic "understands" those instructions. 
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4,2,3 OPERATE INSTRUCTIONS 

The third category of instructions are termed the Operate Instructions, 
all of which have the opcode of lllp (7g). These instructions are all used 
for CPU internal operations, such as conditional and unconditional' skips, 
Accumulator/Link rotates (either right or left, and one-bit or two-bit 
shifts), clearing' and setting the Accumulator and Link, transferring data 
between the MQ Register and Accumulator, etc. These instructions use bits 
3-11 in the instruction (after the opcode 111 2 in bits 0-2) to specify the 
exact operation to be performed. All these bits are available, of course, 
since nearly all operations specified are internal to the CPU itself and do 
not require specification of a memory address or device code. 
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1 - CPU drives instruction-address onto DX lines. 

2 - Address latched into memory modules on trailing edge of LXMAR. 

3 - Memory module drives instruction onto DX lines. 

4 - CPU reads instruction from DX lines. 

5 - SWSEL line is asserted, allowing Switch Register to drive DX lines, 

6 - Switch Register data driven onto DX lines. 

7 - Switch Register data read from DX lines by CPU. 



Figure 4-2 
OSR Instruction Timing 
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A complete listing of the OPI's is given on pages D-3 to D-5 in ItP (and 
a better listing is given in the Intersil and Harris data sheets for the 6100 
device). It should be pointed out that these instructions are actually termed 
"micro-instructions", since by setting or not setting given bits in the in- 
struction word, they can be combined with one another. This cuts down the 
number of individual steps necessary in a program. It is possible, for 
example, to use a single instruction to produce 0006 g in the Accumulator by 
the combination CLA CLL CML IAC RTL. This first clears the Accumulator and 
Link, then complements the Link, then increments the Accumulator and finally 
rotates the Accumulator (through the Link) two bits to the left. The instruc- 
tion would be coded as 7327 Q by the assembler. A complete discussion of the 
operation of the OPI's is given on pages 2-18 to 2-28 in ItP. 

There is one unique OPI which is particularly noteworthy, since it acts 
somewhat like an IOT instruction. This is the OSR instruction, which OR's the 
state of the front-panel Switch Register into the CPU's Accumulator. The 
timing diagram for this instruction is shown in Figure 4-2. 



4.3 FUNDAMENTAL PDP-8 SOFTWARE 

Since the PCM-12 and PDP-8 are software-compatible, the general rule is 
that software written for either machine will run on the other. This software 
compatibility specifically includes the basic paper-tape system software that 
DEC has long offered for the PDP-8 series of minicomputers. 

For the PCM-12 user without software, DEC's PDP-8/E Extended Software 
Kit is recommended. This kit contains exhaustive documentation on the PDP-8 
"system", and several wery useful, and nearly essential, paper tapes. The 
software kit is designated number QF081-CB. It is a copyrighted system of 
software available from DEC for less than $200.00. No licensing agreement is 
required. The kit may be ordered from one of DEC's three Technical Documenta- 
tion Centers located at 2525 Augustine Drive, Santa Clara, CA 95051; 712 West 
Algonquin Road, Arlington Heights, IL 60005; or Cotton Road, Nashua, NH 03060. 
(A copy of the PDP-8 Software Catalog is available free, upon request, from 
the same address.) 
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The PDP-8/E Extended Software Kit contains the following very useful 
manuals: 

PDP-8/E Small Computer Handbook 
Introduction to Programming 
Logic Handbook (late edition) 
PDP-8 Family Utility Routines 
4K Assemblers PAL III and MACRO-8 
Self-Starting Binary Loader 
PDP-8 Pocket Reference Card 

The Small Computer Handbook is the "bible" of PDP-8 system hardware. It 
is yery useful for the PCM- 12 user who intends to develop his own custom 
interfaces for peripheral devices, and for the user wanting to gain a thorough 
understanding of PDP-8 hardware organization. It may be ordered individually 
as catalog number EB-02546-76. 

The PDP-8/A Minicomputer Handbook (catalog number EB-06219-76) is also 
very useful for anyone contemplating add-on hardware design for the PCM- 12 
system. 

Introduction to Programming (ItP) has been mentioned previously in this 
manual, and is indispensable. It may be ordered individually as catalog 
number DEC-08-XINPA-A-D. 

The Logic Handbook is a thorough treatment of DEC's available hardware 
for interfacing the PDP-8 to the user's unique equipment. As a companion to 
the Small Computer Handbook it is a useful aid in learning the PDP-8 "system". 
Catalog number EB-06036-76. 

The titles of the remaining handbooks adequately describe their contents. 
The PDP-8/E Extended Software Kit kit also contains the following binary 
paper tapes: 

PAL III Assembler 

Dynamic Debugging Technique (DDT) 

Octal Debugging Technique (ODT), high and low 

Symbolic Editor 

Self-Starting Binary Loader 

RIM-format Punch Routine 

Octal Memory Dump Routine 

Binary Punch Routine 

23-Bit Floating Point Package 
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^ Additionally, a RIM-format binary loader tape is included. (Normally 

|| this tape is not needed with a PCM-12, since the machine's front panel 
contains its own binary-format loader in control-panel read-only memory.) 

The Symbolic Editor is used to create and modify symbolic (source) 
program tapes from the Teletype keyboard, eliminating the tedious task of 
preparing such tapes off-line. The Editor is fully interactive. The editing 
changes may be verified and re-corrected, if necessary. The Editor includes a 
search feature to scan the text for occurences of a specific character or 
string. Other commands permit blocks of data to be inserted, deleted, 
appended, listed, moved or changed. The Editor is documented in Chapter 5 of 
ItP. 

PAL III is a three-pass assembler designed for the PDP-8 family of 
computers. It operates with just 4K words of memory. During the first pass 
of the assembly, all user symbols are defined and placed in the assembler's 
symbol table. During the second pass, the binary equivalent of the input 
source language is generated and punched. The assembler's third pass, which 
is optional, produces a printed assembly listing of the program instructions, 
with the location and generated binary and source code listed side by side on 
each line. The binary tape output of the second pass can be loaded into the 
PCM-12 for execution, using the ROM-stored binary loader in the front panel. 

The DEC manual entitled 4K Assemblers (listed above) contains descrip- 
tions of two PDP-8 4K assemblers, the most basic of which is PAL III. In 
addition to PAL III, the document also discusses the MACRO-8 assembler, which 
is similar to PAL III, with some additional features such as user-defined 
macros, Boolean operators, double-precision integers and floating-point 
constants, text facilities, etc. MACRO-8 has a smaller symbol table capacity, 
however, than PAL III. 

Dynamic Debugging Technique (DDT) and Octal Debugging Techhnique (ODT) 
are two debugging programs for the PDP-8. These two service programs allow 
the user to run his program on the computer and use the Teletype keyboard to 
control program execution, examine registers, change their contents and make 
alterations to the program. With DDT, the user can debug the program using 
the symbolic language of the source listing, with DDT performing all transla- 
tions to and from the binary representation. ODT has the same capabilities as 
DDT, except the programmer must use octal representation, instead of the 
mnemonic symbols. Chapter 5 of ItP discusses the features of both of these 
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de-bugging routines. 

The RIM and BIN punch programs provide the means for punching informa- 
tion contained in selected memory locations in RIM or BIN format via the 
ASR-33 Teletype paper-tape punch. 

A detailed description of the various loaders, verifiers, duplicators, 
conversion and printing routines is given in the PDP-8 Family Utility Routines 
handbook, listed above. 

The 23-Bit Floating Point Package (FPP) provides an easy means for 
performing basic arithmetic operations such as addition, subtraction, multi- 
plication and division using floating-point numbers. It also provides 
extended function capabilities for the computation of natural logarithms, 
exponential functions, basic trigonometric functions and the like. The 23-bit 
FPP maintains a high degree of precision and greatly facilitates I/O 
operations in floating-point notation. Chapter 8 of ItP describes the 
functional features of the 23-bit FPP. 

4.4 ADVANCED PROGRAMMING LANGUAGES 

DEC provides many high-level -language software packages for the PDP-8. 
The most popular are FOCAL, BASIC and FORTRAN, although several others are 
also listed in the software catalogs. 4K ALGOL is available from DECUS for 
about ten dollars. DEC's DIBOL is an advanced business-applications language 
somewhat similar to COBOL, but much easier to learn and use. 

8K and 16K SPL are two very powerful high-level FOCAL-like languages 
available directly from PC/M, Inc. 

The easiest high-level language to learn on the PDP-8 or PCM-12 is 
FOCAL (or better yet, SPL). DEC's FOCAL-8 is an interactive language 
(algebraic) developed specifically for the PDP-8/E. FOCAL' s. desk-calculator 
mode of operation makes the full computational power of the computer available 
to the user in response to simple sentence-structured keyboard commands. 
FOCAL is similar to BASIC and FORTRAN in many respects, but is more easily and 
quickly learned. The dynamic combination of computational capability and 
simplicity makes FOCAL-8 an ideal language for on-line problem solving without 
having to master a complex programming language. FOCAL-8 requires only 4K 
words of memory, yet it offers a full range of mathematical functions, 
extendable I/O and versatile self-editing capabilities. 
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PC/M's 8K SPL is an extended version of FOCAL requiring a minimum of 8K 
words of memory. 16K SPL is intended to run under DEC's OS-8 mass-storage 
operating system, with at least 16K words of memory. 

From DEC, the 4K FOCAL-8 binary paper tape is available as catalog 
number DEC-08-LFL8A-A-PB for about ten dollars. The manual on the language is 
catalog number DEC-80-LFL8A-A-D. Using other tapes which are readily 
available, this 4K FOCAL system can be extended for use with 8K or more words 
of memory (though for users with at least 8K of memory 8K SPL is a better 
choice). Other versions of FOCAL are available from DECUS for less than ten 
dollars. 

DEC makes available two forms of paper-tape FORTRAN for the PDP-8. One 
is for 4K machines and the other is for 8K and larger machines. For each 
version, the "document" handbook and binary paper tapes run about fifty 
dollars. See the PDP-8 software catalog for detailed listings of these 
offerings. (FORTRAN IV is also available, as an add-on to the OS-8 operating 
system.) 

Probably the most popular high-level language today is BASIC. The least 
expensive form of this language (4K BASIC) is available from PC/M for less 
than ten dollars. 

For the PDP-8, DEC makes available several forms of BASIC, many of which 
are parts of their EduSystem software packages. Their 8K BASIC, however, is a 
stand-alone form of paper-tape BASIC. The manual for this BASIC interpreter 
costs about ten dollars from DEC. The binary paper tape costs about one 
hundred dollars, however, and at this price level the user would be much wiser 
to purchase 8K SPL from PC/M. 

The user who is interested in exploring the mountain of available PDP-8 
software should obtain a copy of the DEC PDP-8 software catalog, and a copy of 
the DECUS PDP-8 catalog as well. The latter is available at very nominal cost 
from DECUS at One Iron Way, Marlboro, MA 01752. 



4.5 PCM-12 BINARY BOOTSTRAP ROUTINE 

The binary-format loader routine, which resides in the control-panel 
PROM's on the PCM-12, is capable of loading into memory any PDP-8 compatible 
binary-format program, from either paper tape or audio cassette. The binary 
program may have been generated by any of the PAL III, PAL D, PAL 8, or 
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MACRO-8 assemblers, or Intersil's FOPAL FORTRAN cross assembler for the IM6100 
microprocessor. The tape may contain diagnostic messages. The BIN BOOT 
routine is functionally identical to DEC's binary loader for the PDP-8, but 
does not require any space in main memory. Thus, the top page of memory 
(locations 7600g-7777g), which is normally used to hold the RIM and BIN 
loaders, is available for the programmer's use. 

Tapes to be loaded by the BIN BOOT routine must be in binary-coded 
format and have a few inches of leader-trailer code (any code with channel 8 
punched - preferably code 200) at both ends of the tape. The first two char- 
acters after the leader represent the address, or "origin". The initial 
character of the origin has no punch in channel 8, but channel 7 is punched. 
The second character designating the origin has no punch in either channel 7 
or channel 8. The following data characters also have no punch in either 
channel 7 or 8. A 12-bit data word is represented by two adjacent 6-bit 
characters on the tape in channels 6 through 1, channel 6 of the initial 
character being the most significant bit. The data characters are loaded into 
sequential memory locations following the origin set-up. If more than 4K of 
memory is used, the assembler outputs a "field-setting" command of the form 11 
XXX 000 (in channels 8-1) to indicate the memory field into which the follow- 
ing data is to be loaded. If, for example, XXX were 101, all data following 
the field designator would be loaded into memory field 5. Trailer tape is 
similar to the leader. A concluding 2-character group just before the trailer 
represents the checksum and has no punches in channel 7 or 8. 

When any of the PDP-8 assemblers are used to produce a binary tape, a 
checksum is automatically punched at the end of the tape. This is the sum of 
all data on the tape including the origin, but excluding diagnostic messages, 
leader/trailer code and field-setting data. The checksum is accumulated 
character-by-character, not word-by-word. Carry out of the Accumulator is 
ignored. 

If the checksum accumulated while using the binary-format loader does 
not agree with the last two characters on the tape (i.e., the checksum on the 
tape calculated and placed there by the assembler), an error in loading has 
occurred. 

The PCM-12 will halt after the tape has been loaded. At this point, the 
content of the Accumulator should be zero if the tape was read without error. 
If not, the tape must be re-loaded. 
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If the tape was started before the leader, the PCM-12 will halt at the 
first leader character, with the Accumulator content equal to 7600g or 0000 g , 
depending on the number of blank characters read before the leader. 

The binary-format loader routine may be used to load a binary tape into 
any valid memory field. However, if the 12540 Memory Extender module is not 
present in the system, any field-setting data on the binary tape are ignored. 

A listing of the binary loader routine, a part of the 12530 control- 
panel software, will be found at the end of Section 2.0. The routine proceeds 
as follows: the incoming character is first tested to see if it is a 
"rub-out" (all eight channels punched). If this is the case, all subsequent 
data coming from the reader are ignored until another rub-out is found. This 
is the mechanism by which the assemblers diagnostic messages are detected; 
they are preceded and followed by a single rub-out character. Within the 
diagnostic message any character is valid except, of course, a single rub-out 
character, which would conclude the diagnostic message. Note that two 
consecutive rub-outs within the diagnostic message would, in effect, be 
ignored. 

Next, the character is tested to see if it is leader/trailer or field- 
setting code. Leader information is ignored. A "change data-field" routine is 
executed if the character is in field-setting format. 

If the character is not a part of a diagnostic message, leader/trailer 
or field-setting, then it is part of an origin address or contains part of a 
data word, and is part of the checksum. The appropriate course is followed. 
The, binary loader always looks ahead one character to see if trailer code 
follows the character just read. If it does, then the two characters read 
just before the trailer was found are the checksum. 



4.5.1 PROCEDURE FOR LOADING A BINARY-FORMAT TAPE 



1. Bring the machine to HALT state. Raise, and release, RESET switch. 

2. Place the binary-format tape to be loaded in the reader. The leader 
code on the tape must be over the read head. Assure that the reader 
is "on-line". 

3. Load the Data Field register with the binary code for the field into 
which it is desired to load the program, using the EXTD ADDR load 
switch and the SWITCH REGISTER. (This step is unnecessary if the 
12540 Memory Extender is not present in the system.) 
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4-. If the low-speed reader Is in use, set SWITCH REGISTER bit to "l" 
(up), and all other SWITCH REGISTER bits to "0" (down). If the 
high-speed reader is to be used, all SWITCH REGISTER bits should be 
set to "O" (down). 

5. Activate the BOOT switch. The tape should begin to read in. The 
PCM-12 will halt at the end of the tape. While the tape is being 
read in, the MEMORY ADDRESS display shows the address into which 
each data word is loaded and the Display lamps show the data word 
itself, regardless of the position of the Rotary Switch. 

6. When the machine halts at the end of the tape, the Accumulator holds 
the checksum result, which should be zero. If the Rotary Switch was 
in the AC position when the machine halted, the Display lamps will 
automatically show the checksum result at the end of the load. If 
not, it is necessary to place the Rotary Switch in the AC position 
and activate the EXAM switch to read the checksum. The MEMORY 
ADDRESS display shows the address of the last word deposited to 
memory. The Data Field register on the 12540 module remains set to 
the last data field specified by the binary tape. 

Now, to start the program: 

1. Lift, and release, the RESET switch. 

2. Load the Instruction Field register on the 12540 Memory Extender with 
the field in which the program starts. Load the Data Field register 
to the proper data-field setting (usually the same as the instruction 
field). 

3. Place the starting address of the program in the SWITCH REGISTER. 
Activate the ADDR LOAD switch. 

4. Bring the RUN/HALT toggle switch to the RUN position. 

5. Activate the CONT/SNGL INST switch. 
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SECTION 5.0 
FUNDAMENTAL MACHINE OPERATION 

This section contains a detailed discussion of the fundamental hardware 
operations of the PCM-12 Omega microcomputer, including operation of the 12510 
CPU module. The user who would like to thoroughly understand all machine 
operations should carefully review this material, as well as the Intersil 
documentation on the IM6100 microprocessor. 



5.1 12510 CENTRAL PROCESSOR UNIT 

The 12510 CPU module is the heart of the Omega microcomputer. It is an 
improved re-design of the PCM-12's original 12010 CPU. The double-sided, 
plated- through printed-circuit board contains the IM6100 CMOS microprocessor 
device and the necessary logic to interface it to the PCM-12 1 s TTL-level bus 
structure. The 12510 module contains the 4.0 MHz system clock, as well as 
another crystal -controlled oscillator whose output is divided down to provide 
the 614.4 KHz square-wave BAUD RAT bus signal. Also contained on the module is 
logic to develop the INTGNT* H bus signal, clock-speed switching circuitry 
which the user can activate while testing, the system's RAM memory space, 
circuitry to provide the ability for the user to store or retrieve control- 
panel memory data directly from main-memory (and vice-versa), and logic to 
allow "hidden" routines stored in control -panel memory to be executed from the 
user's main-memory program. 

5.1.1 CPU MODULE LOGIC OPERATION 

See Drawing 12512, the schematic diagram for the 12510 CPU module. All 
output signals from the IM6100 microprocessor are driven onto the PCM-12 bus 
through TTL drivers. Signals which are heavily used in the system use 
high-current drivers. Signals which are used by only a few modules use TTL 
gates for bus drivers. 

The bi-directional , multiplexed data/address lines, DX0-DX11, are 
interfaced to the microprocessor through devices U27-U30. For "read" data 
going to the microprocessor, type 74LS365 devices are used at U27 and U30. 
These are enabled by gate U26B whenever the IM6100 timing signal XTC is high 
and one of the SELect signals (MEMSEL, CPSEL, DEVSEL or SWSEL) is asserted 
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low. Write-data and addresses are driven from the microprocessor onto the bus 
through the 74365 devices at U28 and U29. These drivers are enabled by gate 
U23D, so that bus data is valid whenever timing signal XTB is high, except 
during a direct-memory-access (DMA) operation, when DMAGNT is asserted high. 
During the time that U28 and U29 are third-stated (i.e., not enabled) the CPU 
module allows the bus DX lines to "float". 

The microprocessor output lines XTA, XTB, XTC and DMAGNT are driven onto 
the bus through sections of 74365 and 74LS365 drivers U21 and U25. XTA, XTB 
and DMAGNT are never third-stated. XTC and the other five signals driven onto 
the bus by U25 (MEMSEL, CPSEL, DATAF, LXMAR and DEVSEL) are third-stated 
during a DMA operation, while pin 1 of U25 is pulled high. All lines left 
floating by the CPU during a DMA operation are asserted by a DMA port, which 
is part of a (optional) device-interface for a high-speed peripheral, such as 
the 12430 hard-disk interface. 

The microprocessor output signals IFETCH, SWSEL, and INTGNT are driven 
onto the bus through sections of 74LS365 device U20, while LINK and RUN are 
driven by sections of U16. None of these bus signals is ever third-stated. 

The Baud-rate oscillator and the system-clock oscillator are independent 
oscillators contained in U12. The system-clock oscillator runs at 8.0 MHz, 
and is divided down to 4.0 MHz by flip-flop U5A before delivery to the 
microprocessor through the A-B jumper, and bus line 7 through gates U10C and 
U10D. The Baud-rate oscillator runs at 9.216 MHz and is divided by a factor 
of 15 before delivery at 614.4 KHz to bus line 44. The divide-by-15 circuitry 
is composed of flip-flops U14 and U17, and gate U10A. The square-wave output 
of the divider is driven onto the bus through U16E. 

The bus lines CO, CI, C2, WAIT, CPREQ, DMAREQ, RESET, SKIP and RUN/HALT 
are all input control or request lines to the CPU. These are all asserted, at 
various times, by logic on the control -panel, memory, or device-interface 
modules. The assertion level of all these lines is a TTL low; they are 
normally held in the high state by pull-up resistors in Rll, R12, or R13. 

Pin 8 on the microprocessor is the peripheral-device interrupt-request 
input. It has an active-low assertion level. Thus, interrupt requests can be 
prevented from propagating through to the microprocessor by asserting the 
INTDIS bus line to a logic low, due to the action of gate U13C. This is often 
done for brief intervals by the Interrupt-Inhibit Flip-Flop (IEFF) on the 
12540 Memory Extender module, when this module is present in the system (see 
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Section 7.0). Interrupt requests from peripheral devices are routed to gate 
U13C through gate U10B, which acts as an inverter. 

The IM6100 can be clocked by the on-board oscillator U5 or, in SNGL CLK 
(single-clock) mode, from a front-panel toggle switch. The former source is 
selected when the bus line FREERUN is high; the latter when FREERUN is low. 
The synchronizing flip-flop U8B prevents clock "slivers" from reaching the 
microprocessor when switching from one clock source to the other. 

The multiplexer device U22 is used to allow the user's main-memory 
program to send data to/from control -panel memory, and vice versa. When the 
CPMEM bus line (line 47) is high (its normal unasserted state), all assertions 
of pin 37 on the microprocessor are routed to the MEMSEL bus line, and all 
assertions of pin 38 are driven onto the CPSEL bus line. This is the IM6100 
microprocessor's normal mode of operation. When CPMEM is driven low (by U1B, 
for example), however, assertions of pins 37 and 38 while DATAF is high will 
be driven onto the CPSEL bus line. This allows main-memory and 
control -panel -memory programs to indirectly access (i.e., send data to and 
retrieve data from) control-panel memory at the user's pleasure. 

The processor IOT instruction CAF (6007g) is implemented on the 12510 
module using a few gates and a section of quad-D flip-flop U6.. The decoder 
device U15, and gates U7A, U9C and U3A decode the CAF when it is fetched from 
memory, and the output of U3A brings pin 5 of U6 high. U6 is clocked by U23A 
during the time in each instruction-fetch cycle when U3A's output is valid, so 
if a CAF is being fetched, pin 6 of U6 will be clocked low. Then in the 
succeeding IOTA cycle, while DEVSEL is asserted and XTC is high, U3C will 
deliver a drive pulse to the base of Ql, and the RESET bus line will be 
briefly pulled low by Ql's collector. This implements the CAF operation. 

5.1.2 SPECIALIZED INSTRUCTIONS FOR THE 12510 CPU MODULE 

Seven specialized instructions are implemented on the 12510 module to 
provide some additional functions to the system which increase the computer's 
general utility and take advantage of some of the microprocessor's unique 
capabilities. These seven instructions are described in Table 5-1: 

(next page) 
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MNEMONIC 


OCTAL 


DESCRIPTION 


CPEN 


61Y1 


Enable all succeeding indirect operands to come-from or 
go-to control -panel memory, rather than main memory. This 
condition remains in force until the next MEMEN 
instruction is executed. 


MEMEN 


61Y2 


Restore normal operation of the microprocessor; all 
indirect operands shall come-from or go-to main memory. 


CPRQ 


61Y3 


Force entry to control -panel memory immediately after 
execution of this instruction. 


SKCPR 


61Y4 


Skip the next instruction if the CPRQ flip-flop is set, 
and clear the flip-flop. 


HISP 


61 YS 


Cause the micropocessor clock signal to double in 
frequency to 4.608 MHz during all succeeding DATAF cycles. 
This condition remains in force until the next LOSP 
instruction is executed. 


LOSP 


61Y6 


Restore the microprocessor clock frequency to 2.304 MHz in 
all succeeding cycles, including DATAF cycles. 


VCTR 


61Y7 


Cause the 6101 PIE device which produced the current 
interrupt, if any, to generate its interrupt vector. 



TABLE 5-1 
Instruction Set for 12510 CPU Module 



Most of the logic in the upper-right sector of Drawing 12512 is used to 
implement the specialized functions of the 12510 CPU module described in Table 
5-1. These functions are implemented through the seven special IOT instruc- 
tions, 61Y1-61Y7; Y being the (selectable) least-significant octal device-code 
digit, which is decoded by device U15. The most-significant six bits of the 
instruction are decoded by gate U9B and the enable inputs on U15. If the 
most-significant nine bits of the instruction are true, the output of gate U7B 
will be high. The quad-D flip-flop U6 is clocked by gate U23A during every 
instruction-fetch cycle, on the trailing edge of XTA. If one of the special 
IOT's 61Y1-61Y6 is being fetched from memory, then (since pin 4 of U7B is 
high) pin 10 of U6 will be clocked high, and the one output of U2 (pins 9-14) 
which corresponds to the specific instruction will be asserted low at DEVSEL 
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time during the following IOTA cycle. 

Flip-flop U4A and gate U1B implement the control -panel -memory access 
ability, described above. When the CPEN (61Ylg) instruction is executed from 
main memory, flip-flop U4A will get set, enabling gate U1B to pull the CPMEM 
bus line low. With U4A set, every indirect access to memory will go-to/come- 
from control-panel memory (i.e., the instruction itself and the pointer will 
come from main memory, but the operand will come-from or go-to control-panel 
memory while the DATAF line is asserted high). This condition remains in 
force until a MEMEN (61Y2g) instruction is executed, which causes flip-flop 
U4A to get reset. Note that the CPEN and MEMEN instruction pair is meant to 
be used by main-memory programs only; gate U1B is disabled for a period of one 
instruction after each assertion of the CPSEL bus line during a I FETCH cycle. 
This action is implemented by gate U18D and pin 15 of U6 5 and prevents 
assertion of the CPMEM bus line by U1B during (asynchronous) TIMER-generated 
control -panel i nterrupts. 

Flip-flop U4B is used to implement the special CPRQ instruction (61Y3 g ). 
When the CPRQ is executed, flip-flop U4B gets set, and gate U1A pulls the 
CPREQ bus line low. This forces an entry to control-panel memory on the very 
next cycle after execution of the CPRQ is completed. In the control -panel 
routine, the SKCPR (61Y4 g ) instruction can then be used to skip an instruction 
if U4B is set, allowing a determination to be made that it was the CPRQ 
instruction that caused the entry to control -panel memory. Execution of the 
SKCPR also resets U4B if it is set. This logic allows software "traps" to 
control-panel memory, where hidden routines may reside which the user may wish 
to implement without using space in main memory. 

The special instructions HISP (61Y5 g ) and LOSP (61Y6 g ) are used to aid 
in testing of memory. It is a peculiarity of the 6100 microprocessor that it 
requires faster memory speed while fetching instructions than it does when 
indirectly accessing memory data. Since indirect accesses are the only 
practical way to test memory, it is necessary to test memory devices at a 
higher speed than normally required in order to assure that they have an 
adequate access-time margin to be reliable for use as program memory. This 
can be brought about, while testing memory, by forcing the microprocessor to 
run faster during the indirect-execute cycle (DATAF high). Flip-flops U5B and 
Ull, and gates U23B and U7C are used to implement the HISP/LOSP functionality. 
The flip-flops in Ull are used to divide the 9.216 MHz output of U12 by either 
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2 or 4. The divide factor is 4 if DATAF is low, and 2 if USB is set and DATAF 
is high. To test memory, the normally-installed A-B jumper is moved to A-C, 
and the F-H jumper is temporarily installed. This causes the microprocessor 
to run at 2,304 MHz, except during DATAF cycles while USB is set, when 
microprocessor speed is 4.608 MHz. During execution of the memory test 
program, just before an indirect access is made to the memory space under 
test, a HISP instruction is executed, which causes flip-flop USB to be set. 
All subsequent indirect-executes (DATAF high) will then take place at 4.608 
MHz, placing the desired speed stress on the memory devices under test. The 
LOSP (61Y6g) instruction is used to reset USB before the next indirect access 
is required to the memory space containing the test program. Note that 
control-panel interrupts are disabled by gate U7D during the time USB is set, 
to protect against asynchronous TIMER-generated requests. 

The. VCTR instruction (61Y7 g ) is used to enhance the vectoring capability 
of I/O modules which employ the 6101 PIE device. Normally the PIE devices 
generate their interrupt vector when the first IOT instruction is generated 
after the INTGNT (interrupt-grant) bus line goes high. However, some 
additional ease in programming interrupt routines can be brought about if 
vectoring is delayed until a special instruction for this purpose is executed. 
That is the function of the VCTR instruction, which is implemented using flip- 
flop U8A and gates U3B, U18A, U23C and U16B. Normally flip-flop U8A is in the 
reset state (pin 5 low). However, as soon as a device interrupt is recognized 
and the INTGNT bus line is. pulled high, pin 4 of U16 goes low, putting U8A in 
the set state. When the VCTR instruction is fetched from memory, it is 
decoded by U3B and pin 2 of U6 is clocked high. This causes gate U18A to 
assert the INTGNT* bus line, which allows the appropriate PIE device receiving 
its pin 2 (INTGNT) input from the INTGNT* line to generate its interrupt 
vector. On the \/ery next instruction (which will not be a VCTR), U3B's output 
will be low, and pin 3 of U6 will clock U8A reset, pulling INTGNT* back low. 
This comletes the actions associated with the VCTR instruction. 

For a system including the 12540 programmable real-time clock function, 
as well as PIE-driven I/O interfaces and DEC-compatible (non-PIE) I/O 
interfaces, interrupts are prioritized into three groups. The highest 
priority is the real-time clock, whose INTGNT input (pin 39 on the 6102 
device) comes from the INTGNT bus line. This device will vector off the first 
IOT of any type executed after the interrupt is recognized and the INTGNT bus 
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line goes high. An IOF instruction (6002„) can be used for this purpose. The 
next highest priority devices are the PIE-driven modules, which should receive 
their INTGNT input from the INTGNT* bus line. These will vector when the 
special VCTR instruction is executed. The lowest-priority group is the 
non-vectoring DEC-compatible I/O devices, where the normal DEC-style skip 
chain execution is required to determine which device generated the interrupt. 
(Of course, if desired, one or more skip-type devices may be given a higher 
priority than the PIE-driven devices by attempting a skip off their interrupt 
flag before executing the VCTR instruction.) A typical entrance to an 
interrupt, then, may resemble the following: 

DCA SAVAC /SAVE THE ACCUMULATOR CONTENTS. 

GTL /GET THE LINK, 

DCA SAVLNK /AND SAVE IT. 

IOF /VECTOR TO CLOCK ROUTINE IF NECESSARY. 

GTF /GET THE FLAGS, 

DCA SAVFLG /AND SAVE THEM. 



/DO ANY OTHER REQUIRED OPERATIONS TO SAVE THE MACHINE'S STATE. 



VCTR /SEE IF ANY PIE DEVICE VECTORS. 

SKDEV1 /IF NOT, TRY SKIPPING OFF FIRST NON-VECTORED DEVICE. 

SKP /IF NOT THIS ONE TRY NEXT ONE. 

JMP I DEVI /GO TO SERVICE ROUTINE FOR FIRST NON-VECTORED DEVICE. 

SKDEV2 /TRY NEXT (LAST) NON- VECTORED DEVICE. 

SKP 

JMP I DEV2 /GO TO SERVICE ROUTINE FOR LOWEST-PRIORITY DEVICE. 



/RESTORE MACHINE STATE. 



ION /TURN INTERRUPTS BACK ON (AFTER NEXT INSTRUCTION). 

RETURN /RETURN = JMP I ZERO, OR POPJ WITH 12540 STACK MODULE. 



The instructions after the JMP I DEV2 above are used to provide an orderly 
return to the main-line program in case the previous instructions fail to 
detect which device caused the interrupt. This can happen if the clock 
requests an interrupt (pulling the 12540 module's PROUT line low, and thus 
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disabling all PIE devices from vectoring) between the time the IOF and VCTR 
instructions are executed when the original interrupt was caused by a PIE, 
The result would be that the VCTR instruction would not cause the interrupting 
PIE to vector, and execution would then return to the main program. Since the 
clock interrupt request would then still be pending, another interrupt would 
immediately take place, and the clock would get service. This would be 
followed by another interrupt, which would service the PIE which had requested 
the original interrupt. The instructions after the JMP I DEV2 also protect 
the system from a noise-induced interrupt; since the interrupting device could 
not be determined, execution would simply return to the main-line program. 

5.1.3 HARDWARE SETUP OF 12510 MODULE 

The 12510 CPU module contains a few jumper-pad groups intended for 
selecting the operating mode of the module. These jumper groups are discussed 
in the next few paragraphs. 

The A-B-C jumper-pad group is used to select the microprocessor's clock 
speed. For normal operation, a jumper strap is soldered from pad A to pad B, 
and the microprocessor runs at 4.0 MHz. For memory testing, however, the A-B 
jumper is omitted, and a (temporary) strap is installed instead from pad A to 
pad C. This causes the microprocessor to be clocked at 2.304 MHz. (Also see 
discussion of F-H jumper, below.) 

The D-E jumper is normally omitted, so that the CPEN, MEMEN, CPRQ and 
SKCPR instructions are available to the programmer. If this jumper is 
installed, however, these four instructions are permanently disabled. This 
might be desireable in systems which will run DEC-written software only, where 
none of these four instructions will ever occur. 

The F-H jumper is normally omitted, which disables the HISP and LOSP 
instructions. When testing memory, however, this jumper shoud be temporarily 
installed, so that HISP and LOSP can be included in the memory-test software. 

The R-T-U-V-W-X-Y jumper pad group is used to select the least- 
significant device-code digit for the seven specialized 12510 instructions 
described in Table 5-1. To select device-code 12 g (the normal device-code 
used for these instructions), place a jumper from pad Y to pad T. Other 
possible device codes are llg (jumper Y-R installed), 14 g (jumper Y-U 
installed), 15 g (jumper Y-V installed), 16 8 (jumper Y-W installed), and 17 8 
(jumper Y-X installed). 
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5.2 CPU TIMING 

The timing for the most fundamental CPU lines is illustrated in Figures 
5-1 and 5-2. The T-state square wave shown is internal to the IM6100; it is 
not available externally as a timing reference. However, all machine timing 
is derived from this waveform, so it is an important reference point in CPU 
timing discussions. Note that the frequency of this waveform is one-half the 
frequency of the CPU clock. 

All machine cycles are composed of either five or six T-states (often 
referred to simply as "states"). Cycles which do not involve a "write" 
operation consist of five states (Figure 5-1). When a "write" is called for, 
the cycle is extended to six states (Figure 5-2). 

Each instruction requires 2, 3 or 4 cycles to be fetched from memory and 
completely executed. The first cycle is always an instruction-fetch cycle 
consisting of five states. The remaining cycles can consist of either five or 
six states each. Thus, a complete fetch-and-execute can consist of 10, 11, 
15, 16, 17, 21 or 22 states. Table 4-1 details the number of cycles, and 
states, in each type of instruction. 

An instruction fetch-and-execution begins with an instruction-fetch 
cycle which looks like that shown in Figure 5-1. The IFETCH line is asserted 
high throughout the duration of this cycle to indicate an instruction is being 
fetched. The CPU puts the address of the instruction on the DX lines 
throughout the first T-state. This address is then latched into memory by 
using the trailing edge of the LXMAR pulse. Next, the MEMSEL line is asserted 
by the CPU to allow the selected memory devices to drive the DX lines with the 
instruction data from the addressed location. This data is picked up from the 
DX lines by the CPU on the rising edge of T3. The rest of the cycle is then 
used by the CPU for internal operations. 
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Request lines RESET, CPREQ, DMAREQ, INTREQ and RUN/HALT flip-flop 
(internal to IM6100) are sampled at this point in last execute-cycle of 
each instruction. If no overriding actions are requested by these lines, 
CPU will fetch an (the next) instruction in the next cycle. 

CPU samples the WAIT line at this point. If it is found asserted, the CPU 
will extend the T2 state an integral number of system-clock cycles until, - 
sampling the WAIT line once each system-clock cycle, it finds the WAIT 
line has returned to the non-asserted state. Processing will then 
continue at the point in the cycle where the WAIT began. 

3 *• CPU reads DX lines at this point (allow at least 100 ns set-up time). 

4 - If the cycle is an instruction-fetch, I FETCH will be asserted throughout 

the cycle. 

5 - In most cycles either the MEMSEL, CPSEL or SWSEL line will asserted, 

depending on whether the cycle involves main-memory, control-panel memory, 
or the front-panel Switch Register, respectively. 

CPU puts address or instruction (whichever is appropriate for the given 
cycle) onto the DX lines during this time. This information is latched 
into memory modules and peripheral interfaces by the trailing edge of the 
LXMAR pulse. 

7 - Memory or Switch Register (whichever is selected by SELect line) puts data 
to be read by CPU onto DX lines during this period of time. 



6 - 



Figure 5-1 
Basic 5-state Cycle Timing 
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The next cycle may be the first (and possibly only) execute cycle, or it 
may be an "indirect" cycle. The latter type of cycle is entered when the 
instruction fetched is an indirectly-addressed memory-reference-instruction 
(MRI). (For a discussion of instruction types, memory organization, and the 
distinction between direct and indirect addressing, see Section 4.0.) If the 
instruction is auto-indexed, the indirect-cycle will consist of six states; 
otherwise an indirect-cycle has just five states. Execute cycles may consist 
of either five (MRI and Operate instructions) or six (MRI and IOT 
instructions) states. Some instructions require one, and some two, execute 
cycles. 

The six-state cycle shown in Figure 5-2 is similar to the five-state 
cycle, except that the cycle has been extended one state so that the CPU can 
write data into memory or a peripheral device. To accomplish this operation 
the CPU puts the data on the DX lines throughout state T6. A SELect line 
(MEMSEL, DEVSEL or CPSEL) is then asserted by the CPU to actuate the "write" 
operation. The data is normally strobed into the memory or peripheral device 
on the trailing edge of the SELect pulse. When the SELect line is asserted by 
the CPU, the logic in the memory or device interface differentiates between a 
, "read" and "write" operation by monitoring the XTC line. When this line is 
high, an assertion of a SELect line calls for a "read", and when low a 
"write". Note that every "write" operation is preceeded by a "read", which in 
most (but not all) cases is ignored by the CPU. During an auto-indexed 
indirect-cycle, however, the CPU does use the information picked up in the 
"read" part of the cycle, to determine the "pointer" address. And during the 
execute cycle of an ISZ instruction a meaningful "read" is performed to pick 
up the the data in the addressed location just before it is incremented. 
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Note: DX lines are third-stated during time signified by shaded area. 

Request lines RESET, CPREQ, DMAREQ, INTREQ and RUN/HALT flip-flop 
(internal to IM6100) are sampled at this point in last execute-cycle of 
each instruction. If no overriding actions are requested by these lines, 
CPU* will fetch an (the next) instruction in the next cycle. 

CPU samples the WAIT line at, this point. If it is found asserted, the CPU 
will extend the T2 state an integral number of system-clock cycles until, 
sampling the WAIT line once each system-clock cycle, it finds the WAIT 
line has returned to the non-asserted state. Processing will then 
continue at the point in the cycle where the WAIT began. 

CPU reads DX lines at this point (allow at least 100 ns set-up time). CPU 
also reads state of CO, CI, C2 and SKP lines at this point in IOTA cycles. 



4 - CPU samples the WAIT line again at this point. If WAIT is found asserted, 

the T6 state will be extended an integral number of system-clock cycles. 

5 - In most cycles either the MEMSEL, DEVSEL or CPSEL line will be asserted, 

depending on whether the cycle involves main-memory, an external device, 
or the control -panel memory, respectively. 

6 - CPU puts address or instruction (whichever is appropriate for the given 

cycle) onto the DX lines during this time. This information is latched 
into memory modules and peripheral interfaces by the trailing edge of the 
LXMAR pulse. 

7 - Memory module or device interface (whichever is addressed) puts data to be 

read by CPU onto DX lines during this period. 

8 - CPU puts data to be written into a memory location or device interface 

onto the DX lines during this period. 

Figure 5-2 
Basic 6-State Cycle Timing 
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5,2,1 DETAILED CPU TIMING 

While the timing diagrams given in Figures 5-1 and 5-2 adequately detail 
the relationships between several of the time-critical lines on the CPU 
device, it should not be inferred that all edges of the illustrated signals 
are perfectly coincident in time, as shown. When the user designs custom 
interfaces for the PCM-12 (or the IM6100 as a stand-alone processor), he must 
be aware of the small timing differentials that appear between the various CPU 
signals. For this purpose he should consult the Intersil data sheet on the 
IM6100 device. Figure 5-3 shows some typical timing differentials between the 
illustrated signals, as measured on the PCM-12 Omega backplane bus. Because 
of the point of measurement, these figures include the delays caused by the 
bus-interfacing logic. 



T-states 



250 ns (with 4.0 MHz system clock) 



J* 




INTGNT -^j 
DATAF — M 



SELect 



(45ns CPSEL 
M60ns MEMSEL 
(40ns DEVSEL 



50ns CPSEL 

50ns MEMSEL 

15ns DEVSEL 

15ns SWSEL 



Figure 5-3 
CPU Timing Differentials 
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Note that the first signal to appear in each cycle is the rising edge of 
XTC. Therefore this signal is used as a reference from which several other 
delay measurements are made. (The timing lines XTA, XTB, and XTC are actually 
used by the IM6100 to develop the other signals shown, so the latter are bound 
to be delayed with respect to the 'X 1 lines.) Particularly noteworthy is the 
delay on the IFETCH line. This line does not come to the asserted state until 
115 nanoseconds (ns) after it is expected, according to Figure 5-1. :And, 
because it is so slow, it actually overlaps into the next cycle before again 
going low. A similar phenomenon occurs with DATAF, although to a lesser 
extent (70 nanoseconds). These delays however, are not detrimental, since 
these lines are not normally used for critical timing operations. 



5.3 PROCESSOR OPERATION PRIORITIES 

As indicated in Figures 5-1 and 5-2, the IM6100 samples the RESET line, 
the request lines CPREQ, DMAREQ, and INTREQ, and the state of its internal 
RUN/HALT flip-flop on the rising edge of T2 during the last execute cycle of 
each instruction, to determine what it should do next. If any of the request 
lines is asserted, or if the RUN/HALT flip-flop has gone to the HALT state, or 
if the RESET line is asserted, the CPU will perform the requested operation 
next. In the case of two or more of these conditions existing at the time of 
the sample, the CPU will perform the requested operation having the highest 
priority, as listed below. If none of these conditions exist, the CPU will 
fetch and execute the next sequential instruction, and again sample the 
request lines, etc. 

The priorities, from highest to lowest, are: 

RESET If the RESET line is asserted low at the sample time, the CPU 

immediatly sets its Program Counter to 7777g, clears the 
Accumulator and Link, and puts the CPU in tne HALT state. 
While halted the CPU continues to cycle and generate the 
timing signals XTA, XTB and XTC. 

CPREQ If the RESET line is not found to be asserted, but the CPREQ 

line is, the CPU grants the control panel request at the end 
of the current instruction. See Figure 5-8. 

RUN/HALT If neither the RESET line nor the CPREQ line is asserted, but 
the CPU finds its internal RUN/HALT flip-flop in the HALT 
state, it enters the HALT state at the end of the last 
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execute cycle of the current instruction. While halted the 
CPU continues to generate timing signals XTA, XTB, and XTC. 

DMAREQ If none of the aforementioned conditions exist, and the CPU 

finds the DMAREQ line asserted, it grants the DMA request at 
the end of the current instruction. See Section 5.5. 

INTREQ If neither RESET, control -panel request, HALT, nor DMA action 

is indicated, and the INTREQ line is found asserted, the CPU 
will grant the interrupt request at the end of the current 
instruction. See Section 5.4. 

IFETCH If none of the above actions is indicated, the processor will 

fetch the next sequential instruction. 

The above priority heirarchy is supplemented by internal and external 
logic and by program software. For example, when the CPU has begun executing 
a device-interrupt routine (INTGNT high), or is waiting for a DMA action to be 
completed, control-panel interrupt requests are inhibited by gates on the 
12530 control-panel printed-circuit board. During the processing of a 
control-panel interrupt, device-interrupt requests and DMA requests are 
ignored by the CPU. When the CPU grants a device-interrupt request, it 
ignores further interrupt requests until the interrupt system is re-enabled by 
an ION instruction. 



5.4 DEVICE INTERRUPT TRANSFERS 

The program-interrupt method is used to transfer data between the CPU 
and peripheral devices when it is unacceptable to have the CPU wait for the 
device to indicate that it is ready to output or accept a new data transfer. 
Using the interrupt system, the CPU is free to go about execution of the 
"background" program until the external device indicates it is ready for a 
transfer by requesting an interrupt. This avoids the need to put the pro- 
cessor into a "wait-loop". 

An external device requests an interrupt by asserting the INTREQ bus 
line (line 24) to the low state. If no higher priority operation (viz., 
RESET, control panel request, HALT, or DMA request) is active when the 
processor finishes executing the current instruction, the machine will grant 
the interrupt request at that time if the interrupt system is enabled. The 
interrupt system is enabled whenever the Interrupt Enable Flip-Flop (IEFF) in 
the IM6100 is set. [Note, the interrupt system is considered to be disabled 
when the Interrupt Inhibit Flip-Flop (IIFF) on the 12540 Memory Extender 
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module is set (causing the INTDIS bus line (line 28) to be asserted low), as 
this prevents interrupt requests from reaching the IM6100 CPU device.] 

The timing diagram for an interrupt request/grant is shown in Figure 
5-4. In the first cycle after an interrupt is granted, the CPU stores the 
current contents of the Program Counter in memory location 000CL. [This 
location holds the "return address" the computer needs so that it can return 
to where it left the main-line program at the end of the interrupt service 
routine.] Then, in the next cycle, the machine fetches the first instruction 
in the interrupt routine from location 0001 g . 
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1 - Interrupt-Request (INTREQ) line is sampled at point shown in last execute- 

cycle of previous instruction, and found asserted low. Interrupt wi"H be 
granted at beginning of next cycle . 

2 - Interrupt granted, and Interrupt-Enable Flip-Flop (IEFF) reset. 

3 - Address 0000 g (Field g ) latched into memory. 

4 - "Don't care" read* 

5 - Program Counter is written into location Q000 g (stores return address). 

6 - Address 0001 g latched into memory (still Field G g ). 

7 - Fetch first instruction in interrupt routine. 



Figure 5-4 
CPU Interrupt Request/Grant Timing 
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The positive-going edge (effectively) of the INTGNT line is used by the 
12540 Memory Extender module to reset the EMAO - EMA2 lines (lines 13, 15 and 
17) on the bus to the low state. This causes the initial instruction(s) in 
the interrupt service routine to be fetched from memory field 0, in accordance 
with PDP-8 conventions. The INTGNT line is reset to the low state midway 
through execution of the first IOT instruction after the interrupt. See 
Figure 5-5, the timing diagram for the resetting of the INTGNT line. 
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1 - First IOT instruction, after interrupt granted, fetched from memory, 

2 - IOT instruction latched into device interfaces. 

3 - Data transfer to CPU from peripheral devices. 

4 - Data transfer to peripheral devices from CPU. 

5 - INTGNT line reset at end of IOTA cycle. 

Figure 5-5 
INTGNT Reset Timing 



When an interrupt is granted* the IEFF is reset. It is not set again 
until an ION or RTF instruction is executed. This gives the processor time to 
do its house-keeping chores before allowing another interrupt to be recog- 
nized. Typically, these chores involve executing a skip-chain (or vectoring) 
to find which device caused the interrupt, and storing the Accumulator, Link, 
and Program Counter for restoration later. If nested interrupts are allowed, 
the Accumulator, Link, and Program Counter need to be saved on a "push-down 
stack". Interrupt programming, including software-prioritized multiple 
interrupts, is covered in Chapter 6 of DECVs Introduction to Programming. 
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Also refer to Section 5.1.2 above for suggestions on programming interrupts 
onthe PCM- 12 system. A timing diagram for setting the IEFF with an ION (or 
RTF) instruction is shown in Figure 5-6. Note that the IEFF is not actually 
set until the processor has fetched the next instruction after the ION/RTF; 
this guarantees one more instruction will be executed after an ION/RTF before 
the next interrupt can be recognized. 

The above discussion largely applies to operation of the PCM-12 system 
with normal PDP-8 "style" software-prioritized interrupts. However, the 
PCM-12 also provides for a hardware-prioritized interrupt system employing the 
IM6101 Parallel Interface Element (PIE) device. Operation of interrupts using 
this hardware is discussed in section 5.1.2 above, and in the later sections 
of this manual which cover the specific accessory modules utilizing the PIE 
device. 



instruction-fetch cycle 

states JTUTTmmjsi 



IFETCH _J 
LXMAR PI 
MEMSEl 



OEVSEl 
IEFF 



IOTA cycle 

TirzLfflmjsUei 



n 



E 



a 



IOTB cycle 

n m m FLfBuei 



n 



instruction-fetch cycle 

Ti m m m it 



execute 



n 



a 



EI 



1 - Fetch ION instruction from memory. 

2 - latch ION instruction into device interfaces. 

3 - "Don't care" device-read. 

4 - "Don't-care" device-write. 

5 - Fetch next instruction from memory. 

6 - IEFF is set (interrupts now enabled). 

7 - First active sampling-time on Interrupt-Request (INTREQ) line. 



Figure 5-6 
Interrupt-Enable Flip-Flop Set Timing 
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5.5 DIRECT MEMORY ACCESS 

Very fast peripheral devices, such as conventional disk memories, 
usually transfer their data to and from the computer using direct-memory- 
access (DMA). In DEC manuals this form of transfer is also called "data- 
break". The PCM-12 system provides for DMA, on a cycle-stealing basis. See 
Figure 5-7. 

DMA port logic in a peripheral device interface requests DMA action by 
asserting the DMAREQ bus line (line 22) to the low level. This line is 
sampled by the CPU early in the last execute cycle of each instruction. If 
the CPU finds the DMAREQ line asserted, and there are no higher priority 
requests active (viz., RESET, control panel request, or HALT), the CPU 
suspends program execution at the beginning of the next cycle, and asserts the 
DMAGNT line on the bus. 

When the DMAGNT line is asserted, the CPU tri -states all bus control - 
lines with which it normally drives the memory modules: all 12 DX jines, 
MEMSEL, XTC, LXMAR and DATAF. (Timing lines XTA and XTB continue to be driven 
by the CPU.) Also, the 12540 Memory Extender module third-states the EMAO- 
EMA2 bus lines. The DMA port logic can then use these lines to read or write 
data to/from any main memory location. (When the XTC line is third-stated, it 
is pulled high by resistors on the CPU and memory modules to prevent an 
inadvertent memory "write".) 



last execute cycle of 
srevious instruction 

ti fn [7 




1 - DMAREQ line sampled in last execute-cycle of previous instruction, and 

found asserted low. 

2 - OMAGNT line asserted by CPU. 

3 - DMAREQ line sampled by CPU, and found to have been released. DMA action 

will end at conclusion of current cycle. 

4 - Program execution resumes with instruction-fetch cycle. 



Figure 5-7 
DMA Timing 
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During each machine cycle of a DMA action, the CPU continues to -sample the 
DMAREQ line on the rising edge of T2. When it finds this line to have been 
released by the DMA port, the CPU will resume execution of the main-line 
program in the next cycle. Figure 5-7 shows the case where two cycles have 
been "stolen", but any integral number of cycles can be used by the DMA port 
in a single DMA action. 

DMA transfers actually entail some fairly complex cooperation between 
program software and DMA-port logic. If a DMA type of peripheral device is 
present in the system, see the section of this manual covering the interface 
for that device for a more detailed discussion of how that device transfers 
data using the DMA method. 

In conclusion it should be noted that the DMAREQ line can also be used 
by external devices as a level sensitive "pause" line. Asserting the DMAREQ 
line will simply cause the CPU to suspend program execution for an integral 
number of cycles until the line is released. Since the CPU continues to drive 
the PCM-12 bus with the timing signals XTA and XTB during a DMA or "pause" 
action, either of these pulses may be counted to determine the exact number of 
cycles during the pause. 



5.6 CONTROL PANEL INTERRUPTS 

Due to the limited number of pins available on a practical semiconducter 
package, the IM6100, like every microprocessor, does not provide continuous 
real-time access to many of its internal registers. The state of the 
Accumulator, Link, Program Counter, MQ register, etc. are multiplexed at 
various times on the CPU DX lines. To find the state of one of these 
registers, it is necessary to temporarily suspend mainline program execution, 
and execute a special control panel routine to bring the required data out of 
the 6100 device and latch it into external registers or indicators. Thus, it 
is said that the control panel is "implemented in software". 

Detailed operation of the 12530 control-panel logic is discussed in 
Section 2.6 of this manual. That section should be consulted as a supplement 
to the discussion below. 

A control panel interrupt is requested by asserting the CPREQ bus line 
(line 66) low. The CPU will grant the control panel interrupt request at the 
end of the current instruction, if a RESET action is not simultaneously being 
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requested. A control panel interrupt request will be granted even if the 
machine is in the HALT state; the CPU will be forced into the RUN state for 
the duration of the control panel interrupt routine, and then return to the 
HALT state. 

During the processing of a control panel interrupt, the CPU ignores DMA 
and device-interrupt requests. It also ignores further control -panel inter- 
rupt requests. 

The control panel interrupt system is not affected by the CPU's Inter- 
rupt Enable Flip-Flop (IEFF); this logic applies only to device interrupts. 
Furthermore, the processor IOT instructions ION and IOF do not affect the 
control panel interrupt system. (In fact, the instructions ION and IOF, if 
executed during a control panel interrupt, do not even affect the device- 
interrupt system. IOF is totally disabled during control -panel interrupts. 
ION is used for a special purpose, as described below.) 
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1 - CPREQ line is sampled at point shown in last execute-cycle of last instruc- 

tion, and found asserted low. Control -panel interrupt will be granted at 
the end of current instruction. 

2 - When the CP interrupt is granted, the CNTRL F/F internal to the CPU is set. 

3 - Address OOOOo is latched into the control-panel memory. 

4 - "Don't care" read. 

5 - Program Counter contents are written into CP memory location OOOOo. 

6 - Adress 7777 g is latched into the control -panel memory. 

7 - The first instruction in the CP interrupt routine is fetched from control- 

panel memory location 7777g. 



Figure 5-8 
Control -Panel Interrupt Request/Grant Timing 
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A control panel interrupt is granted according to the timing shown in 
Figure 5-8. The CPREQ line is sampled by the CPU at the indicated time in the 
last execute cycle of e^ery instruction (or, if the machine is halted, the 
line is sampled every cycle). If the line is found asserted, the CPU grants 
the control panel request by setting its internal Control -Panel Flip-Flop 
(CNTRL F/F). While this flip-flop is set, further control-panel requests are 
ignored, as are DMA requests and device-interrupt requests. Changes to the 
device-interrupt system by the instructions ION and IOF are also inhibited 
while the CNTRL F/F is set. 

During the CPINT cycle the contents of the CPU's Program Counter are 
stored in control panel memory location 0000 g . This forms the return address 
so the CPU can return to the main-memory program at the end of the control - 
panel service routine. The Program Counter is then jam-set to 7777g, and the 
first instruction in the control panel routine is fetched from this control- 
panel memory location during the next cycle. 

During the execution of the control panel interrupt, while the CNTRL F/F 
is set, the control panel memory, rather than main memory, is selected for all 
memory reference operations. This is accomplished by the CPU asserting the 
CPSEL line rather than the MEMSEL line. However, the control panel routine 
does have access to main memory, through indirectly addressed AND, TAD, ISZ 
and DCA instructions. When either the TAD or DCA instruction is executed in 
the indirect address mode, the instruction fetch cycle and the indirect cycle 
employ the CPSEL line to fetch the instruction and pointer from control panel 
memory, then use the MEMSEL line during the execute cycle to deposit the data 
into the selected main memory location with DCA, or fetch data from the main 
memory location with TAD. Indirectly addressed ISZ and AND instructions 
operate in an exactly analagous manner. Note that, since these are the same 
requirements for the DATAF line to be asserted, and for the EMA logic to 
assert the Data Field rather than the Instruction Field, the control panel 
routine will access the current "data field". Thus the control panel routine 
can fetch the data in any main memory location using TAD I, deposit data into 
any main memory location using DCA I, increment-and-skip on any main memory 
location using ISZ I, or AND the content of any main memory location into the 
Accumulator using AND I. (All these operations can access control -panel 
memory rather than main memory, if desired - see Section 5.1.2.) 
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The end of the control panel routine is marked by the execution of an 
ION instruction, followed immediately by an indirect JMP through control -panel 
memory 1 ocati on 0000 g . The ION i ns tructi on has no effect on the devi ce- 
interrupt system, since the CNTRL F/F is still set when it is executed. 
However, the ION causes the CNTRL F/F to be reset midway through execution of 
the next instruction. This next instruction is the aforementioned JMP I, 
which resets the CPU Program Counter to the address contained in control -panel 
memory location 0000 g . Normally this will be the stored return address where 
the CPU left the mainline program to execute the control panel interrupt. 
However, if the control panel routine modified the content of control -panel 
memory location 0000 g , the Program Counter will be set to a new starting 
address upon emergence from the routine. See Figure 5.9. 

A forced exit from the control panel routine can be achieved by 
asserting the bus RESET line. RESET can accomplish this forced exit, since it 
has higher priority than CPREQ, and can override the control -panel routine. 
Execution of an RTF (6005 g ) instruction, like RTF, will reset the CNTRL F/F, 
and thus can also effectively end the control panel routine. 



5.7 RESET ACTION 

Raising the RESET switch on the PCM-12 front panel asserts the RESET bus 
line (line 18) and causes the CPU Accumulator and Link to be cleared, the 
Program Counter to be set to 7777 g9 and the machine to go to the HALT state. 
When in the HALT state, however, the CPU continues to cycle and produce the 
timing signals XTA, XTB and XTC. All SELect lines remain unasserted (high). 
A RESET also clears the Instruction Field and Data Field registers on the 
12540 Memory Extender module. 

After power-up, the state of the IM6100 is unknown. The IM6100 requires 
58 clock cycles to do a complete reset and initialization of all internal 
states. Once RESET is released, at least 10 clock cycles should occur before 
the CPU is put in the RUN state by a rising edge on the RUN/HLT input. 

Memory for the IM6100 is often organized with non-volatile devices such 
as PROM's in the high address space of a given memory field. Since the 
Program Counter is set to 7777 g and the IF to g by a RESET, the first 
instruction to be executed following a RESET (if no other starting address is 
set up from the front panel) will be fetched from location 7777 g of Field 0, a 



25-MAY-80 



5-23 



r- ib 



63 






B 



c fTZ^ 



B 



B 



S 



5 



2 

i 

a. ai 

*a i u 

<u *-■ •»- 

fl s s 

*J 4-» "^ 



*j a> — 



*0 fi- 



4J i. 

§ a 



k 8 



4J 4J (J 



I : 
■ i 



§ 5 






r- 3 
rg (J 

X 

Si 






c 
£ 



§5 



cr> 


•r— 


i 


X 


LO 


UJ 


<u 


,__ 


s- 


a) 


3 


c 


C7> 


« 


•r— 


a. 


U_ 






r~" 




O 




s- 




+-> 




c 




o 




o 



«c — — 



9! I 



*J O 

at <u 



*/> £ u- 



25-MAY-80 



5-24 



non-volatile portion of memory. This instruction will typically be a JMP to a 
power-up routine that can be used to initialize the system. 



5.8 CPU RUN/HALT FLIP-FLOP 

The IM6100 microprocessor contains an internal RUN/HALT flip-flop. When 
this flop-flop is in the RUN state, the RUN bus line (line 8) is asserted low 
and the RUN lamp on the 12530 front panel is lighted. The state of the 
RUN/HALT F/F is changed by pulsing the RUN/HALT bus line (line 21). This is 
accomplished by the CONT/SNGL INST switch on the 12530 module. See the 
detailed discussion of the actions of this switch in Section 2.6. The 
RUN/HALT F/F is toggled on the rising edge of a pulse on the RUN/HALT line. 
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SECTION 6.0 
12020-B STATIC MEMORY MODULE 

6.1 MEMORY MODULE OPERATION 

6.2 PROGRAMMING THE MEMORY MODULE 
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SECTION 6.0 
12020-B STATIC MEMORY MODULE 

The. 12020 static memory is the basic memory module for the PCM- 12 system. 
It provides 4096 12-bit words of semiconductor memory - equivalent to one full 
"field" of PDP-8 style memory. This module is used for storage of both instruc- 
tions and data in the PCM-12 computer. The module contains 48 1024-bit static, 
N-channel metal -oxide-semi conductor (MOS) random-access-memory (RAM) devices, 
plus the necessary logic to interface these devices to the PCM-12 bus. Maximum 
access time for each memory word is 400 nanoseconds. 

The 12020-B memory module represents an improved re-design of the origi- 
nal 12020 and 12020-A memory modules. Due to the higher-speed design techniques 
employed, and the use of a faster-grade memory device, no memory "wait" is ever 
required. Therefore, the 12020-B module provides no logic for assertion of the 
WAIT bus line. 

Each 12020-B memory module is jumper-programmable to the desired "field" 
of operation (an 8-pole DIP switch can be substituted for the jumpers in systems 
where rapid re-programming .of the memory module is necessary). The first module 
of memory in the system is always Field 0. Other modules may be programmed to 
any field from 1 to 7, in keeping with PDP-8 type memory organization. 

6.1 MEMORY MODULE OPERATION 

Refer to Drawing 12022-B, the schematic diagram for the 12020-B memory 
module, and also Figures 5-1 and 5-2 in this manual. Early in each memory- 
access cycle, the 12-bit address of the location to be accessed is latched into 
the 74LS375 latch devices U4 - U6 on each 12020-B module. The CPU puts the 
address onto the bus DX lines at TT time, then delivers the LXMAR pulse. While 
LXMAR is high, the address passes through the ' LS375 latches and is then latched 
at their outputs on the trailing edge of LXMAR. Compared to using D-flip/flops 
for the address latches, this technique improves memory access time by allowing 
the address to propagate straight through to the memory devices just as soon as 
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it is available on the bus (while LXMAR is high). 

Meanwhile, the EMA0, EMA1 and EMA2 bus lines are decoded by Ul to deter- 
mine the "field" being addressed. If the declared field is the one to which 
the given 12020-B module is programmed by the FIELD SELECT switch, both UlOa 
and the C-input (pin 13) on Ull will be enabled. 

After passing through the latch at U4, the two most significant address 
bits are decoded by Ull. Then, if pin 13 on Ull is enabled (high), one of the 
four rows of memory devices will have their chip-select inputs (pin 13 on each 
2102-type memory device) enabled during the time when LXMAR is low. For a 
"read" cycle, each enabled memory device makes its addressed location's data 
available at its output (pin 12). Then when MEMSEL is asserted low by the CPU 
(with XTC high for a memory read) U7 and U8 are enabled through UlOa to drive 
the read data onto the bus DX lines. Note that each 12020-B memory module is 
allowed to drive the DX bus (during "read" time) only when its programmed out- 
put from Ul is asserted; thus two memory modules never try to drive the bus at 
the same time. 

If the cycle requires a "write" to memory, the actions described above 
are first completed (usually this is an irrelevant, or don't-care "read"), then 
during T6 the MEMSEL line is again asserted. At this time the CPU puts the 
data to be written into memory onto the DX bus lines. Since XTC is low, the 
paralleled gates UlOb, UlOc and UlOd are enabled. When the MEMSEL pulse is 
delivered, the write-enable pin (pin 3) on all RAM devices is asserted through 
these gates, and the 12 RAM's whose chip-enable inputs are also asserted (if 
any) are written into. This completes the "write" operation. 

The physical organization of the memory devices on the 12020-B module 
is straightforward. Each 1024-word block of memory is composed of one row of 
12 memory devices, and provides 2000g memory locations, as identified by the 
epoxy legend on the printed-circuit board (and as noted in Figure 13-1 of the 
PCM-12 Assembly and Checkout Manual). The most-significant bit in each block 
is marked by the nomenclature MSB, and the least-significant bit by LSB, again 
as shown in the epoxy legend. 
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6.2 PROGRAMMING THE MEMORY MODULE 

The only programming necessary on the 12020-B memory module is to place a 
jumper across selected pins on the "FIELD SELECT" switch silhouette to select 
the memory field as which the given module will operate. If only one memory 
module is present in the system, it is always programmed to Field 0. When ad- 
ditional modules are added, they may be programmed to any field from 1 to 7. 

To program the memory field, locate the FIELD SELECT switch silhouette on 
the memory module. As is the case with all integrated circuits on this module, 
pin 1 on this switch is nearest the top of the board, as it is viewed with the 
gold contact fingers on the right. FIELD SELECT programming is accomplished 
according to the following table: 
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SECTION 9.0 
POWER SUPPLY CONSIDERATIONS 

The PCM-12 computer is basically a 5-volt machine. That is, plus 5 
volts is the power supply level required by all plug-in modules. A few 
modules also require plus and/or minus 12 volts for operation of MOS devices, 
developing EIA RS-232 interface levels, etc. The bus also provides a fourth, 
unused, power supply line which the user may use for his own purposes. The 
bus lines distributing power are: 

Lines 3,4,5,6: +5 volts 

Lines 19,20: +12 volts 

Lines 57,58: -12 volts 

Lines 69,70: unused, available to user 

All standard PCM-12 OMEGA mainframes are shipped with the 12900 power 
supply. This is a well-designed, high-quality OEM module supplied by a major 
power-supply manufacturer. The supply can operate from 100, 120, 220 or 240 
volts AC, at 50-60 Hz frequency (output derated 10% for operation at 50 Hz). 
The supply has automatic fold-back current limiting to protect it from 
overloads, and over-voltage protection on the 5-volt output to protect the 
logic to which it supplies power. The supply is rated to provide full output 
in ambient temperatures up to 50 degrees C. Regulation and ripple combined 
are better than 0.1%. The supply provides 5 volts at 12 amps, and plus/minus 
12 volts at 1.7 amps. This is normally sufficient power to supply even the 
yery largest PCM-12 system configurations. 

9.1 AC LINE VOLTAGE SELECTION 

The POWER Switch, power receptacle and fuse for the PCM-12 Omega micro- 
computer are located on the rear panel of the machine. The power receptacle 
contains both the fuse and a programming card for selection of the proper line 
voltage. 

The programming card allows selection of four different nominal line 
voltages: 100 volts, 120 volts, 220 volts or 240 volts, at either 50 or 60 
Hz. The input line voltage should be within plus/minus 10% of the nominal 
value. Set-up of the power receptacle for the desired line voltage is accom- 
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plished by correctly positioning the programming card behind the clear plastic 
window in the receptacle. The voltage for which the card is set can be read 
through the window. As shipped by PC/M, this will normally be "120" for 
domestic units and "240" for units shipped internationally. To change to 
another line voltage, simply slide the window to the side, remove the fuse by 
pulling the fuse-removal lever, and pull the programming card out with a 
pliers. Then turn the card and re-insert it into the receptacle. Be sure the 
proper line voltage is now readable through the window, and replace the fuse. 



DO NOT ATTEMPT OPERATION WITHOUT FIRST SETTING THE POWER RECEPTACLE 
FOR THE PROPER LINE VOLTAGE. PERMANENT DAMAGE MAY OTHERWISE RESULT. 



A 3.0 ampere medium-blow fuse should be used for 100- or 120-volt operation. 
For 220- or 240-volt operation, use a 1.5 ampere fuse. 

9.2 DC LEVEL ADJUSTMENTS 

The nominal 5-volt and plus/minus 12-volt power supply output levels are 
adjusted by PC/M before shipment to the following values: 

5-volt output: adjust to 5.15 volts 
+12-volt output: adjust to +12.3 volts 
-12-volt output: adjust to -12.3 volts 

The small increments over the nominal supply voltage levels provide for 
the slight drops which occur in printed-circuit traces, and assure that 
semiconductor devices which depend on their supply voltages being within a 
critical voltage band will receive the required levels. 

The user should ocassionally check the power supply output levels with 
an accurate digital voltmeter to assure that component aging does not change 
the adjusted values. The voltage levels should be measured at the power 
supply connection posts on the backplane bus board. The adjustment potentio- 
meters are on the small printed-circuit boards on the power-supply chassis. 
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SECTION 10.0 
12080 AUDIO CASSETTE RECORDER INTERFACE 



The 12080 interface moduVe provides the ability to substitute a low-cost 
audio cassette recorder (or reel-to-reel recorder) for the more typical paper- 
tape storage medium used with the PCM-12 computer. This magnetic-tape data 
storage technique offers the advantage .of faster operation than the low-speed 
paper- tape reader/punch found on a TTY terminal (typically 30 characters per 
second versus 10 characters per second for the paper tape equipment) with but 
one practical disadvantage - the lack of a stop-on-character capability for 
either the "reader" or "punch" function. 

The 12080 module contains all the necessary modulation, signal condition- 
ing and logical interfacing circuitry required to form the complete interface 
between the input/output of a typical cassette recorder and the PCM-12' s bus 
structure. The module's modulation scheme employs the "BYTE-standard" self- 
clocking FM recording technique. Data is recorded on the tape at two tone fre- 
quencies - a logical "one" is recorded as an eight-cycle burst at 2400 Hz, and 
a "zero" is recorded as four cycles at 1200 Hz. 

When recording data on tape the 12080 module employs a crystal -control led, 
digitally-synthesized sine-wave which is coherently shifted between the two tone 
frequencies; there are no phase discontinuities. An amplitude-compensating cir- 
cuit equalizes the levels of the two tone frequencies. The transmitter section 
of an Universal Asynchronous Receiver Transmitter (UART) device acts as the inter 
face between the parallel -format data on the PCM-12 bus, and the serial-format 
data which must be input to the recorder. 

When receiving data from the magnetic tape, the 12080 module filters the 
signal to remove energy at unwanted frequencies, converts the received "sine-wave 
to a square-wave, and translates the received level to that suitable for input 
to standard CMOS logic. Hysteresis at the input comparator's switching points 
provides further discrimination against noise at the input. Digital processing 
eliminates errors due to high-frequency noise (hiss, et a!) on the tape, and 
further conditions the signal for input to the phase-lock-loop (PLL) clock- 
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recovery circuit. | 

The data-recording scheme used on the 12080 module is self-clocking; ;J 

that is, the clock signal required to recover the data as it is received from t| 

the tape is an exact multiple of the two tone frequencies into which the data I 
is encoded on the tape. For 300-Baud operation the PLL circuitry synthesizes a 

4800 Hz square-wave from the received tones at 1200 and 2400 Hz. The 4800 Hz | 

signal provides the required 16-times-data-rate clock for the receive side of | 

the UART device. The input circuitry to the PLL operates "straight-through" y; 

for a 2400 Hz input signal, and provides the extra transitions required to con- J 

vert a 1200 Hz input signal to an apparent frequency of 2400 Hz. The PLL filters | 
its received input signal, and delivers a smoothed clock signal at 4800 Hz. The 

voltage-controlled-oscillator (VC0) in the PLL runs at 19,200 Hz (i.e., 8 times % 

2400 Hz). The phase-detector in the PLL operates at a frequency of 2400 Hz. A | 
divide-by-8 counter converts the VC0 frequency to that required for phase-detector | 

operation. fl 

The 12080 module normally utilizes device codes 01 & 02 and/or 03 & 04 for | 

its operation. When employing device codes 01 and 02 for its operation, it emu- g 
lates a standard high-speed paper-tape reader/punch interface, i.e., it executes 
the standard DEC instruction set for devices 01 and 02. The module can also he '* 
made to emulate the interface for the low-speed reader and punch normally found 

on a TTY terminal, using device codes 03 and 04. When emulating devices 03 and | 

04, the interface executes the same instruction set as that for a standard TTY ;| 

terminal. Response to instructions for devices 03 and 04 can be disabled by a | 

jumper on the module, or by the front-panel AUX switch. % 

Typically for operation as the second 12080 interface in the system, the § 

module can be jumper-programmed for operation with device codes 11 and 12, and/ | 

or 13 and 14, instead of 01-04. In this case all comments above applying to | 
devices 01 and 02 then apply to devices 11 and 12, and those for devices 03 and 

04 apply to devices 13 and 14. % 

10.1 LOGIC OPERATION | 

Refer to Drawing 12082, the schematic diagram for the 12080 interface 

module. Also refer to Section 4.2.2 of this manual for details concerning I0T | 

instruction operation.. Early in the IOTA execute cycle for each I0T instruction, | 

the least significant six bits of the instruction are latched into device U2 by |j 

the trailing edge of the LXMAR pulse. The trailing edge of LXMAR also latches | 
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the state of DX bits 3-5 into flip-flop U4B after they are decoded to one bit 
by gates U26A and U26B, and the inverter U24F. Only if the result is a low at 
pin 12 of U4B, so that the flip-flop is brought to the "clear" state by LXMAR's 
trailing edge, will the interface module be enabled to respond to the IOT instruc- 
tion. 

Next, the latched six bits from U2, the Q output of flip-flop U4B and the 
03/04 ENABLE line are brought to the eight address inputs of the read-only- 
memory (ROM) device U3 for decoding. The 256-word-by-4-bit ROM translates the 
specific instruction into a four-bit code at its outputs for input to devices 
U5 and U6. The program for the ROM is given in Table 10-1. 

The large number of instructions to which the 12080 module responds can 
be broken down into 15 groups of one or more instructions each. A logical out- 
put for each of these groups is provided by the decoder devices U5 and U6. For 
any instruction intended for the 12080 module, one (and only one) output of 
either U5 or U6 will be asserted low at DEVSEL time. The four outputs of device 
U3, plus the state of the XTC bus line. (to decide whether the instruction is a 
"read" or "write" operation) determine which of the fifteen outputs will be as- 
serted. A sixteenth "default" state (all output pins on U3 low) is entered 
when the instruction is not intended for the 12080 module. This state causes an 
assertion of the unused output (pin 15) of device U6. Thus the full decoding of 
each instruction is accomplished by the program in U3 and the 3-line-to-8-line 
decoder devices U5 and U5. 

Because of the similarity of the instruction sets for devices 01 & 02 and 
03 & 04, many of the decoded instructions perform similar or identical operations 
to other instructions. Thus gates U8B, U25D, U9A, U25A, U8A, U25B, U8C and U9C 
"or" two or more of the decoded instructions together before performing the 
required operations. 

Since each of the outputs of devices U5 and U6 is labeled with its instruc- 
tion code, the specific operations of the interface for each instruction can be 
understood by comparing the action indicated in Tables 10-2 and 10-3 with the 
logical operation indicated by the gates on the schematic diagram. 

For example, when the Data-Ready flag (pin 19 on the UART device) is high, 
either instruction 6011 or (if enabled) 6031 will cause the next instruction to 
be skipped. This is accomplished by pin 11 of U5 being asserted low at T3 time, 
which in turn asserts the SKP bus line low through inverter U24A and gate U10B 
if pin 19 of U27 is high. 
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All locations programmed to produce an output of 0000, except the following: 
Location Number (decimal) * D3 D2 Dl. DO 
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Location corresponds to all address inputs low; address 255 to all 
address inputs high. 

TABLE 10-1 
ROM Device U3 Programming 



Similarly, instructions 6022, 6026, 6042 and 6046 (the latter two when 
enabled) all cause the Write-Ready flag flip-flop (U4A) to be cleared by 
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asserting low an input to gate U8A. Instruction 6007 or a front-panel RESET 
will also clear this flag by asserting low the third input to this gate. 

Flip-flop U7A is the Cassette Interrupt Enable Flip-Flop. When this "flop" 
is set (either by a front-panel RESET or instructions 6007 , 6010 or 6035) the 
12080 interface is enabled to request a device-interrupt. 

Flip-flop U4A is the Write-Ready Flag flip-flop. This flip-flop is nor- 
mally set by an assertion of the TRE (Transmitter Register Empty) terminal (pin 
24) of the UART. However, it may also be forced to the set state by instructions | 
6023 or (if enabled) 6040 for initializing the "punch" function of the interface. |; 

Flip-flop U7B is provided for control of the drive motor in the cassette 
recorder, if desired. Either instruction 6014 or (if enabled) 6030 will set this [j 
flip-flop; it is reset only by instruction 6007 or a front-panel RESET. Motor ;i 
control can be accomplished by a reed-relay driven by gate U25C. | 

10.2 MODULATION/DEMODULATION AND CLOCK RECOVERY CIRCUITRY 1 

Data is recorded on the magnetic, tape in standard asynchronous serial data- j;i 

communication format: one (low) start-bit ,. eight -data bits and one or more (high) | 

stop-bits. This serial data stream is produced at the TR0 (Transmitter Register | 

Out) terminal (pin 25) of the UART. The sense, high or low, of this serial bit | 

stream is used to control the count modulus (divide-by-two or div/i de-by-four) of f| 

the two-stage divider formed by flip-flops U20A and U20B.' The clock input to these | 
flip-flops is at a frequency of 38,400 Hz for 300-Baud operation, and is derived 

from the crystal-controlled BAUDRAT bus line through the frequency-divider device | 

U23. The output from flip-flop U20B is then at a frequency of either 19,200 Hz ja 

(logical "one") or 9600 Hz (logical "zero"), depending on the sense of the partic- | 

ular' bit in the serial stream. This output is then delivered to device U21, which j| 
is connected as a four-stage Johnson counter. The outputs of this device are 
combined to synthesize a 2400 (or 1200) Hz sine-wave at the input of the summing 
amplifier/filter device U22A. The field-effect-transistor (FET) Ql is used to 

boost the gain of U22A slightly for a transmitted "one" (2400 Hz) to produce | 

balance in amplitude between the 1200 and 2400 Hz tone bursts. Device U22B serves | 

as a buffer amplifier and low-pass filter to drive the output to the tape re- S 
corder's MICROPHONE input. The direct output, at pin 8 of the CABLE connector, 

provides a peak-to-peak signal amplitude of about 0.5 volts, at relatively high | 

impedance. The output at pins 6 and 7 of the same connector provide a signal am- f- 
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plitude of about 2 millivolts, peak-to-peak, at an impedance level of about 
four ohms. 

When taking data from tape, the 1200/2400 Hz tones are received at pin 2 
of the CABLE connector, at a peak-to-peak signal amplitude of approximately two 
volts. The low-noise amplifier U14 is used as an amplitude-comaprator with a 
small amount of hysteresis at the switching points, to produce CMOS-compatible 
square-wave drive for the logic circuitry to follow. It is the purpose of this | 
logic circuitry to recover a 16-times-Baud-rate clock signal from the tone bursts 
for delivery to the Receive Register Clock (RRC) terminal (pin 17) of the UART, 
and to decode the tone bursts themselves back into digital one's and zero's. 

The counter device U13, the gates U11A, U11B and U11C, the flip-flop U15A, ; 
and the combinational and sequential logic contained in device U12 are used to de- | 
code the tone bursts into one's and zero's. A basic timing diagram for this oper- 
ation is shown on the next page. The basic scheme is to use the counter U13 to | 
time the interval between transitions of the square-wave at pin 7 of U14. If this | 
interval exceeds a standard, the tone frequency is determined to be 1200 Hz. ^ 
Otherwise, it is determined to be 2400 Hz. The result is that the recovered data | 
is found at U27, pin 20 5 as shown in the timing diagram, Figure 10-1. Inverting | 
transistor Q4' drives this data into the serial Receiver Input (RI) terminal f\ 
(pin 20) of the UART. | 

As a by-product of the data-decoding process, a distorted 4800 Hz (for 300- £ 
Baud operation) square-wave is produced at pin 5. of U12, as shown in Figure 10-1. 
Device U15 is then used to smooth the phase irregularities in this waveform, and Si 
deliver a 2400 Hz driving signal to the phase-detector in the PLL device U16. The | 
PLL, in conjunction with the counter U17, then generates a 4800 Hz square-wave to 
drive the RRC input of the UART. For 300-Baud operation the VC0 in U16 runs at jj 
19,200 Hz. This is divided by four to obtain 4800 Hz before delivery to the UART )\ 
clock input. The center frequency of 19,200 Hz for the VC0 must be established | 
when initially aligning the circuitry, by placing a jumper between pad U and pad V | 
and adjusting potentiometer R23 until a square-wave of this frequency is found at | 
pin 4 of U16. The U-V jumper is then removed. 

Although the BYTE-standard calls for operation of this circuitry at a data i| 
rate of 300-Baud, users with better-quality recording equipment may select opera- N 
tion at 600 or 1200 Baud. See Section 10.4 for proper placement of jumpers for | 
operation at these rates. Also, for operation at 600 Baud, capacitors C2, C4, C6 
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CIO, C12 and C13 must all be halved in value. For operation at 1200 Baud, their f 

values must all be halved again. | 

10.3 INSTRUCTION SET AND DECODING | 

The 12080 interface module executes the instruction set shown in Table 10-2 
for devices 01 and 02 (high-speed reader/punch) and that shown in Table 10-3 for 

devices 03 and 04 (low-speed reader/punch) when a jumper exists between pads R & S. § 



MNEMONIC 



RPE 
RSF 
RRB 
RFC 
RRB, RFC 

'PCE 
PSF 
PCF 

PPC 

PLS 



OCTAL 



6010 
6011 
6012 
6014 
6016 

6020 
6021 
6022 
6023 
6024 
6026 



OPERATION 



Set the Cassette Interrupt Enable Flip-Flop (CIEFF). 
Skip the next instruction if the Data-Ready flag is set. 
'OR' the UART contents into the AC, and reset Data-Ready flag. 
Reset Data-Ready flag (and set Cassette-Run Flip-Flop., U7B). 
'OR' the UART contents into the AC, and reset Data-Ready flag. 

Clear the Cassette Interrupt Enable Flip-Flop (CIEFF). 

Skip the next instruction if the Write-Ready flag is set. 

Reset the Write-Ready flag. 

Set the Write-Ready flag- (not part of DEC instruction set). 

AC contents non-destructively transferred to UART. 

Combination of PCF & PPC. Write-Ready flag is reset and 
AC contents non-destructively transferred to UART. 



TABLE 10-2 
Instruction Set for Devices 01 & 02 



When the jumper is between points R & T, Table 10-2 applies for devices 11 and 12, 
and Table 10-3 for devices 13 and 14. The instruction sets given in these tables 
are the standard DEC instruction sets for the high- and low-speed paper-tape equip- 
ment. Thus, the 12080 interface will operate compatibly with standard DEC- or 
user-written software for devices 01 & 02, and 03 & 04. 

Note that in Table 10-2, one instruction (6023) has been added to the 
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standard DEC set for devices 01 and 02. Instruction 6023 can be utilized in new 
software written expressly for the 12080 interface. It will jam-set the Write- 
Ready Flag (U4A) for initializing the "punch 11 side of the interface without the 
need for outputting a character to tape. This addition is merely for programmer 
convenience, and has no effect on DEC-software compatibility. 

Also note that since the normal reader-enabling function has no utility in 
a reader without stop-on-character capability, a motor-start function has been 



MNEMONIC 



KCF 
KSF 
KCC 
KRS 
KIE 

KRB 



TFL 


6040 


TSF 


6041 


TCF 


6042 


TPC 


6044 


TSK 


6045 



TLS 



OCTAL 



6030 
6031 
6032 
6034 
6035 

6036 



6046 



OPERATION 



Reset the Data-Ready flag (and set Cassette-Run Flip-Flop, U7B). 

Skip the next instruction if Data-Ready flag is set. 

Reset the Data-Ready flag and clear the Accumulator (AC). 

'OR 1 the UART contents into the AC. 

Load AC bit- 11 into the CIEFF. If AC(ll) is a "one 1 *, the 
CIEFF is set, otherwise it is cleared. 

Reset the Data-Ready- flag and jam-load the UART contents into 
the AC. This is a combination of KCC and KRS. 

Set the Write-Ready flag. 

Skip the next instruction if the Write-Ready flag is set. 

Reset the Write-Ready flag. 

AC contents non-destructively transferred to UART. 

Skip the next instruction if the CIEFF is set and either the 
Data-Ready flag or the Write-Ready flag is set. 

Reset the Write-Ready flag, and non-destructively transfer the 
AC contents to the UART. This is a combination of TCF & IPC. 



TABLE 10-3 
Instruction Set for Devices 03 & 04 



added to instructions 6014 and (when enabled) 6030. Execution of either of these 
instructions can be used to set flip-flop U7B under software control. (See 
Section 10.1 for discussion of this flip-flop.) 

The 12080 module also responds to instruction 6007. This instruction, 
which is decoded on the 12060 TTY interface module and asserts the bus RESET line 
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low, clears the UART device, the receive-side Data-Ready flag (UART pin 19), the 
Write-Ready flag (U4A, pin 5) and flip-flop U7B. It also sets the Cassette 
Interrupt-Enable Flip-Flop (CIEFF), U7A. 

10.4 PROGRAMMING THE INTERFACE MODULE 

The 12080 module contains several jumper pads for programming the specific 
operation desired of the module. Each of the jumper pad sets is discussed below. 

Pads A, B & C program the UART device for either one- or two-stop-bit oper- | 

ation. Two-stop-bit operation provides slightly better reliability, but at a 10% j 

decrease in through-put rate. To program the module for two-stop-bit operation, j 

solder a jumper between pads A & B. For one-stop-bit operation, the jumper goes j 

between pads A & C (leaving pad B unconnected). | 

For normal operation at 300 Baud, the counter U23 must be programmed by | 

placing a jumper from pad D to pad G, and another from pad H to pad L. For oper- j 

ation at 600 Baud, jumper pad D to pad F, and pad H to pad K. For operation at j 

1200 Baud, jumper pad D to pad E, and pad H to pad J. j 

Placing a jumper from pad P to pad M allows the front-panel AUX switch to \ 

control the module's response to device codes 03 & 04 (or 13 & 14). Placing the j 

jumper from pad P to pad N permanently enables these device codes; omitting the | 

jumper entirely permanently disables them. j 

Depending on the use of the R-S-T jumper pad set, the 12080 module will j 
respond to instructions for device 01, 02, 03 and 04, or 11, 12, 13 and 14. Device j 
codes 01-04 are enabled when a jumper is placed from pad R to pad S. Device codesl 
11- 14 are enabled with a jumper from pad R to pad T. The former selection is nor- 
mally made if only one 12080 module will exist in the system; the latter selection 

is usually reserved for the second 12080 module in the system. t 

Refer to Section 10.5.1 for operation of the U and V jumper pads. ] 

10.5 OPERATING THE 12080 INTERFACE MODULE 

To begin using the 12080 interface module, first connect the tape recorder 
input/output to the Molex connector on the rear panel of the computer. (See page 
12-8 of the Assembly Manual for a listing of the Molex pin connections.) The out- 
put of the recorder should be connected to pin 2 of the Molex connector, while the 
high-impedance recorder input (if available) goes to pin 8. Ground on the recorder! 
should be connected to pin 3 of the Molex connector. If you will use the record- j 
er's MICROPHONE input, a 2-millivolt driving signal is available across pins 6 & 
7. on .the Molex . conjiector • ,. ; ,...,..... , r: ,.,.„.,...,, ,,,, ; .,,.,,. m ,^ w:w ^^^ 
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To make use of the interface's motor-control capability, a reed-relay can 
be wired in series with the recorder's "power" circuit, as shown below: 
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Next, be sure you have the interface jumpers properly programmed (see 
Section 10. 4, above). The discussion below will assume that a jumper exists be- 
tween pads P & M, and also between pads R & S. Thus, devices codes 01 and 02 are 
always enabled, and codes 03 and 04 are enabled (on the 12080 module) when the 
front-panel AUX switch is in the "up" position. 

10.5.1 VCO CENTER FREQUENCY ADJUSTMENT 

Before using the 12080 module to load data from tape, it is necessary to 
adjust the center frequency of the PLL voltage-controlled oscillator (VCO). To 
make this adjustment, "tack-solder" a jumper from, pad U to pad V,'and -slide the 
module into the computer. Then, using a frequency-counter or oscilloscope to ob- 
serve the frequency of the square-wave at pin 4 of U16, adjust potentiometer R23 
for a frequency of 19,200 Hz (300 Baud operation). Try to set it as accurately 
as possible, then remove the U - V jumper. The PLL is now ready to operate. 

10.5.2 INITIAL OPERATION 

The following short program can now be toggled in from the front panel and 
run to familiarize yourself with operation of the hardware, and also to learn what 
leader/trailer code sounds like when recorded on tape. Learning the distinctive 
"note" of the leader/trailer is important because when loading a binary-format 
program with the control-panel ROM routine, the BIN BOOT switch must be raised 
when the recorder is sending leader code to the interface. The program is as 
follows (next page): 
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ADDRESS • 


CONTENTS 


0200 


7300 


0201 


6023 


0202 


1210 


0203 


6021 


0204 


5203 


0205 


6026 


0206 


7200 


0207 


5202 


0210 


0200 






COMMENT 

Clear Accumulator and Link 

Set Write-Ready flag 

Fetch leader-code to Accumulator 

Skip if Write-Ready flag is set 

Jump back if not 

Punch the leader-code on tape 

Clear the Accumulator 

Loop back and do it again 

Leader-code 



Toggle the program into Field 0, then turn the recorder on and adjust its 
record-level control for the best recording level. Next, start the program at 
address 0200 and let it run for about two minutes. Then stop the computer, re- 
wind the tape, and play it back through the recorder's loudspeaker. Note that 
the leader code is easy to identify by its distinctive "note". The "random" 
data that usually follows it in a BIN-format tape will sound much different. 

10.5.3 LOADING A BIN-FORMAT PROGRAM FROM TAPE 

To load a binary-format program from a tape cassette (one of the programs 
on the cassette furnished with the interface module, for example), follow these 
instructions (also refer to Section 4.5 of this manual): 

1. Put the Rotary Switch in the AC position. 

2. Set the Data Field to the field into which the program should 
load (usually Field 0). 

3. Set SWITCH REGISTER bit "down" (device codes 01 and 02 will 
be used). 

4. Start the recorder running in "playback" mode. Find the leader- 
code segment for the desired program. Adjust the level at the 
input to the interface module (Molex connector pin 2) for a 
signal of 2 volts peak-to-peak amplitude. 

5. Now simply lift and release the BIN BOOT switch and the program 
will begin loading. Note that the LINK light flashes on and off 
at a rapid rate when the interface is reading leader code. And 
remember - the recorder must be sending leader code to the inter- 
face at the time the BIN BOOT switch is activated. 

6. While the program is loading, the MEMORY ADDRESS lamps will show 
the address each character is loaded into, and the Display lamps 
will show the character itself. 

7. When the loader routine finds the trailer code at the end of the 
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program, it will halt the computer, with the checksum result 
in the Display lamps. If the checksum is zero, the program 

has loaded properly. If not, the entire procedure must be 
repeated. 



10.5.4 OPERATION USING DEVICE CODES 03 AND 04 

Both the 12060 TTY interface module (with jumper L-M omitted) and the 



12080 cassette interface module (when enabled by jumpers R - S, and P - M or P - N) | 

have the ability to respond to device codes 03 and 04. However, it must never be f 

the case that both modules are enabled to respond to these codes simultaneously, | 

because both would then try to drive the bus and a conflict would result. J 

To eliminate this potential difficulty, jumper L-M is installed on the | 

12060 module, and jumper P - M on the 12080 module. Then when the front-panel AUX | 

switch is in the "down" position, the 12060 module will be enabled to respond to | 

device codes 03 and 04 and the 12080 module will be disabled from responding to | 

these codes (although it will still respond to codes 01 and 02). With the AUX | 

switch in the "up" position, the 12080 module is enabled, and the 12060 module I 

p 

is disabled. | 

(NOTE: The 12080 module's ability to respond to device codes 03 and 04 is | 

provided so that some DEC-written software which assumes that only a low-speed I 

reader and punch are available can be used. If the user only needs the 12080 inter| 

face for emulation of a high-speed reader/punch, the entire question of potential | 

device 03-04 conflict can be made moot by omitting the jumper at pad set M-P. | 

if 

This will completely eliminate the 12080 module's ability to respond to device 1 

I 

codes 03 and 04.) | 

When using the 12080 interface with device codes 03 and 04, the user can § 

instantly switch back and forth between the 12060 and 12080 interfaces with the I 

AUX switch. For example, suppose that a program is running which uses the TTY | 

terminal for program communication. The AUX switch should then be in the "down" | 

position, to activate the 12060 TTY interface. If the user should then come to p 

a point in the program where it was required to load data from tape using device | 

codes 03 and 04, he would start the recorder running, then type the characters | 

required to start the loading procedure and flip the AUX switch to the "up" | 

position to activate the 12080 interface and deactivate the TTY. After the data | 

load was complete, he would put the AUX switch back in the "down" position and | 

proceed with the TTY terminal enabled. j 
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10.5.5 USING 'MORE THAN ONE 12080 INTERFACE MODULE 

Since the "read" and "punch" functions of the 12080 interface are com- 
pletely independent, it is entirely possible to operate two recorders simultane- 
ously from one interface - one recording data, while the second is being read 
from. To maximize this flexibility, however, it is most convenient to have two 
12080 interface modules in the system. 

When employing two 12080 interfaces, the second should have the R-T jum- 
per (rather than R-S) in place. The second module will then operate with device 
codes 11-14, rather than 01-04. All comments above concerning device codes 01 
and 02 will then apply to devices 11 and 12, and those for devices 03 and 04 will 
apply for devices 13 and 14. In particular, device codes 13 and 14 can be con- 
trolled from the front-panel with the AUX switch if jumper P-M is in place. 
Normally, however, this would not be necessary and device codes 13 and 14 can be 
permanently enabled by putting the jumper from pad P to pad N. Or, codes 13 and 
14 can be permanently disabled by entirely omitting the jumper at pad set N-P. 






r \ 



10.5.6 CHOICE OF RECORDER AND TAPE . 

Either a reel-to-reel or standard low-cost audio cassette recorder can be 
used with the .12080 interface module. Normally, the cassette recorder will be 
found to be most convenient in use. In choosing a recorder, look for a capstan- 
drive unit with low flutter and wow (less than 5% peak-to-peak, or better if 
possible). A tape-footage counter will be found very handy for roughly locating 
programs on a long tape. A V-U meter is convenient for setting record-level, but 
is not too necessary, especially for the typical audio cassette machine that has 
built-in automatic-level-control. A microphone-input jack is important, for re- 
ceiving input from the interface module. Also, look for a machine with an on/off 
switch on the companion microphone. This indicates the recorder will be control- 
lable from the Cassette-Run Flip-Flop in the interface module. Finally, a vari- 
able-speed machine can be useful when playing back data recorded on another re- 
corder; this gives the ability to compensate for motor-speed differences between 
different recorders. The J. C. Penney Model 6535 is a good choice in a low-cost 
cassette unit. The Sony C-104 has many more desireable features, but is consid- 
erably more expensive. A stereo-quality cassette recorder is not necessary for 
operation with the 12080 interface module, and in fact is often out-performed by 
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units in the $30 - $50 price range. 

With any recorder the tape itself will be the weak link in the chain. Do 
not attempt to use "bargain-basement" magnetic tape. AUDUA TDK C-60 cassettes 
are highly recommended. 

10.5.7 FINAL COMMENTS 

While the audio cassette recorder provides a very convenient storage 
medium for any binary-format program, and also for bulk data storage, it does 
have one fundamental weakness - lack of a stop-on-character capability for either 
the reader or punch function. Many standard PDP-8 programs, while running, 
accept data from a tape reader with stop-on-character ability, or punch data on 
tape in bursts of a few characters each in stop-start manner. Using an audio 
cassette recorder as a substitute for paper-tape equipment under these circum- 
stances may be less than satisfactory, since the running program cannot control 
the tape equipment. Once the cassette recorder's motor starts running, it cannot 
be instantly stopped and re-started. The only possible solution to this problem 
is to re-write the program software so that a stop-on-character ability is not 
required. 

Even considering this single. drawback, the audio cassette medium still 
offers one of the "very best price/performance trade-offs available for data stor- 
age today. 
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Section 11.0 
12560 SERIAL INTERFACE MODULE 



The 12560 serial interface module represents an improved re-design of 
the original 12060 TTY/CRT interface for the PCM-12 microcomputer. The new 
design incorporates such additional features as selectable device codes, a 
CMOS UART for either 5- or 10-volt operation, a greater range of Baud-rate 
selection, independently-selectable transmit and receive serial data rates and 
an optional break-on- framing-error capability. The module is completely 
compatible with the DEC software instruction set for the usual serial terminal 
connected to a PDP-8 computer system. 

The 12560 module will be most frequently used as the interface to a 
Teletype (TTY) or cathode-ray-tube (CRT) terminal for direct operator 
communication with the microcomputer. It will also find useage, however, in 
communi cati ng wi th a tel ephone-1 i ne modem or any other seri ally-ori ented 
peripheral on the computer system. 

The TTY or CRT terminal is the most fundamental peripheral for the 
PCM-12 computer. This device allows the user to communicate directly with the 
computer using a keyboard for input, and printed copy output. (Only the TTY 
terminal provides "hard copy" output, of course; CRT terminal output is 
limited to what the display screen can hold.) Additionally, the TTY terminal 
(ASR models) can provide a low-speed paper- tape input and output capability. 
CRT terminals may operate at any standard 75x2 rate from 75 Baud to 19,200 
Baud (using one stop bit), or at 110 Baud (using two stop bits). The TTY 
terminal operates at 110 Baud only, using two stop bits. A CRT terminal may 
operate using a 20-milliamp (20-ma) current-loop interface, or at RS-232 
interface levels. The TTY terminal interfaces to a 20-ma current-loop only. 

By jumper selection, the 12560 interface module will operate at any of 
the above-mentioned data rates, with one or two stop bits, and with RS-232 or 
20-ma interface to the terminal. There is also provision on the 12560 module 
for use of an audio cassette recorder as a substitute device for the paper 
tape reader/punch on the ASR TTY terminal (when the 12080 audio cassette 
recorder interface is present in the system). 
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To achieve compatibility with the PDP-8 "style" architecture of the 
PCM-12, a Teletype machine requires some small modifications to its standard 
wiring. The required changes are discussed in Section 11.2. 

11.1 INTERFACE OPERATION 

Operation of the 12560 serial interface module is quite 
straightforward. For the following discussion, refer to Drawing 12562, the 
schematic logic diagram for the interface module. 

11.1.1 DATA-RATE, INTERFACE LEVEL & STOP-BITS SELECTION 

The desi red operati ng seri al data rates are sel ected by swi tches S5 
and S6. Swi tch S5 determi nes the "transmi t" speed ( that i s , the speed at 
which the computer will send data to the terminal) by selecting the 
appropriate output from the frequency-dividers U5 and U6. Similarly, switch 
S6 selects the "receive" data rate, the rate at which the computer expects to 
receive serial data from the terminal. Each switch is simply programmed by 
soldering a jumper at the desired rate stenciled on the interface board 
along-side the silhouettes for S5 and S6 (for example, soldering a jumper from 
pin 2 to pin 15 of S5 would select a transmit data rate of 9600 Baud). Rapid 
re-selection of the operating data rates can be accomodated by using 
10-position rocker-arm DIP switches rather than solder jumpers at S5 and S6. 
If independent transmit and receive data rates are desired, then switches must 
be soldered at both the S5 and S6 positions. If the transmit and receive 
rates will always be identical, however, a single switch (installed at either 
S5 or S6) will suffice if a jumper is installed between pads R and T. 

The U5/U6 frequency divider receives its input, at pin 1 of U5, at 
approximately 614 KHz from the BAUDRAT line on the. backplane bus. The outputs 
from S5 and S6 are actually at 32 times the desired serial data rate. The 
UART requires an input clock at 16 times the data rate, and the flip-flops in 
U13 are used to divide-by-two and square up the S5 and S6 outputs. U5 is a 
simple eight-stage binary divider. U6 is programmed to divide-by-eleven to 
produce the proper frequency (3'520 Hz at pin 9 of S5 and S6) for 110 Baud 
operation. 

Operation with one stop bit is selected by placing a jumper from pad H 
to pad F; for two stop bits, the jumper goes from pad H to pad G. 

When interfacing with the 20-ma current-loop, the RS-232 input/output 
can be ignored. However, when using the latter levels for interfacing, the 
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20-ma receive current loop must be completed by placing a jumper from pad J to 
pad K. 

11.1.2 DEVICE-CODE SELECTION 

The 12560 interface module has the ability to- be jumper-programmed to 
any required device code for its serial -interface functions. For any selected 
serial-interfacing device code, the module will also decode, and respond to, 
processor-IOT instruction 6007, which asserts the bus RESET line (see Section 
11.1.5, below). 

The receive-side device code is selected by placing an appropriate 
jumper at the position designated SI for the most-significant octal digit 
(MSD) of the desired code, and another jumper at S2 for the least-significant 
digit (LSD). Most often, this programming will require a jumper from pad RM 
to the nearby pad numbered 0, and a jumper from pad RL to the closeby pad 
marked 3. This will result in a receive device-code of 03, which is the code 
DEC normally assigns to the system-console keyboard. 

Similarly, the transmit-side device code is selected by means of 
jumpers at the positions designated S3 and S4. These are most often 
programmed to device code 04 (DEC's code for the system-console printer) by 
placing a jumper from pad XM to nearby pad 0, and another from pad XL to 
closeby pad 4. 

11.1.3 TERMINAL INTERFACE - ELECTRICAL 

All serial data input and output between the 12560 interface and the 
terminal is made via U20, a Universal Asynchronous Receiver/Transmitter (DART) 
device. Input from the terminal arrives at pin 20 of the UART. Output to the 
terminal comes from UART pin 25. 

On the other side of the UART, the data is in parallel format. Inputs 
from the PCM-12 bus arrive at pins 26-33 via U23 and a portion of U24. 
Outputs to the bus are at pins 5-12. Since the UART does not have sufficient 
output to drive the bus directly, devices U21 and U22 buffer the UART outputs 
onto the bus. These devices are enabled only during the "read" portion of an 
IOTA cycle, when the 12560 module has been addressed for input to the CPU. 
Note that the eight data bits used in asychronous communication 
come-from/go-to the eight least significant bits in the CPU's Accumulator. 

Data communication between the terminal and the UART is as follows. 
On the receive side of the UART, pin 20 is always high when the keyboard and 
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reader are inactive. This is the "marking" state; the terminal is sending a 
constant stream of stop-bits to the computer. When a key is struck on the 
keyboard, the immediately-resulting "spacing" start-bit is detected at pin 10 
of U19 for RS-232 interfacing levels or at pin 4 for a 20 ma current-loop 
interface. In either case, pin 20 of U20 is driven low through gate U24c, 
which causes the UART to begin clocking in the eight data bits from the 
termi nal , and al so causes the reader rel ay to be di sabl ed by cl ocki ng 
flip-flop U14b to the reset state through U12e. As soon as the entire 
character has been clocked into the UART, the UART's Data-Ready flag is set, 
pulling pin 19 of U20 high. This causes the INTREQ bus line. to be asserted 
low, if the Teletype-Interrupt-Enable Flip-Flop (U14a) is set, through gates 
U18a and U9a. The program software then uses instructions KSF and KRS or KRB 
to read the data into the CPU's Accumulator. Note that during the read 
operation, since four inputs on U21 are tied to the pull 7 up bus (PUB), the 
most significant four bits are read into the Accumulator as O's. 

On the transmit side, the CPU sends the data to the UART using 
instructions TSF and TPC or TLS, when it finds the Printer/Punch-Ready flag 
(U15a) is set. When the UART picks up the data from the DX lines on the bus, 
it begins to transmit the character to the terminal in serial format, by first 
sending a "spacing" start-bit, then the eight data bits (least-significant bit 
first), then one or more stop-bits. At the end of the character, pin 25 is in 
its normal rest (marking) state, where it stays until another character is 
ready to transmitted to the terminal. Also, at the end of the character, the 
UART signals completion of transmission by pulling its pin 24 high. This 
action, through gate U17a, clocks the Printer/Punch-Ready flag (U15a) set, so 
the CPU can ascertain that the UART is ready to transmit another character. 

Gate U17a is used to condition the UART's setting of U15a, depending 
on the state of pin 4 on the module's 16-pin I/O connector, Jl. When pin 4 is 
simply left un-connected, as it most often will be, gate U17a is enabled to 
allow the UART to directly set U15a. When pin 4 is used to implement the 
RS-232 Data Terminal Ready (DTR) function, however, one section of the triple 
RS-232 line receiver, U19, can be used to control gate U17a. When pin 4 is 
at a negati ve 1 eve! U17a i s enabl ed , and when pi n 4 i s posi ti ve , U17a i s 
disabled. In addition to implementing the RS-232 DTR function, this 
circuitry can be used to accomodate slow-responding terminals, such as the 
Texas Instruments Silent 700 which requires a 250-mi Hi second delay after 
"printing" a carriage- return to avoid losing the first two or three characters 
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to be printed on the next line. 

11.1.4 TERMINAL INTERFACE - MECHANICAL 

Inputs and outputs, to/from the terminal are made via a 16-pin DIP 
socket, Jl, and a matching ribbon-cable and connector. Pin numbers on the DIP 
socket are noted in square boxes on the schematic diagram of the interface 
module. The RS-232 input is at pin 11 and the corresponding output at pin 15. 
The 20 ma current-loop input pins are numbered 13 (source) and 14 (sink), and 
the corresponding pin-pair for output is 16 (source) and 12 (sink). Current 
for the reader-control relay is at pins 9 (source) and 10 (sink). The RS-232 
Data Terminal Ready input (optional) is at pin 4. An extra RS-232-level 
output is available at pin 2. By placing a jumper from pad N to pad P, pin 2 
can be used as an independent duplicate output to that already available on 
pin 15. Alternatively, by placing a jumper from pad N to pad Q, pin 2 can be 
used to provide an RS-232-level duplicate of the reader-control relay signal. 
All other pins on Jl are grounded. Note that with respect to the 
corresponding connector on the earlier 12060 serial interface module, all pins 
on Jl have the same functionality except pins 2 and 4. The latter provide new 
signals which were not available on the 12060 interface; on the earlier module 
pins 2 and 4 were grounded. 

At the rear panel of the PCM-12, an 8-pin Molex connector is provided 
for connection of the computer to the terminal. Assignment of the pin numbers 
on this connector is according to Table 11-1. Note that the recommended pin 
numbers are in reverse order to that shown in the corresponding table for the 
earlier 12060 interface module. This numbering reversal was done to 
accomodate the pin numbers which Molex has begun to mold into the rear-panel 
connector. Only the Molex connector pin numbers have changed; the physical 
wiring itself has not been modified. 

11.1.5 INSTRUCTION SET AND DECODING 

The 12560 interface module, when jumper-programmed for device codes 03 
and 04, is fully compatible with all DEC software instructions intended for 
the Teletype or system-console terminal. The device code is embedded in the 
IOT instruction at bits 3-8. The instruction set for the Teletype or 
system-console interface is shown in Table 11-2. 

In addition to all instructions for the serial peripheral device, the 
12560 interface also decodes instruction 6007 (Clear All Flags, CAF). When 
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executed, this instruction clears all interrupt-request flags (U15a and the 
Data-Ready flag in the UART) on the 12560 module, and sets the 
Interrupt-Enable Flip-Flop, U14a. In addition, CAF causes the bus RESET line 
to be asserted low by Ql, which clears all the similar flags on other 



MOLEX PIN # 


20-MA OPERATION • 


RS-232 OPERATION 


1 


Reader Relay, Jl pin 9 


Ground, Jl pin 8 


2 


Reader Relay, Jl pin 10 


Ground, Jl pin 7 


3 


(-)20-ma output, Jl pin 12 


Mot used 


4 


Ground, Jl pin 5 


RS-232 DTR, Jl pin 4 


5 


(+)20-ma input, Jl pin 13 


RS-232 input, Jl pin 11 


6 


(-)20-ma input, Jl pin 14 


Aux RS-232 output, J 1 pin 2 


7 


Ground, Jl pin 2 


RS-232 output, Jl pin 15 


8* 


(+)20-ma output, Jl pin 16 


Ground, Jl pin 1 



* - The Molex connector is mounted so that pin 8 is closest to the center of 
the rear panel. Note pin numbers molded into body of connector. 



TABLE 11-1 
Recommended Rear Panel Connections for TTY or CRT terminal 



peripheral interfaces. (Note that CAF, although asserting RESET, is only 
asserted during the time DEVSEL is active, and this does not include the time 
when the CPU samples the RESET line. CAF does not cause a CPU halt.) 

Each IOT instruction is latched into devices Ul and U2 by the trailing 
edge of the LXMAR pulse. (It is not necessary to latch, or decode, the most 
significant three DX bits, since these always form 6 (octal) for an IOT, and 
this Opcode and the DEVSEL pulse are redundant. DEVSEL only appears during 
IOTA cycles.) Decoding of the instruction takes place in the programmable 
read-only memory (PROM) U10. Due to the coding built into this PROM, a pulse 
for each decoded instruction (for the device whose device code has been 
selected by S1-S4) appears during DEVSEL time at the outputs of U10. Each 
instruction pulse, with negative sense, is noted on the schematic at the 
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MNEMONIC 


O.CTAL 


OPERATION 


KCF 


6030 


Reset the Keyboard/Reader Data-Ready flag. 


KSF 


6031 


Skip the next instruction if the Keyboard/Reader 
Data-Ready flag is set. 


KCC 


6032 


The reader is enabled to fetch the next character, 
the Data-Ready flag is reset, and the AC cleared.* 


KRS 


6034 


The keyboard/reader data is OR'ed into the AC. 


KIE 


6035 


AC bit 11 is loaded into the Teletype Interrupt- 
Enable Flip-Flop (TIEFF). This sets the TIEFF if 
AC(11)=1, and clears it if AC(11)=0. 


KRB 


6036 


The keyboard/reader data is jam-loaded into the AC, 
the Data-Ready flag is reset, and the reader is en- 
abled to fetch the next character. 


TFL 


6040 


The Printer/Punch Ready flag is set. 


TSF 


6041 


Skip the next instruction if the Printer/Punch Ready 
flag is set. 


TCF 


6042 


Reset the Printer/Punch Ready flag. 


TPC 


6044 


The AC is non-destructively written into the UART 
transmit buffer, from where the character is auto- 
matically delivered to the I/O device. 


TSK 


6045 


Skip the next instruction if the TIEFF is set and 
either the Keyboard/Reader Data-Ready flag or the 
Printer/Punch Ready flag, or both, is set. 


TLS 


6046 


The AC is written to the device, as in TPC. The 
Printer/Punch Ready flag is reset. The flag will be 
automatically set again when the UART is ready to 
send another character to the I/O device. 


CAF 


6007 


Reset the Keyboard/Reader Data-Ready flag and the 
Printer/Punch Ready flag. Set the TIEFF. Assert 
the RESET bus line low. 



* - The TTY reader is automatically disabled after fetching each character. 



TABLE 11-2 

Instruction Set for 12560 Serial Interface Module 
(using typical device codes 03 and 04) 
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instruction pulse, with negative sense, is noted on the schematic at the 
corresponding pins on U10 (device codes 03 and 04 have been assumed). 
Comparing the information given in Table 11-2 with the subsequent logical 
action caused by each of these pulses will make operation of the interface 
clear. The contents of PROM U10 are described in Table 11-3. 

For example, instruction 6030 resets the Keyboard/Reader Data-Ready 
flag by pulling pin 18 high on the UART, through gates U16d and U24b. Note 
that, as determined by gates U17b and U12c, * this action occurs during the 
"read" portion of the IOTA cycle, when XTC is high. Instruction 6036 performs 



All locations programmed to produce a logic 1 (high) output, except: 



INPUTS' 



OUTPUTS 



ADDR-E 


ADDR-D 


ADDR-C 


ADDR-B 


ADDR-A 


D08 


D07 


D06 


DO. 5 


D04 


D03 


D02 
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i 
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1 




1 


1 





1 


1 





ADDR-A=pin 10 
D01 =pin 1 



ADDR-B=pin 11 
D02 =pin 2 
D06 =pin 6 



ADDR-Opin 12 
D03 =pin 3 
D07 =pin 7 



ADDR-D=pin 13 
D04 =pi n 4 
D08 =pin 9 



ADDR-E=pin 14 
DOS =pin 5 



TABLE 11-3 
PROM Device U10 Programming 
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this same operation, but also enables the reader to fetch the next character 
(by pulling low pin 10 on U14b), enables the UART to drive the DX bus lines 
with the "read" data during state T2 and T3 when XTC is high (by pulling pin 
15 low on U21 and U22), and asserts the CO and CI bus lines low to cause the 
CPU to read the DX data as a jam-transfer into the Accumulator. 

Similarly, instruction 6041 causes the next instruction to be skipped 
if the Printer/Punch Ready flag (U15a) is set, by aserting the SKP line on the 
bus, through gates Ullb, U18b and U9b. 

Instruction 6007 is decoded by gates U7b, U8b and U7c. The latter 
gate provides the drive to Ql, which in turn asserts the bus RESET line. 

11.1.6 OTHER LOGIC OPERATION 

Jumper-pad set A-B-C allows the UART to be operated from either a 5- 
or 10-vol t power-supply 1 evel . Normal 5-vol t operati on i s sel ected by 
soldering a jumper from pad A to pad B. When higher-speed operation is 
desired of the UART (not required for 4 MHz CPU operation), it can be operated 
from the +10-volt bus line by placing the jumper from pad A to pad C. When 
using 10 volts on the UART, devices U13, U17, U23 and U24 must be made by 
either Fairchild or Motorola. 

The framing-error output from the UART is available at pin 14 of U20. 
This pin will be asserted high whenever the UART detects the absence of a 
stop-bit at its proper position. This condition can be forced, for example, 
by pushing the BREAK key on the terminal keyboard. By installing jumper X-Y, 
a framing error can be used to assert bus line 62 to the low state. This 
signal can then be used with logic external to the 12560 module to perform 
special functions, such as generation of a "panic 11 interrupt. An 
open-collector driver, U9c, is used to drive bus line 62 so that several such 
drivers can be wire-OR'ed together on the* bus. 

Jumper option L-M is provided so that the normal serial -interface 
functions of the 12560 module (but not the ability to decode and act on 
instruction 6007) can be disabled by assertion (lifting) of the front-panel 
AUX switch when the L-M jumper is installed. This jumper is normally omitted 
until the 12080 Audio Cassette Interface, or other module requiring the 
ability to disable the serial interface, is installed in the system. 

11.1.7 SUMMARY OF JUMPER OPTIONS 

Listed below is a summary of the functions of each of the jumper-pad 
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I! groups on the 12560 interface. Note that (to be consistent) for each of the 
:; jumper options on the 12560 module which also existed on the earlier 12060 
|. : ! interface, the lettering of each jumper pad is the same on both modules 
h (except that the lettering of pads J and K is reversed, a trivial difference). 
|:;i Note that the jumper pad group A-B-C has a new function on the 12560 module, 
P and that there is no D-E jumper pair on the 12560 interface. Further, jumper 
(;j groups N-P-Q, R-T and X-Y did not exist on the 12060 interface module. 

The jumper-pad group A-B-C is for selection of 5- or 10-volt UART 
H operation. See Section 11.1.6. 

Jumper-pad group F-G-H is for determination of the number of stop bits 
iJ to be used in asynchronous communication format. See Section 11.1.1. 

• Jumper-pad pair J-K is for completion of the 20-ma input current loop. 
;l This jumper must be present when an RS-232 terminal is to be employed and no 
H TTY terminal is connected between pins 13 and 14 of Jl. See Section 11.1.1. 

Jumper pair L-M is for disabling the 12560 interface from the front 
I) panel AUX switch. See Section 11.1.6. 

Jumper-pad group N-P-Q is for selection of the function of the 
!: auxiliary RS-232 output. See Section 11.1.4. 

Jumper R-T is installed only when the receive and transmit serial data 
\\ rates are to be identical. See Section 11.1.1. . 

Jumper X-Y is for activation of the break-on-framing-error function. 
I] See Section 11.1.6. 

[| 11.2 TELETYPE TERMINAL SELECTION AND MODIFICATION 

To achieve compatibility with the PDP-8 "style" architecture of the 
[1 PCM-12, some small modifications may be required to' the user's Teletype 
;! terminal. Selection of a Teletype terminal, and the required modifications, 
!j are described in this section. 

|l 11,2.1 SELECTION OF A TELETYPE MACHINE 

There are many types and configurations of Teletype terminals 
\\ available today. The specific machines recommended for operation with the 
!j. PCM-12 are the Teletype Corporation Models 33-ASR and 35-ASR. (These include 
i; a paper-tape reader and punch. If the latter equipment is not required, a 
|:.i Model 33- or 35-KSR is recommended. These models simply omit the paper-tape 
I! equipment, providing only a printer and keyboard.) The Model 35 incorporates 
:i essentially the same features as the Model 33, but is a heavy-duty unit made 
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for round-the-clock operation. Since the Model 33 is considerably less 
expensive, and entirely adequate for most purposes, it will be chosen by most 
users* 

If a new 33-ASR terminal is selected, the user should order Teletype 
Corp. catalog number 3321-3JC. This is one of the least expensive 33-ASR 
models, and is easily adapted for operation with the PCM-12. The 3321-3JC 
incorporates a paper-tape punch, manually-controlled reader, 60-Hz synchronous 
motor, friction-type paper-feed, a pedestal mount, and the ME typewheel with 
DSL keytops. (The latter keyboard/printer style corresponds closely to that 
shown in DEC documentation for the PDP-8.) The corresponding catalog number 
for the KSR model is 3311-3EC. The price of the 3321-3JC is approximately 
$1200.00 when purchased new. 

The modification instructions provided below apply to the 3321-3JC. 
Since there are so many different types of Teletype terminals, it is 
impossible to give modification instructions for each. The user planning to 
employ some other model terminal should seek the assistance of a competent 
Teletype serviceman. Provided with the instructions given herein, he should 
be able to make the corresponding modifications to any Model 33- or 35-ASR or 
KSR. (Actually, the instructions apply rather broadly to many 3320/3321 and 
3310/3311 model machines. Armed with the wiring diagram for his machine, the 
user can usually achieve the intent of the modifications for most terminals by. 
tracing the wiring through the machine. The serviceman might be treated as a 
last resort.) 

11.2.2 TELETYPE TERMINAL MODIFICATIONS 

To achieve PDP-8/PCM-12 campatibility, modifications to the Teletype's 
wiring may be required in four areas. Each of these is discussed below. 

However, before executing the following modification instructions for 
his Tel etype termi nal , the user shoul d read each i nstruct i on careful ly and 
decide whether or not it is actually needed for his particular terminal. If 
the terminal was originally purchased for use with a computer, the intent of 
one or more of the modifications may already have been achieved, since all 
computer-oriented equipment requires Teletype terminal modifications in order 
to adapt the TTY terminal to computer 1/0 operation. (The Teletype terminal 
was originally designed for relatively high-voltage, high-current, current- 
loop operation, which is obviously not compatible with the low-voltage, low- 
current operation of computer circuitry.) 
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In particular, the user may find his TTY terminal already equipped 
I 1 ) with a reader-control relay (see Section 11.2.2.3). If so, and if the rated 
! coil voltage of the relay is 5 to 12 volts, it is likely that the instructions 
I of Section 11.2.2.3 can be skipped - simply connect the relay coil leads to 
■; pins 1 and 2 of the rear-panel Molex connector, as indicated in Figure 11-2. 

Also, the TTY terminal may already have a reed-relay or opto-isolator 
I installed for distributor isolation. If so, this would make step 3 of Section 
i 11.2.2.2 unnecessary. Just hook the relay contacts or opto-isolator output to 
:< pins 5 and 6 of the rear-panel Molex connector. (If the isolator is a 
h solid-state device, be sure to observe proper current polarity. Note that pin 
:J 5 of the Molex connector is a current source, while pin 6 is a sink - see 
[i Figure 11-1.) 

Actually, although not recommended when long-term reliability is an 
;; important consideration, the user can choose to omit the distributor-isolating 
;'i circuitry entirely and still find that his TTY terminal will operate properly. 
; i The major purpose of the opto-isolator circuitry shown in Figure 11-1 is to 
!"* allow the TTY distributor to operate at Teletype. Corporation recommended 
:| levels (70 volts and 40 milliamps), while signalling to the computer at low- 
:! voltage, solid-state compatible levels. High-voltage operation on the TTY 
[\ side assures that the distributor contacts will stay clean and noise-free. If 
: ; relatively low-voltage operation of the TTY distributor can be tolerated (17 
il volts is the open-circuit potential at the current-loop input terminals on the 
\\ 12560 interface), simply, omit all the circuitry of Figure 11-1, and connect 
H pins 5 and 6 of the rear-panel Molex connector directly to terminals 3 and 4 
jl of Terminal Strip 151411 on the TTY terminal (polarity is not important for 
Pi this connection). Do not skip steps 1 and 2 in Section 11.2.2.2, however. 

To remove the outer cover from the Teletype, remove the knob on the 

I' 1 front-panel Mode Switch, and the knob on the paper roller. Loosen the 

; : thumbscrews on the back of the terminal. Remove the paper and tape from the 

il terminal. Remove the small screw on the reader cover. Remove the metal 

; i front-panel faceplate by sliding it down and away from the machine. Under the 

il faceplate are four screws - loosen them. The cover can now be lifted off the 

;:] machine. 

ji 11.2.2.1 FULL-DUPLEX OPERATION 

Wire the Teletype for full-duplex operation by moving the 
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BROWN/YELLOW wire from terminal 3 to terminal 5, and the WHITE/BLUE wire from 
terminal 4 to terminal 5, on Terminal Strip 151411. This terminal strip is 
easily located at the rear of the TTY, just below the bank of nylon Molex 
connectors. Viewed from the rear of the terminal, pin 9 on this terminal 
strip is at the right-hand end. See Figure 11-4. 

11.2.2.2 20-MA OPERATION 

The terminal should be modified for 20-ma (rather than 60-ma) 
current-loop operation. This is accomplished by: 

1. Remove the PURPLE wire connected to terminal 8 on Terminal 
Strip 151411, attach it to terminal 9. This sets the 
receive-side of the TTY to expect and accept 20 ma inputs. 

2. Locate Rl, the large flat-style power resistor which is 
bolted to the mounting plate of the call -control unit on the 
right-hand side of the terminal. Note that this resistor 
has four terminals. Ascertain that the BLUE wire is at- 
tached to terminal 1, the inboard terminal (i.e., the ter- 
minal closest to the center of the machine). If necessary, 
move the BLUE wire to this terminal . This sets the loop 
current at 20 ma when the TTY terminal is operating in 
LOCAL mode. (See Figure 11-3 for location of resistor Rl.) 

3. Establish an isolated circuit for data traveling to the 
12560 interface from the TTY terminal, according to Figure 
11-1: 



Terminals on 
Terminal Strip 151411 

GL_1 { 



Connections to 
terminals on 
Resistor Rl 



Opto-Isolator 




1800 ohms 
10 watts 



© 



Connections to 

rear-panel Molex 

connector on PCM-12 



© 



Monsanto MCT-2 
(or equivalent) 



FIGURE 11-1 
Optical-Isolation of TTY Distributor 
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This circuitry is active in the LINE mode of TTY operation, 
when the TTY is sending data to the PCM-12. The optical 
isolator protects against noisy operation of the distributor 
mechanism in the TTY. Mount the components securely inside 
the TTY enclosure. Provide adequate ventilation or heat- 
sinking for the 1800-ohm resistor, since it will run warm. 
Terminal 3 on resistor Rl can be located by counting over 
from terminal 1, which was located in step 2, above. 
Terminal 4 is the outboard terminal. Provide for strain- 
relief of the two wires which run to the computer. 

11.2.2.3 READER ENABLE RELAY 

To prevent the tape-reader from over- running the computer's ability 
to accept data, it is necessary that the computer have the ability to disable 
the reader. This is accomplished by adding the reader-control relay. By 
means of this relay, the KCC and KRB instructions enable the reader to fetch a 
character. Then as soon as the character is sent to the 12560 interface from 
the reader, the reader is automatically disabled, by flip-flop U14b on the 
interface, until another KCC or KRB instruction is received. Wire the 
reader-control relay according to Figure 11-2: 



YELLOW 

[ Distributor 
► Trip 
1 Magnet 



X(cut) 



BROWN 



470-ohm 
1/2-watt* 

0.01 UF: 
600 volts 



NOTE: Use relay with 
normally-open 
contacts. 



Reed Relay 
(12-volt coil) 



A 





© 



Connections to 

rear-panel Mo lex 

connector on PCM-12 



© 



Mode Switch 
(front view) 



FIGURE 11-2 
Connections for Reader-Control Relay 
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"Locate the Distributor Trip Magnet at the rear of the TTY terminal. See 
U Figure 11-6, Note that a BROWN and a YELLOW wire emerge from it. Break the 
BROWN wire and connect the normally-open contacts of the reader-control relay 
in series with it. Then connect a wire from terminal L2 (physically located 
as .shown in Figure 11-2) of the Mode Switch to the portion of the BROWN wire 
that is still attached to the Distributor Trip Magnet. The Mode Switch is 
shown in Figure 11-5. Provide strain-relief for the two wires going to the 
• computer. 

:| 11.2.2.4 KEYBOARD PARITY 

For PDP-8 compatibility, the keyboard (but not the reader) must 
; transmit bit 8, the most significant bit in each ASCII character, as a "mark" 

or "one". In other words, the parity function is defeated, and the parity bit 

is always asserted, in every character. To make the TTY function in this 
U manner, the proper connection must be made to the keyboard contact blocks at 
j either end of the keyboard. The connections are simple, and require only the 
j moving of jumpers. 

Viewing the terminal from the front, examine the contact block at the 
:; left end of the keyboard, and note that a WHITE/BLACK wire is attached to one 
v of the contacts on the block. Also note that a GREEN wire is spliced to the 
\ WHITE/BLACK wire. This GREEN wire should be connected to the other terminal 
d on the block. If a RED/GREEN wire is already attached to the other terminal, 
\\ remove it, cover the end with electrical tape, and tie it. to the keyboard 
n frame with string. It will be left floating. Now connect the GREEN wire to 
|] the exposed terminal. 

At the right-hand end of the keyboard a second terminal block will be 
u found. Ascertain that a GREEN wire is attached to the upper left-hand 
i; terminal. If not, locate the GREEN wire and attach it to that terminal. (The 
■I GREEN wire may be found, unused, lashed to the side of the keyboard frame.) 

If your keyboard does not correspond to the description above, you do 
!= not have the usual keyboard supplied with the 3321-3JC terminal, and must 

consult a Teletype serviceman to determine how to strap the machine for 
:; "i e vel-8 always mark". (When accomplishing this conversion, do not let the 
j i serviceman modify the machine so that the reader also always marks bit 8; the 

reader should read a tape exactly as it is punched, in all 8 channels.) 
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;j 11.2.2.5 RECEIVE-SIDE CONNECTIONS TO 12560 INTERFACE 

It is now only necessary to make the receive-side connections to the 
-TTY from the computer. To do this, connect two wires between the TTY and the 
|:.: PCM-12 in the following way: 

1. From terminal 7 on Terminal Strip 151411 to pin 8 of the 
PCM-12's rear-panel Molex connector. 

2. From terminal 6 on Terminal Strip 151411 to pin 3 on the 
rear-panel Molex connector. 

Congratulations - you now have a fully-compatible TTY terminal. While 
; you are at it, make sure the automatic carriage-return/line-feed function is 
tj disabled on your terminal, and that the margin bell is enabled. The 
A instruction manual for your terminal explains how to select these options. 

You now have a six-wire cable running to your PCM-12 computer from the 
II TTY terminal, two wires for send, two for receive, and two for the 
!■! reader-control relay. Carefully go back over the modifications you have made 
;ito the TTY terminal, and the connections to the computer, and make sure 
I everything is correct. Then replace the cover on the terminal. 
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SECTION 12.0 



12080 AUDIO CASSETTE RECORDER INTERFACE MODULE - ASSEMBLY 



The 12080 interface module is an add-on accessory for the PCM-12 computer. 
The following instructions assume that assembly and test of the basic computer 
have already been completed. These instructions form a supplement to the PCM-12 
assembly manual, and should be added to the three-ring binder which houses those 
instructions. After assembly is complete, don't discard these instructions - you 
will want to refer to them from time- to- time in the future. 



( ) Locate the 12080 module printed-circuit board. Very carefully inspect the 
board for: 

a. Open or broken traces. 

b. Any trace which might be shorted to an adjacent trace or pad. 

For any questionable-appearing trace, compare the printed-circuit trace rout- 
ing with that indicated on the schematic diagram, Drawing 12082 in the PCM-12 
System Operating Manual (the supplementary material for the operating manual 
was provided with this kit). 

( ) Note that the printed-circuit board carries a white-epoxy component-placement 
legend on one side. This is the component side of the board. 



( ) Locate the bag containing the parts kit for the 12080 module, 
part against the following list: 

INTEGRATED CIRCUITS 

(14-pin DIP 

(14-pin DIP 

(14-pin DIP 

(14-pin DIP 

(14-pin DIP 

(14-pin DIP 

(14-pin DIP 

(14-pin DIP 

(16-pin DIP 

(14-pin DIP 



Check off each 



( : 


1 ea 


74LS00 


or 9LS00 


( : 


2 ea 


74LS03 


or 9LS03 


( ; 


) 1 ea 


74LS04 


or 9LS04 


( ; 


) 1 ea 


74LS08 


or 9LS08 


( : 


) 1 ea 


74LS11 


or 9LS11 


( : 


) 1 ea 


74LS32 


or 9LS32 


( : 


> 2 ea 


74LS74 


or 9LS74 


( : 


) 1 ea 


74C74 




( 


) 1 ea 


74C76 




( 


) 1 ea 


74C86 
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ea 
ea 
ea 
ea 
ea 
ea 
ea 
ea 



1 ea 
1 ea 
1 ea 
1 ea 



74LS138 

74LS174 

74S287 

74365 

4018 

4029 

4040 

4046 

LM311 

LM747 

P-6431 

TR-1602 



or 9LS138 
or 9LS174 

or 8095 
or 14018 
or 14029 
or 14040 
or 14046 



UART 



(16-pin DIP) 

(16-pin DIP) 

(16-pin DIP marked with BLACK dot) 

(16-pin DIP) 
* 



(16-pin 
(16-pin 
(16-pin 
(16-pin 
( 8-pin 
(14-pin 
(16-pin 



(40-pin DIP) 



DIP) 
DIP) 
DIP) 
DIP) 
DIP) 
DIP) 
DIP marked with BLUE dot) * 



* 

* 
* 



MOS integrated circuit. Do not remove from conductive foam 
until ready for insertion in proper socket. 



RESISTORS AND CAPACITORS 



) 



ea 
ea 
ea 
ea 
ea 
ea 
ea 
ea 
ea 



) 1 ea 
) 1 ea 
) 1 ea 



ea 
ea 
ea 
ea 



) 
) 

) 1 ea 

) 21 ea 

) 2 ea 

) 4 ea 



IK ohm resistor (color code: BROWN-BLACK-RED) 

2.2K ohm resistor (RED-RED-RED) 

10K ohm resistor (BROWN-BLACK-ORANGE) 

15K ohm resistor (BROWN-GREEN-ORANGE) 

20K ohm metal-film resistor 

27K ohm resistor (RED-VIOLET-ORANGE) 

47K ohm resistor (GRAY-RED-ORANGE) 

100K ohm metal -film resistor 

133K ohm metal-film resistor 

1M ohm resistor (BROWN-BLACK-GREEN) 

4.3M ohm resistor (YELLOW-ORANGE-GREEN) 

50K ohm cermet trimmer potentiometer 

100 pF dipped-mica capacitor 

330 pF dipped-mica capacitor 

1000 pF dipped-mylar capacitor 

2200 pF disc-ceramic capacitor 

0.05 uF (or 0.047 uF) dipped-mylar capacitor 

0.01 uF disc-ceramic capacitor 

0.22 uF dipped-epoxy tantalum capacitor 

10 uF dipped-epoxy tantalum capacitor 



OTHER COMPONENTS 



) 1 ea E-271 field-effect transistor 

) 3 ea 2N2222 NPN transistor 

) 1 ea 1N4148 diode 

) 1 ea 8-pin integrated-circuit socket 

) 12 ea 14-pin integrated-circuit socket 

) 13 ea 16-pin integrated-circuit socket 

) 1 ea 40-pin integrated-circuit socket 

) 1 ea audio transformer (1.2K ohm: 4 ohm) 
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MISCELLANEOUS 



1 ea ribbon-cable with connector and matching socket attached 

1 ea panel-mounting Molex connector housing (with mounting "ears") 

1 ea cable-mounting Molex connector housing 

8 ea male Molex "pins" 

8 ea female Molex "pins" 

1 ea 80-pin edge connector 

1 ea T-shaped edge connector key 

2 ea 4-40 x 1/2" binder-head machine screw 



( ) Carefully mount and solder 16-pin integrated-circuit sockets at U2, U3 5 U5 5 
U6, U12, U13, U16-U21, and U23. Note that the orientation of pin 1 on all 
integrated circuits except U27 is toward the to£ of the printed-circuit 
board (gold "fingers" on the right and legend-side up). Refer to Figure 12-1. 

( ) Similarly, mount and solder 14-pin integrated-circuit sockets at Ul, 114, U7 - 
Ull, U15, U22, and U24-U26. 

( ) Mount and solder the 8-pin integrated-circuit socket at U14. 

( ) Mount and solder the 40-pin integrated-circuit socket at U27. Remember that 
pin 1 on this integrated circuit goes toward the bottom of the board - 
opposite to all other integrated circuits. 

( ) Mount and solder the 1N4148 diode at CR1. Observe that diode polarity is 
marked on the printed-circuit board. Mount the diode with the polarity 
indicated: 



CATTUODE. END 



( ) Mount and solder the IK ohm resistor at R5. 

( ) Mount and solder 2.2K ohm resistors at Rl, R2, R14, R16, R18, R25 and R31 
R33. Make sure you have mounted each resistor in the right place. 

( ) Mount and solder 10K ohm resistors at R4, R13, R15, R17 and R26-R28. 
( ) Mount and solder the 15K resistor at R22. 
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Mount and solder 20K metal-film resistors at R3, R6, R7 and R21. 

Mount and solder 27K ohm resistors at R12 and R24. 

Mount and solder the 47K ohm resistor at R8. 

Mount and solder 100K ohm metal-film resistors at R9, Rll and R20. 

Mount and solder 133K ohm metal-film resistors at RIO and R19. 

Mount and solder the 1M ohm resistor at R30. 

Mount and solder the 4.3M ohm resistor at R29. 

Mount and solder the 100 pF dipped-mica capacitor at C5. 

Mount and solder the 330 pF dipped-mica capacitor at Cll. 

Mount and solder the 1000 pF mylar capacitor at C6. 

Mount and solder 2200 pF disc ceramic capacitors at C2, C4 and C13. 

Mount and solder the 0.05 (or 0,047) uF dipped-mylar capacitor at CIO. 

Mount and solder 0.01 uF disc-ceramic capacitors at C7 9 C8, C9, 
C17, and C18-C34, 

( ) Mount and solder 0.22 uF dipped-epoxy tantalum capacitors at C12 and C35. 
Note that each of these capacitors carries a polarity-indicating dot on 
its side. Proper orientation of each capacitor is with the dot-side 
mounted above the shaded area in the component silhouette: 



GRAY DOT 



RED 




NOTE: Dot-side of capacitor 
indicated by 
shaded area. 



( ) Similarly, mount and solder 10 uF tantalum capacitors at C3, and C14-C16. 
Observe capacitor polarity as indicated below: 
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BLACK DOT 




NOTE: Dot-side of capacitor 
indicated by 
shaded area. 



( ) Mount and solder the 50K ohm trimmer potentiometer at R23. The adjustment 
screw should face away from the gold fingers at the opposite end of the 
board, 

( ) Mount and solder the E-271 field-effect transistor at Ql. The flatted side 
of the transistor body should mount above the flat side on the component 
silhouette. 

( ) Mount and solder "2N2222 transistors at Q2-Q4. To orient each transistor 
■properly,* make sure the tab on the transistor is mounted above the tab 
position shown in the component silhouette. 

( ) Mount and solder the audio transformer at Tl. Note that one side of the 
transformer is marked with a "P" (primary). This is the in-board side 
of the transformer, as shown on the component silhouette. The secondary- 
side of the transformer has one lead clipped off; only one end and the 
center-tap of this winding are used. 

( ) Remove the special 16-pin socket from the ribbon-cable connector, and solder 
it into place at the CABLE socket position shown in the component-placement 
legend. Pin 1 of this socket goes toward the gold-finger end of the board. 

( ) If two stop-bit operation is selected, solder a jumper "strap" from pad A to 
pad B. For one stop-bit operation, solder the jumper between pads A and C 
(leaving pad B unconnected). 

( ) For 300-Baud operation, solder a jumper from pad D to pad G, and another 
jumper from pad H to L. (For operation at other Baud rates, see Sections 
10.2 and 10.4 of the System Operating Manual.) 
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( ) Decide if the 03/04 ENABLE H line should be held low on the interface module. 
If so, solder a jumper from pad P to pad N. If it is desired to control the 
03/04 ENABLE H line from the front panel, the jumper should be soldered from 
pad P to pad M, leaving pad N unconnected. If it will never be desired to 
pull the 03/04 ENABLE H line low, then place no jumper at all at pads N, M 
and P. (See the operating manual for discussion of the M-P jumper pad set.) 

( ) If themoduleis to respond to device codes 01-04, solder a jumper from pad 
R to pad S. If, instead, the module is to respond to device codes 11-14, 
solder the jumper from pad R to pad T, leaving pad S unconnected. 

( ) Carefully plug the 74LS00 (or 9LS00) integrated circuit into its socket at 
U9. Pin 1 on each integrated-circuit package is marked with a dot or a 
notch in the I.C. body at the. pin- 1 end. Pin 1 of each integrated circuit 
except U27, the UART , goes toward the top_ of the printed-circuit board. 

( ) Similarly, mount the following integrated circuits: 

at Ul and U10. 

at U24. 

at U25. 

at U8. 

at U26. 

at U4 and U7. 

at U15. 

at U20. 

at Ull. 

at 115 and U6. 

at U2. 

at U3. 

at U18 and U19. 

at U21. 

at U13. 

at U17 and U23. 

at U16. 

at U14. 

at U22. 

at U12. 

( ) Mount the TR-1602 UART device in its socket at U27. Make certain that you 

have pin 1 on this integrated circuit oriented toward the bottom of the board. 

( ) Carefully inspect each integrated circuit to make sure its pins are properly 
inserted in its socket, and that pin 1 is properly oriented. 



( ) 74LS03 


(or 9LS03) 


( ) 74LS04 


(or 9LS04) 


( ) 74LS08 


(or 9LS08) 


( ) 74LS11 


(or 9LS11) 


( ) 74LS32 


(or 9LS32) 


( ) 74LS74 


(or 9LS74) 


( ) 74C74 




( ) 74C76 




( ) 74C86 




( ) 74LS138 (or 9LS138) 


( ) 74LS174 


(or 9LS174) 


( ) 74S287 


(BLACK dot) 


( ) 74365 




( ) 4018 


(or 14018) 


( ) 4029 


(or 14029) 


( ) 4040 


(or 14040) 


( ) 4046 


(or 14046) 


( ) LM311 




( ) LM747 




( ) P-6431 


(BLUE dot) 
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( ) Check each diode and tantalum capacitor to make sure it is properly oriented. 
Polarity of each of these components is very important. 

( ) Check each transistor to make sure its orientation-indicating tab is 

mounted above the tab indicated on the component silhouette. The transistors 
will not operate properly if they are not mounted correctly. 

( ) yery carefully inspect each solder connection on the board to make sure it 
is a good (not "cold-solder") joint, and that it is not shorted to an ad- 
jacent trace or pad. 

( ) This completes assembly of the 12080 module itself. The only remaining as- 
sembly requirement is to wire the interface module to the magnetic-tape re- 
corder through a rear-panel mounting Mol ex connector. Refer to Section 
of the operating manual to familiarize yourself with proper connection of 
the interface module to the recorder. 



( ) 



Locate the ribbon cable with its attached male DIP connector. Refer to the 
detail below to determine the manner in which this cable plugs into the 
CABLE connector on the interface module. Now before proceeding to the next 
step, make sure you understand which wire in the ribbon-cable is connected 
to each pin on the CABLE connector. 



Printed-circuit board 



Cable 
connector 




Ribbon-cable 
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( ) Only eight of the wires from the ribbon-cable can be accomodated by the 
rear-panel mounting Molex connector. However, this is a sufficient number 
for all necessary connections to the audio tape recorder. The following 
table gives a suggested scheme for wiring the panel -mount Molex connector. 



Connect 


this 


To 


this 


CABLE connector 


Molex 


connector 


pin number 


pin 


number 


16 




1 


2 






2 


15 






3 


4 






4 


5 






5 


6 






6 


7 






7 


8 






8 



( ) Refer to the detail below and connect the ribbon-cable wires to the rear- 
panel mounting Molex connector, according to the table in the previous step. 
Each selected wire in the ribbon-cable is soldered to a male Molex "pin" as 
shown. The pin is then mounted in the connector housing by pushing it in 
from the rear, as indicated. The connector housing itself mounts in the 
rear panel by pushing it into one of the rectangular cut-outs, again as 
indicated. 




MALE MOLEX PIN 
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( ) You still have the other Molex connector housing and eight female Molex pins. 
left after the above assembly steps have been completed. These may be used 
to connect your audio cassette recorder to the rear-panel connector you just 
finished installing. 

( ) Use the interface module to properly locate the T-shaped key in the 80-pin 
edge connector, and snap it into place. Then remove the backplane assembly 
from the computer, and install the new connector. Replace the backplane. 



Assembly of the 12080 interface module is now complete. It can be slid into 
the appropriate slot in the computer card-cage, and the ribbon-cable plug- 
ged into the CABLE connector. When it is desired to remove the 12080 module from 
the computer, always be sure to first unplug the ribbon cable from the module to 
prevent damage to the connector. 

Before attempting operation of the 12080 module for the first time, be sure 
to read Section 10 in the PCM- 12 System Operating Manual to familiarize yourself 
with the operation of your new interface module. 



12-9 



, i '- ( :'s'>:,:,v,"-^; v--:^-::\r^',?.; r C '' .:■?.-,"?■ jr^s^z^r^'r :■■„:„.■» ■' " '- " . 



r 



§ 



<S> 



o 



S^74LS32 (S/l 



>741S04 



■E 



74LS03 



t 



Cf ip 74LS03 



-nn- -trth 



5P 74L500 si 



•74LSII 



'74LSI74 



* 



74S287 



§ 



sp74LS74 sb 



►74LSI38 



74LSI38 



i 



S P74LS74 



® 



* 



Sb74LS08 



i 



74365 



®£ 



74365 







- T~rT> 

- nre> 



e 



TR-1602 



1 




C5 



- TRT4T - 



LM747 



IE 



4018 



* 



74C76 



§l> 4040 





LM 



-CEEQ- 



- ram - 



gft P. 6431 



* 



sb74C8G 



-QBI 

- R20 



-leu: 



| CIO 



-Q3Z3" 
- TrTFT - 



O s 



-DUD- 

o 

-QaSh 
-I dn t- w 



ml 4046 mi 



4040 



0f 



74C74 



8 



4029 



■ R33 ■ 



R23 




I 
CSJ 



CD 



:;^;z:dc?^;£xki-^^ 



12-10 






■v^^j'^vm"x^r^ p Of A 



SECTION 13.0 
12020-B STATIC MEMORY MODULE - ASSEMBLY 



These instructions are for assembly of the 12020-B static memory module 
for the PCM-12 computer. This document forms a supplement to the PCM-12 assembly 
manual, and should be added to the three-ring binder which houses that manual. 
After assembly is complete, don't discard these instructions - you may want to 
refer to them at some point in the future. 



( ) Locate the 12020-B memory module printed-circuit board. Very carefully 
inspect the board for: 

a. Open or broken traces. 

b. Any trace which might be shorted to a neighboring 
trace or pad. 

For any questionable-appearing trace, compare the printed-circuit trace 
routing with that indicated on the schematic diagram, Drawing 12022-B. 

( ) Note that the printed-circuit board has an epoxy-paint legend on one side. 
This is the component side of the board. 



( ) Locate the bag containing the parts kit for the 12020-B module, 
each part against the following list: 
INTEGRATED CIRCUITS 



( ) 48 ea • 


2102-family memory 


device 


(16-pin DIP) 


( ) 3 ea 


74LS04 or 9LS04 




(14-pin DIP) 


( ) 1 ea 


74LS00 or 9LS00 




(14-pin DIP) 


( ) 2 ea 


74LS42 or 9LS42 




(16-pin DIP) 


( ) 2 ea 


8096 or 74366 




(16-pin DIP) 


( ) 3 ea 


74LS375 or 9LS375 




(16-pin DIP) 



Check off 
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CAPACITORS 

( ) 11 ea 
( ) 1 ea 



0.01 uF disc ceramic capacitor 

10 uF tantalum capacitor (dipped-epoxy type) 



SOCKETS AND MISCELLANEOUS 

( ) 4 ea 14-pin integrated-circuit socket 

( ) 55 ea 16-pin integrated-circuit socket 

( ) 1 ea 80-pin edge connector 

( ) 1 ea T-shaped edge-connector key 

( ) 2 ea 4-40 x 1/2" binder-head machine screw 



( ) Refer to Figure 13-1. Carefully mount 16-pin I.C. sockets at Ul, U4-U8, 
Ull, and U12-U59. Note that the orientation for all integrated circuits 
is with pin 1 toward the top_ of the board (gold fingers on the right). 
Carefully solder all socket pins to their respective pads. 

( ) Similarly, mount and solder 14-pin I.C. sockets at U2, U3, U9 and U10. 

( ) Carefully check your soldering work for possible shorts at each socket pin. 

( ) Mount and solder 0.01 uF disc ceramic capacitors at Cl-Cll. For best ap- 
pearance, mount these capacitors as close as possible to the board. 

( ) Mount and solder the 10 uF tantalum capacitor at C12. If this capacitor 
has one lead identified with a "+" mark, be sure to align it with the 
corresponding "+" mark on the printed-circuit board, to properly observe 
capacitor polarity. If the capacitor is the type with color bands on 
it, observe that it carries a polarity- indicating dot on one side. The 
dot-side is indicated by the shaded portion of the component silhouette 
on the printed-circuit board. See mounting detail, next page. 
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BLACK DOT 




POSITIVE LEAD 

NOTE: Dot-side of capacitor 
indicated by 
shaded area. 



(") Program the memory module to the desired field of operation by soldering 
a jumper at the proper location in the FIELD SELECT switch silhouette, as 
described in Section 6.2 of the PCM-12 System Operating Manual. (Also 
see Section 4 of the System Operating Manual for discussion of PCM-12 ;j 
memory organization.) See Table 13-1 on next page. | 

( ) Carefully plug the 74LS00 (or 9LS00) device into its socket at U10. Pin ;. 

1 on the integrated-circuit package is marked with either a dot or a notch j 

in the I.C. body at the pin-1 end. Pin 1 of each I.C. goes toward the 

top of the pronted-circuit board. p 

( ) Similarly, plug the following integrated circuits into the indicated sockets:J 



( ) 
( ) 
( ) 
( ) 
( ) 



74LS04 (or 9LS04) at U2, U3 and U9. 

74LS42 (or 9LS42) at Ul and Ull. 

74366 (or 8096) at U7 and U8. 

74LS375 (or 9LS375) at U4, U5 and U6 

2102-family memory devices at all remaining socket positions 



( ) Carefully inspect each integrated circuit to make sure its pins are properly| 
inserted in its socket, and that pin 1 is properly oriented. 

( ) Carefully inspect each soldered connection on the board to assure it is a 
good joint, and that it is not shorted to an adjacent pad or trace. 

( ) Remove the backplane assembly from the computer, and solder the new edge 
connector into one of the unused positions. Use the 4-40 screws to mount 
the edge connector, and remount the backplane assembly into the computer. 



wmmMmmmmmmzmm 
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Assembly of the memory module is now complete, and it can now be inserted 
into the computer's bus and operated. The test programs furnished in paper- tape 
form with this kit may be used to test the memory module for proper operation. 
Refer to the documentation furnished with the tapes for instructions on the 
operation of the test programs. 



TABLE 13-1 
FIELD SELECT Programming 



FIELD 


JUMPER STRAP 


From Pin # 


To Pin # 



1 
2 
3 
4 
5 
6 
7 


1 
2 
3 
4 
5 
6 
7 
8 


16 
15 
14 
13 
12 
11 
10 
9 



- :...: i 
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